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PREFACE 

In the following pages the attempt is made to give a 
presentation of the subject of hydraulics without the use 
of higher mathematics. The degree of preparation re- 
quired of the reader is merely that now given in high 
schools, and includes only arithmetic, algebra, trigo- 
nometry, and an elementary course in mechanics. In 
particular the author has bad in mind the students in the 
upper classes of secondary technical schools, and it has 
been his aim to present the subject in such a manner that 
it may be readily comprehended by them. 

It is believed that the essential principles and methodB 
of hydrauhcs have been covered, although an expert can 
easily criticise the book on the ground that certain topics 
have been inadequately treated or omitted altogether. 
While it has been harder for the author to decide what 
should be omitted than what should be included, it has 
been his intention to discuss, as fully as seemed consistent 
with the assigned limit of space, those topics which are 
of greatest importance in practical engineering work. 

Mansfield Mebbiman. 
New Yobk, October, 1912. 
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ELEMENTS OF HYDRAULICS 



HYDROSTATICS 
Article 1. Units of Measure 

Hydraulics is that science which treats of water in 
motion. Hydrostatics is that part of hydraulics which 
treats of the equilibrium and pressure of water for the 
case when it is at rest. The unit of linear measure used 
in this book is the foot, while inches must always be re- 
duced to feet for use in the hydraulic formulas. The 
units of volume are the cubic foot and the gallon, but the 
latter must always be reduced to cubic feet for insertion 
in the formulas. The gallon used in the United States 
contains 231 cubic inches, while in Great Britain the 
Imperial gallon is empleyeU which' is- g.bout 20 percent 
larger, *.•"'■■■•: -■.•':-'■ 

The unit of forc6.1sl!lie.*p0iih9,°dr-tb&:fprce exerted by 
gravity at the sDrfa'bij' ;Jf the earth on'a'iiass of matter 
called the avoisdupoij' pound. This unft is also used in 
measuring weigjits and pressures of water," , The- intensity 
of pressure is uSuaUp measured in pounds pex^Quare inch. 
The unit of tiroe-to.Jae used in all hydrauii^'TpnnuIas is 
the second, althaii^ 'in- numerical proBlpffis'the time is 
oft^n stated in miiilij*s,.4i6(trs,.or"d_ay4"'-"^'^fo*'ity '^ ^^ 
fined as the space pa.iifeAVover by':a"to/'}yin one second 
under the condition of imiffjrjn molI6tr,'so that velocities 
, are to be always expressed in feet per second, or are to 
kllMtiTeduced to these units if statc<l iti miles per hour or 
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2 HYDROSTATICS Ch. 1 

otherwise. Acceleration is the velocity gained in one 

second, and it is meaaureJ in feet per second per second. 

The unit of work is the foot-pound; that is, one pound 
lifted through a vertical distance of one foot. Energy 
is work which can be done; for example, a moving body 
has the ability to do a certain amount of work by virtue 
of its quantity of matter and its velocity, and this is 
called kinetic energy. Again, water at the top of a fall 
has the ability to do a certain amount of work by virtue 
of its quantity and its height above the foot of the fall, 
and this is called potential energy. Potential energy 
changes into kinetic energy as the water falls, and kinetic 
energy is either changed into heat or may be transformed, 
by means of a water motor, into useful work. Power is 
work done, or energy capable of being transfonned into 
work, in a specified time, and the unit for its measure is 
the horse-power, which is 550 foot-pounds per second. 

Prob. 1 A. When 3200 pounds of water fall every second from 
a height of 22 feet, what ia the greatest horse-power that can be 
developed by the use of the,fnlling stream? 

Prob. 1 S. Wljen.'ijn^ cubic toet.at'w^ter, weighing 62J^ pounda, 
falls each secoiid' iroin it (Vertical lleig)i\. 6L 1 1 feet, what borae-powor 
eaa bedevelo_pcdljjVnwlorwfiifli'di_tilj«eB80'perc«it of the energy? 

Arfr. 2. 'J'htsical Peopbr.ties of Watek 

At ordinai;y temperatures pure- water is a colorless 
liquid wbiCn; possesses ahnost perfecf'fluidity; that is, 
its parti cle'^.'nave the capacity of moyilig-over each other, 
so that the' slimiest disturbance rf'-oguilibri una causes a 
flow. It is a-^Eseqnencs.of^'tHis '"property that the sur- 
face of still wat^'is Always' 1^1; • if several vessels or 
tubes be connected,' 'as in Fjg.'l', and water be poured 
into one of them, it rises in the others until the free 
surfaces are in the same level plane. 
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The free surface of water is in a different molecular 
condition from the other portions, ita particles being 
drawn together by stronger attractive forces, so as to 
form what may be called the "skin of the water," 




which insects may walk or a needle be caused to float. 
The 8kin is not unmediately pierced by a sharp point 
which moves slowly upward toward it, but a alight eleva- 
tion occurs, and this property enables precise determina- 
tions of the level of still water to be made by the hook 
gage (Art. 53). 

At about 32° Fahrenheit a great alteration in ' 
molecular constitution of water occurs, and ice is formed. 4 
If water be kept in a perfectly quiet condition, it is found 
that its temperature can be reduced to 20° or even to 15° 
Fahrenheit, before congelation takes place, but at the 
moment when this occurs the temperature rises to 32°»' 
The freezing-point is hence not constant, but the meltin) 
point of ice is always at the same temperature of i 
Fahrenheit or 0° centigrade. While water freezes at 3 
Fahrenheit, yet its maximum deiwity is reached at 39*4 
Fahrenheit. At this latter temperature its specific grar-^ 
Hy is 1.0 while at 32° it is 0.99987. As the temperature 
rises above that of maximum density the specific gravity 
of water steadily grows smaller until tiie boUing-poiiit if 
reached at 212° Fahrenheit when it it 0.05865. 



Prob. 2. If a ttibic foot o* paw 

the lemper&ture of fnainmiin deemtjr, wlMt 
Vooi at 32° F.7 



.- v_ — 124 poomlt at 
ii the wetfbt of a eub(« 
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4 HTDKO STATICS Ch. 

Aht. 3. Thb Weight of Water 

The weight of water per unit of volume depends upo^a 
the temperature and upon its degree of purity. The 
following approximate values are, however, those gen- 
erally employed except when great precision is required: 

1 cubic foot of water weighs 62.5 pounds 
1 U. S. gallon ot water weighs 8,355 pounds 

These values will be used in this book, unless otherwise 
stated, in the solution of the examples and problems. 

The weight per unit of volume of pure distilled water 
is the greatest at the temperature of its maximum den- 
sity, 39°, 3 Fahrenheit, and least at the boiling-point. 
For ordinary computations the variation in weight due 
to temperature is not considered, but in tests of the effi- 
ciency of hydraulic motors and of pumps it should be 
regarded. The following are the weights of pure dis- 
tilled water, in pounds per cubic foot, for a few tempera- 
tures in the Fahrenheit scale: 



32° 


62.42 


At 80" 


62.22 


39.3 


62.4a4 


120 


61.72- 


45 


62.42 


150 


61.20 


60 


62.41 


180 


60.69 


60 


62.37 


212 


59.84 



' Waters of rivers, springs, and lakes hold in euspensioa 

and solution inorganic matters which cause the weight 
per unit of volume to be slightly greater than for pure 
water. River waters are usually between 62.3 and 62.6 
pounds per cUbic toot, depending upon the amount of 
impurities and on the temperature, while the water of 
some mineral springs has been found to be as high as 
62,7. It appears that, in the absence of specific infer- 
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mation regarding a particular water, the weight 62.5 
pounds per cubic foot is a fair approximate value to use. 
It also has the advantage of being a convenient number 
in computations, for 62.5 pounds is 1000 ounces, or *'*''%6 
is the equivalent of 62.5. 

Brackish and salt waters are always heavier than 
fresh water. For the Gulf of Mexico the weight per 
cubic foot is about 63.9, for the oceans about 64.1, while 
for the Dead Sea there is stated the value 73 pounds per 
cubic foot. For Great Salt Lake the weight of water 
varies from 69 to 76 pounds per cubic foot. The sewage 
of American cities is impure water which weighs from 
62.4 to 62.7 pounds per cubic foot, but the sewage of 
European cities is somewhat heavier on account of the 
smaller amount of water that is turned into the sewers. 

Prob. 3. How many gallons of water are contained in a pips 
3 inches in diameter and 12 feot long? How many pounds of water 
are CODtained in a pipe 6 inches in diameter and 24 feet long? 

Akt. 4. Atmospheric Presstjbe J 

Torricelli in 1643 discovered that the atmospheric 
pressure would cause mercury to rise in a tube from which 
the air had been exhausted. This instrument is called 
the mercury barometer, and owing to the great density 
of mercury the height of the column required to balance 
the atmospheric pressure is only about 30 inches. When 
water is used in the vacuum tube, the height of the column 
is about 34 feet. In both cases the weight of the baro- 
metric column is equal to the weight of a column of air of 
the same cross-section as that of the tube, both columns 
being measured up from the common surface of contact. 

The atmosphere exerts its pressure with varying in- 
tensity as indicated by the readings of the mercury 
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6 HTDKOSTATICS Ch. 1 

barometer. At and near the sea level the average read- 
ing is 30 inches, and as mercury weighs 0.49 pounds per 
cubic inch at common temperatures, the average atmos- 
pheric pressure is 30X0.49 or 14,7 pounds per square 
inch. One atmosphere therefore exerts a pressure of 
14,7 pounds per square inch. Then a pressure of two 
atmospheres is 29.4 pounds per square inch. 

Pascal, in 1646, carried a mercury barometer to the 
top of a mountain and found that the height of the mer- 
cury column decreased as he ascended. It was thus 
definitely proved that the cause of the ascent of the liquid 
in the vacuum tube was due to the pressure of the mt. 
Since mercury is 13.6 times heavier than water, a column 
of water should rise to a height of 30X13.6 = 408 inches 
= 34 feet under the pressure of one atmosphere, and this 
was also found to be the case. The following table shows 
heights of the mercury and water barometer with the 
corresponding pressures in pounds per square inch and 
in atmospheres. It also gives approximate elevations 
above sea level corresponding to barometer readings, pro- 
vided the reading at sea level is 30 inches. In the last 
line are approxunate boiling-points of water correspond- 
ing to the readings of the mercury barometer. 

Mercury barometer in inohea = 

31 30 29 28 27 28 20 

Water barometer in feet = 

35.1 34.0 33.8 31.7 30.6 29.5 22.7 
PreBBure in pounds per square inch = 

15.2 14.7 14.2 13.7 13,2 12.7 9.8 
Pressure in atmospheres = 

1.03 1.00 0.97 0.93 0.90 0.86 0.67 

Elevationa in feet = 

-890 +920 +1880 +2870 +3900 +11050 
Boiling point of water, Falirenheit = 
■ 213°.9 212.2 210.4 208.7 206.9 205.0 192.4 
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The atmospheric pressure must be taken into account 
in many computations on the flow of water in tubes and 
pipes. It is this pressure that causes water to flow in 
siphons and to rise in tubes from which the air has been 
exhausted. By virtue of this pressure the suction pump 
is rendered possible, and all forms of injector pumps de- 
pend upon it to a certain degree. 

Prob. 4 A. A mercury barometer reads 29 inches at the foot of 
a hill, and at the same time another barometer reads 28 inches at 
the top of the hill. What is the difference in height between the 
two stations? 

Prob. 4 B, Find, from the above table, the approximate height 
above the sea level of a moimtain on which water boils at a tem- 
perature of 206** F. 



Art. 6, Transmission of Pressure 

One of the most remarkable properties of a fluid is its 
capacity of transmitting a pressure, applied at one point 
of the surface of a closed vessel, imchanged in intensity, 
in all directions, so that the effect of the applied pressure 
is to cause an equal force per square inch upon all parts 
of the enclosing surface. Pascal, in 1646, was the first 
to note that great forces 
could be produced in this 
manner; he saw that the 
total pressure increased 
proportionally with the area 
of the surface. Taking a 
closed barrel filled with 
water, he inserted a small 
vertical tube of considerable 
length tightly into it, and on filling the tube the barrel 
burst under the great pressure thus produced on its sides, 
although the weight of the water in the tube was quite 




Fig. 2 
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small. The first diagram in Fig. 2 reprraents Paecal'a 
barrel, and it is seen that the unit-pressure in the water 
at B is due to the head vlB and independent of the size of 
the tube AC. 

Bramah built the firnt successful hydraulic press in 
1796 This machme has two pLstons of different sizes, 
and a force applied to the mall piston is transmitted 
through the fluid and produces an equal unit-pressure at 
ever\ point on the large pi'^ton The applied force is 
here multiplied to anj required extent, but the work 
performed b\ the large piston cannot exceed that im- 
parted to the fluid by the small OHe. Let a and A in 
Fig. 3 be the areas of the small and large pistons, and 
p the pressure inj pounds 
per square unit applied to 
a then the unit-pressure 
in the fluid is p, and the 
total pressure on the small 
piiton is pa, while that on 
the large piston is pA. 
I et the distances throu^ 
which the pistons move 
during one stroke be d and D. Then the imparted work 
is pod, and the performed work, neglectir^ frictional re- 
sistances, is pAD. Consequently 'arf^^D, and since a 
is small as compared with A, the distance D must be 
small compared with d. Numerous applications of this 
principle are made in hydraulic presses for compressing 
materials and forging steel, as also in jacks, accumu- 
lators, and hydraulic cranes. 

In consequence of its fluidity the pressure existing at 
any point in a body of water is exerted in all directions 
with equal intensity. When water is confined by a 
bounding surface, as in a veHsel, its pressure against that 




Fig 3 
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surface must be normal at eii-er>- point, for if it wwe ia- 
c'liaed, the water would move along the surface. When 
water has a free surface, the unh-pre^ure at any depth 
depends only on that depth and not on the shape cS the 
vessel. Thus in the second diagram of Ilg. 2 the unit- 
pr^sure at C produced by the smaller column of water 
aC is the same as that caused by the lar^r column AC, 
and the total vertical pressure on the upper side of the 
base B is the product of its area into the unit-pressure 
caused by the depth AB. 

Prob. a A. What upn'ard pn««ure b on the loirer Bide of the 
ba«e B m Fig. 37 Explain why tbis is differeot from the down¥rml 

pressure on the upper aide of the base B. 

Prob, ) B. The piston o in Fig. 3 is 2K inches in diameter while 
A is nyi inches. When a moves 3^^ inches, how much does A 
move? X ■ 

Art, 6, Head asd Pbessure ■ 

The free surface of water at rest b perpendicular to 
the direction of the force of gravity, and for bodies of 
water of small extent this surface may be regarded as a 
plane. Any depth below this plane is called a "head," 
or the head upon any point is its vertical depth below 
the level surface. In Art. 5 it was seen that the unit- 
pressure at any depth depends only on the head and not 
on the shape of the vessel, Ijet h be the head and w the 
weight of a cubic unit of water; then at the depth h one 
horizontal square unit bears a pressure equal to the 
weight of a column of water whose height is A, and whose 
cross-section is one square unit, or wk. But the pressure 
at this poult is exerted in all directions with equal in- 
tensity. The unit-pressure p at the depth k then ia uJ^ J 
pth, or head, for a unit-pressure p 
p = wh h = -p/w 
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When ft is expressed in feet and p in pounds per square 

foot, these formulas become, using the mean value of w, 

p = 62.5ft ft = 0.016p 

Thus pressure and head are mutually convertible, and 
in fact one is often used as synonymous with the other, 
although really each is proportional to the other. Any 
unit-pressure p can be regarded as produced by a bead 
h, which is frequently called the "pressure-head." 

In engineering work p is usually taken in pounds per 
square inch, while h is expressed in feet. Thus the pres- 
sure in pounds per square foot is 62.5 h, and the pressm-e 
in pounds per square inch is V144 of this, or 

p = 0.434 A A = 2.30p (6) 

These rules may be stated in words as follows: 

1 foot head corresponds to 0.434 poi"'f' _,^ ut'"' inch. 
I pound per square inch corresijon'' . > J. 

These values, be it remembered, depend upon the assump- 
tion that 62.5 pounds is the weight of a cubic foot of 
water, and hence are liable to variations in the third 
significant figure (Art. 3). 

Prob. .4. W\iat is the pressure of the water in atmospheres at 
the bottom of an ocean 4 miles deep? 

Prob. 6 B. How many pounds per Hqiiarc inch correspond to a 
head of 230 feet? How many feet head correspond lo a pressure 
of 100 pounds per square inch? 

Art. 7. Loss of WftoHT in Water 

It is a familiar fact that bodies submerged in water 

lose part of their weight; a man can carry under water 

a large stone which would be difficult to lift in air, and 

mber when submerged has a negative weight or tends 



LOSS OP WEIGHT EN WATER 



^^^m 




to rifle to the surface. The following is the law of loss 
which was discovered by Archimedes, about 250 B.C., 
when considering the problem of King Hiero's crown: 

The weight of s body submerged in wa1«r is less than Its I 
weight in air by the weight of a volume of water which ia equal I 
to the volume of the body. 

To demonstrate this, consider that the submerged body- 
is acted upon by the water pressure in all directions, 
and that the horizontal components of these pressures 
must balance. Any vertical elementary prism is sub- 
jected to an upward pressure 
upon its base which is greater 
than the downward pressure 
upon its top. Let hi be the 
head on the top of the ele- 
mentary prism in Fig. 4 and 
fta that on its base, and a the 
cross-section of the prism; 
then the downward pressure is wahi and the upward 
pressure is wahi. The difference of these, wa{h^—ki) is 
the resultant upward water pressure, and this is equal to 
the weight of a column of water whose cross-section is a 
and whose height is that of the elementary prism. Ex- 
tending this theorem to all the elementary prisms, the 
theorem is demonstrated. 

It is important to regard this loss of weight in construc- 
tions under water. If, for example, a dam of loose stones 
allows the water to percq^te through it, its weight per 
cubic foot is less than its weight in air, so that it can be 
more easOy moved by horizontal forces. Since stone 
weighs about 150 pounds per cubic foot in air, its weight 
in water is only about 150— 62= 88 pounds per cubic foot. 

The ratio of the weight of a substance in air to that of i 



Fig. 4 
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an equal volume of water is called the specific gravity of 
the substance, and for a solid heavier than water this is 
easily computed from the law of Archimedes after weigh- 
ing a piece of it in air and then in water. Thus, let W 
be the weight of a body in air and Wi the weight in water, 
then W — Wi is the weight of an equal volume of water, 
and the specific gravity of the body is W/(W — Wi). An- 
other method is to obtain the weight w, of a cubic imit 
of a substance and divide it by the weight m of a cubic 
unit of water. 

Frob. 7 A. A piece of lead weighs 6.45 pousde in air and 5.8S 
pounds in water. Compute the epecific gravity of lead. 

Prob. 7 B. What ia the specific gravity of eteel when a cubic 
foot of it weighs 490 pounds? 

Art. 8. Pressure on Submerged Surfaces 

The total normal pressure on any immersed surface 
may be found by the following theorem: 



The total normal pressure 
weight of a cubic unit of water, 
the head on its center of gravity. 



the a 



To prove this let A be the area of the surface in Fig. 
5, and imagine it to be composed of elementary i 




Oil Oil ti) Btc., each of which is bo small that the unit- 
pressure over it may be taken as uniform; let fti, Aj, hi, 
3., be the heads on these elementary areas, and let w 
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denote the weight of a cubic unit of water. The unit- 
pressures at the depths hi, hi, h,, etc., are whi, whj, wk^, 
etc. (Art. 6), and lience the normal prcasures on the ele- 
mentary areas, aj, oa, aa, etc., are woihi, wajui, washi, etc. 
The total normal pressure P on the entire surface then iS:, 

P ==w{aJit-{-a^-\-a3h3+Btc.) 

Now let h be the head on the center of gravity of the 
surface; then, from the definition of the center of gravity, 

ai^i+osAi+os'is+etc. =Ah 
Therefore the normal pressiu-e is 

P=wAh (8) 

which proves the theorem as stated. 

This rule applies to all surfaces, whether plane, curved, 
or warped, and however they be situated with reference 
to the water surface. Thus the total normal pressure 
upon the surface of an immersed cylinder remains the 
same whatever be its position, provided the depth of the 
center of gravity of that surface be kept constant. It is 
beat to take k in feet, A in square feet, and w as G2..5 
pounds per cubic foot; then P will be in pounds. When 
surfaces are given whose centers of gravity are difficult 
to determine, they should be divided into simpler sur- 
faces, and then the total normal pressure is the sum of 
the normal pressures on the separate surfaces. 

The normal pressure on the base of a vessel filled with 
water is equal to the weight of a cylinder of water whose 
base is the base of the vessel, and whose height is the 
depth of water. Only in the case of a vertical cylinder 
does this become equal to the weight of the water, for 
the pressure on the base of a vessel depends upon the 
^ of water and not upon the shape of the vessel. 



^ 
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Also in the case of a dam, the depth of the water and not 
the size of the pond, determines the amount of pressure. 
The pressure ngainst an immersed plane surface in a 
given direction may be found i)y obtaining the norma) 
pressure and computing its component m the required 
direction. 

Prob. 8 .4. A board 2 feet wide at the upjier end, 4.5 feet wide 
at the lower end, and 6 feet long, is immersed vertically in WHt^' 
with the upper end in the water surface. Compute tlie nunnoJ 
pressure on each side of the board. 

Prob. 8 B. A circular plate 5 feet in diameter is immersed ao that 
the head on its center is 18 feRt, its plom' making itn iingle of 30° 
with the vertical. Compute the horizontal and vertical pressures 
upon one side of it. 



Art. ( 



Center of Presbur. 



r Rectangles 



The center of pressure on a aurf:w;e immersed in water 
is the point of application of the resultant of all tlie nor- 
mal pressures upon it. The simplest case is the following: 

When a rectangle is placed with one end in the water sur- 
face, the center of pressure is distant from^liat end two-thirda 
of the length of the rectangle. \ 

This theorem will be proved by the help uf Fig. 6. 
The rectangle, which ia 
practice might be a board, 
is placed with its breadth 
perpendicular to the plane 
of the drawing, so that 
AB represents its edge. It 
is required to find the 
center of pressure C For 
any head h the unit-pres- 
sure is wh (Art. 8), and 

hence the unit-pressures on one side of AB may be 
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graphically represented by arrows which form a trianjj:l(\ 
Now when a force P equal to the total pressure is applied 
on the other side of the rectangle to balance these unit- 
pressures, it must be placed opposite to the center of 
gravity of the triangle. Therefore AC erjuals two-thirds 
of AB, and the rule is proved. The head on C is evi- 
dently also two-thirds of the head on B, 

Another case is shown in Fig. 7, where the rectangle, 
whose length is BiB%y is wholly inmiersed, the head on Bi 




being h\, and on B2 being ft^'^^^gt ^J5it^6i, AC=^y, and 
Aft =62. Now the normal pressure v/^i on ABi is ap- 
plied at the distance % 61 from A, and the normal pressure* 
P2 on AB2 is applied at the distance % &2 from A, Tlu; 
normal pressure P on BxB^ is the difference of P\ and Piy 
or P=P2-'Pi. Also, by taking moments about .1 as an 

• 

^^' PXy=P2X%b2-PiX%bi 

Now, by Art. 7, the normal pressiu-es P2 and Pi for a 
rectangle one imit in breadth are P2 = 3^t^Wi2 and Pi = 
J^bifci, whence the total normal pressure is P = 
l/^ibjii—bihi). Inserting these in the above equation 
and replacing hi and A2 by their values 6isin 6 and hj^n d, 
the value of y is j^ s_ j^ a 

Or, if h' is the head on the center of pressure, 

'^ " ^- h? -"/i,2 
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When kt=hi = h, this formula becomes indeterminate 
owing to the common factor Aj— Ai in both numerator 
and denominator. Dividing out this common fafitor 

there is found h' = h. 



r of pressure for Pig, 7 when 6i=5 



Prob. 9^. Find the c 
and fig = 16 inches. 

Prob, 9 £. A dam is 24 feet high and the water level behind it 
is 3 feet below the top. How for above the base is the center of 
pressure? 

Prob. 9 C. A dam is 31 feet high and water runs over the top 
with a depth of 2 feet. How far above the base ia the center of 
pressure? 

Art. 10. Pbessdreb on Gates and Dams 

of an immersed plane the water presses 
equally upon both sidra so 
that no disturbance of the 
equilibrium results from the 
pressure. But in case the 
water is at different levels 
on opposite sides of the sur- 
face the opposing pressures 
are unequal. For example, 
the cross-section of a self- 
acting tide-gate, built to 
drain a salt marsh, is shown 
in Fig, 8. On the ocean side 
there is a head of Ai above 
the sill, which gives for every linear foot of the gate the 
^ horizontal pressure 

Pi=wXAiXj^fti = 3^Mi' 
^ffhich is applied at the distance Vi h above the sill. On 
B other side the head on the sill is ftj, which gives the - 
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horizontal pressure Pt= 
direction to that of Pi. 



}^wh^ acting m the oppoale 
The resultant horizootal pres- 



sure '» p = p,_p,= l^ic((„!-ft,») 

and if 2 is the distance of the point of applicaUoo of 

P ahove the sill, the equation of moments is 

Pz^PiX^^h-P^XVaht 

from which z can be coniput«i. For example, if Aj is 7 
feet and hi is 4 feet, the resultant pressure on one linear 
foot of the gate is found to be 1031 pounds and it^ point 
of application to be 2.82 feet above the sill. The action 
of this gate in resisting the water pressure is like that of 
a beam under its load, the two points of support beii^ 
at the sill and the hinge. 

When the water level behind a masonry dam is lower 
than its top, as in Fig. 9, the water pressure N on the 



1 

4 




back is normal to the plane AB and for computations this 
may be resolved into horizontal and vertical components 
H and V. Let A be the height of water above the base, 
the angle which the back makes with the vertical, then 
from Art. 8 the values of these pressures, for one linear 
unit of the dam, are J 



H = J.^V 



V = y^kH&R 9 N = 3^w!A=sec d 



and from Art. 9 the point of application of these pres- 
sures is at a distance Va ft above the base. Except in the 
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case of hollow dams only the horizontal component H 
need usually be considered, since the neglect of V is on 
the side of safety. 

When the water runs over the top of a dam, as in Fig, 
10, let h be the height of the dam and d the depth of water 
on its crest. Then 

H = Mwh{h+2d) 7 = Htanfi iV = //secff 

and the point of application above the base AZ) is 

h + M , , 
P ^ h+Td ^ ^ 

which always lies between j h and § h. 

Prob. 10 A. Find the greatest pressure on the hinge ij 
when the height of water is 6}^ feet and the length of the gate is 
18 feet, 

Prob.lOB. For a dam like Fig. lO let A=64 and d = 10 feet, 
while the batter of the ba<ik is 4 on 1. Compute values of H, V, 
N for one linear foot of the dam. 

Art. 11. Numerical Computations 

The numerical work of computation should not be 
carried to a greater degree of refinement than the data 
of the problem warrant. For instance, in questions re- 
lating to pressures, the data are uncertain in the third 
significant figure, and hence more figures than three in 
the final result must be delusive. Thus, let it be required 
to compute the number of poimds of water in a box con- 
taining 307. !i7 cubic feet. Taking the mean value 62.5 
pounds as the weight of one cubic foot, the multiplica- 
tion gives the result 19 210.C2.'5 pounds, but evidently 
the decimals here have no precision, since the last figure 
in 62.5 is not accurate, and is likely to be less than 5, de- 
iding upon the impurity of the water and its tern- 
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perature. The proper answer to this problem ib 19 200 
pounds, or perhaps 19 210 pounds, and this is to be re-' 
garded as a probable average result. 

As this book is mainly intended for the use of students, 
a word of advice directed especially to them may not be 
inappropriate. It will be necessary for them, ia order 
to gain a clear understanding of hydraulic science, or of 
any other engineering subject, to solve many numerical 
problems, and in this a neat and systematic method 
should be cultivated. The practice of performing com- 
putations on any loose scraps of paper that may happen 
to be at hand should be at once discontinued by every 
student who has followed it, and he should hereafter 
solve his problems in a special book provided for that 
purpose, and accompany them by such explanatory re- 
marks as may seem necessary in order to render the solu- 
tions clear. Such a note-book, written in ink, and con- 
taining the fully worked out solutions of the examples 
and problems given in these pages, will prove of great 
value to every student who makes it. Before beginning 
the solution of a problem a diagram should be drawn 
whenever it is possible, for a diagram helps the student 
to clearly imderstand the problem, and a problem thor- 
oughly understood is half solved. Before commencing 
the numerical work, it is also well to make a mental esti- 
mate of the final result. 

The following problems will ^ve a review of some of 
the principles and facts of this chapter: 

Prob. 11 A. What is the weight in pounds of one Imperial gallt 
of water? 

n be put into a, veBsel 
Prob. 11 C. When one cubic foot of water falls each second from 
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a vertical height of 33 feet, what horse-power can be delivered by 
a motor which utilizes 80 percent of the energy? 

Prob. 11 D. A diver descends under water to a depth of 102 
feet. What is the pressure upon him in atmosphere? 

Prob. 11 ^. What is weight in pounds of a pint of water? Does 
this agree with the old saying ''a pint is a pound the world round '7 

Prob. 11 F. What is the weight of a cubic foot of a substance 
whose specific gravity is 0.73? 

Prob. 11 G. A rectangle is immersed in water with one end in 
the surface, its size being 2X12 feet, and its inclination to the ver- 
tical being 30^, Find the horizontal pressure upon it. 



Abt.12 



KAWS QM WMtUkmt BOmBK 






imretarded bT* opposn^ airr>e» of nricciaii. T!ie sunnniL 
of water tfaroo^ Qrffiis» and piDf» i» omimcnL hy ':;nf^ 
force of g i awiljt. TItH fi>rt« » pmpfirsnnoL ^ -an* ur- 
celeratkm of tfae Tcibi^icj of % hoifx ^^lilinig^ 5?wt jl l 
vacuum; thai is^ to t&e aicrf!afie in. Ti^icfdcj 3l iur ^^i- 
ond. Accdcfation is mgasarfid in. 5%t; ^«gr sKciui pec 
second, so that ils nomerKal ¥a£nD& f>!pR9Hics "ou^ smnhf^r 
of feet per seeond whiefi hxrt baexL lEagaefi jl ^soe ^^x.nL 
The letter y is used to doHCe t&e aei%ii«acacii c€ s •^i^'^g 
body near the surfiace of the earth. In pccre m#< ^Ar-» ^ 
^ is found in aD formolas idatin)^ to MSni^ Jbodies: foe- 
instance, if a body faDs from rest throo^ the bet^^ It. 
it attains in a Tacuum a Telocity equal to ^^A. In 
hydraulics g is found in aD fonnulas which ex|xess the 
laws of flow of water under the influence of gravitA'. 

The quantity 32.16 feet per second per second is an 
approximate value of g which is used in this book. It is, 
however, well known that the force of gravity is not of 
constant intensity over the earth's surface, but is greater 
at the poles than at the equator, and also greater at the 
sea level than on high mountains. For sea level at the 
pole g has its greatest value, 32.26 feet per second per 
second. For a mountain 10 000 feet high at the equator 
g is 32.06 feet per second per second. These extreme 
values do not widely differ from the ipean value 32.10 
feet per second per second. 
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When a fulling body has the initial velocity u at the 
beginning of the time I, its velocity at the end of this time 
is V = u+gt and the distance passed over in that time is 
h = ut+}/^P. Eliminating ( from these equations gives 

V^^|2gh+v? or h^{V^-u^)/2g (12) 

as the relations between V and h for this case. These 
formulas are also true whatever be the direction of the 
initial velocity u. When the initial velocity u is zero, 
V=^|2^ or k^Vy2g 

which are the formulas for a body falling from a position 
of rest with respect to the earth. 

The general case of a body of weight W moving toward 

the earth is represented in Fig. 11. When the body is 

at -4, it is at a height hi 

^ ^, above a certain horizontal 

y ~~~*- B plane and has the velocity 

CX^j vi, its i^otential energy being 

' I ^*- Whi and its kinetic energy 

j,' Wv\^/2g. When it has ar- 

jfjg n rived at B its height above 

the plane is A, and its ve- 
locity is 1% its potential energy being Whi and its kinetic 
energy Wih^/2g. In the first position the sum of its 
potential and kinetic energy with respect to the given 
horizontal plane is W{hi-i-Vi^/2g), and in the second posi- 
tion the sum of these energies is W{hi-\-Vi^/2g). If no 
enei^ has been lost between the two positions, these 
two expressions are equal, and hence 



!llis equation is the simplest form of Bernouilli's 1 
rt. 20). It contains two heights and two i 
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locities, and when tliree of these quflntitiea are given the 
fourth can be found. 

Prob. 32 A. What is the velocity of A in Fig. 11. when il 
etrikes the ground, if direction of I'l is vertically upward? 

Prob, 12 B. A body ent«r8 a room through the ceiling with a 
velocity of 17 feet per second, and in a. direction makin); an angle 
of 30° with the vertical. If the height of the room is 18 feet, find 
the velocity of the body aa it strikes the floor, reaietanccs of lliv 
air being neglected. . 

Art, 13. Velocity of Flow from Orifices I 

When an orifice is opened, either in the base or side of 
a vessel containing water, the water flows out with a 
velocity which is greater for high heads than for low 
heads. The theoretic velocity of flow is given by the 
theorem established by Torricelli in 1644: 



Tho thcocetic velocity of flow from the orifice ia the e 
Ba tliat acquired by a body after having fallen from rest 
vacuum through a height equal to the head of water on 



the 



One proof of this theorem is by experience. When a 
vessel is arranged, as in the first diagram of Fig, 12, so 
that a jet of water from 
an orifice is directed ^^^? 
verticaUy upward, it is 
known that it never at- 
tains to the height of the 
level of the water in the 
vessel, although under 
favorable conditions it 
nearly reaches that level. 
It may hence be inferred that the jet would actually 1 
rise to tliat height were it not for the resistance of the ' 
air and the friction o 
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since the velocity required to raise a body vertically 
to a certain height is the same as that acquired by it ia 
falling from rest through that height, the theorem ia 



For any orifice, therefore, whether its plane ia hori- 
zontal, vertical, or inclined, provided the head ft is so 
large that it has practicaUy the same value for all parts 
of the orifice, the relation between the velocity V of the 
issuing water and the head ft is 

7=V2^ or ft = P/2ff (13) 

the first of which gives the theoretic velocity of flow due 
to a ^ven head, while the second gives the theoretic head 
that will produce a given velocity. The term " velocity- 
head" will generally be used to designate the expression 
FV2ff, this being the height to which the jet would rise 
if it were directed vertically upward and there were no 
frictional resistances. Using for g the mean value 2 
feet per second per second, these formulas become 

y=8.020V"j|ft or ft = 0.01555V* 

in which h must be in feet and V in feet per second, 
This discussion applies not only to water, but to any 
Uquid. The direction of the velocity of exit is normal 
to the plane of the orifice. 

Prob. 13 A. What velocity directed upward from a horizontal 
orifice will cause a jet to rise to the height of 16 feet? 



Art. 14. Flow under Pressure 

When the level of the water in a vessel is subjected ^j 
pressure po the velocity of flow from tlie orifice i 



'ere no 
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It is also increased when the orifice is under a 
i pi which is less than that of the atmosphere, 
f.'h be the head of actual water on the orifice, A„ the 
I of water which will produce the pressure po, and hi 
head which wil! produce p-pi, where p is the 
atmospheric pressure. Then the velocity of flow from 
the orifice is 

V=^2g{k+h,+k,j 
Usually po and pi are given in pounds per square inch, 
while ka and hi are required in feet; then 






A„ = 2.304p<, 



fi, = 2,304(14,7-p,) 



As an illustration let the cylindrical tank in Fig. 13 be 2 
feet m diameter, and upon the surface of the water let 
there be a tightly fitting 
piaton which with the load 
W weighs 3000 pounde. 
At the depth 8 feet below 
the water level are three 
small orifices: one at X, 
upon which there is an 
exterior head of water of 
3 feet; one not shown in 
the figure, which dis- 
charges directly into the 

atmosphere ; and one at C, where the discharge is into a 
vessel in which the air pressure is only 10 pounds per 
square inch. It is required to determine the velocity 
of efBux from each orifice. The head kg corresponding 
to the pressure on the upper water surface 
3000 



I 




K = 



- 15.28 feet 



L^ehe 



3.142 X 62.5 
head Aiia— 3 feet for the first orifice, o for the secom 



scon^^^H 
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and 2.304 (14.7-10) = 10.83 feet for the third, 
three theoretic velocities of outflow then are: 



V' = 8.02V 8+15.28- 3 =36.1 feet per second, 
V = 8.02 V 8+ 15.28+ =38.7 feet per second, 

— B no Jo i it: [|0 I Tl\ 01 —AH Q taat ruif ar,nr^T,A 



V =a.ui:\ 8+ia.^8+ u =.is.f leci per secona 

7=8.02 V8+15.2S+10.83 = 46.8 feet per second 

In the case of discharge from an orifice under water, 
as at ^ in Fig. 13, the value of h — hi is the same where- 
ever the orifice be placed below the lower level, and 
hence the velocity depends only upon the difference of 

level of the two water surfaces. 

Prob. 14 A. Water under a head of 230 feet flows into a, boiler 
whose gage reads 45 pounds per fjquare inch. Find the theoretic 
velocity of the inflowing water. 

Prob. 14 B. What is the theoretic velocity of flow irom a small 
oriiice in a boiler 1 foot below the water level when the steam-gage 
reads 60 pounds per square inch? What is the theoretic velocity 
when the gage reads 0? 

Art. 15. Influence of Velocity of Approach 

Thus far in the determination of the theoretic velocity 
from an orifice, the head upon it has been regarded as 
constant. But if the eross-aection of the vessel is not 
large, the head can only be 
kept constant by an inflow 
of water, and this will modify 
the previous formulas. In 
this case the water ap- 
proaches the orifice with an 
initial velocity. Let a be 
the area of the orifice and A 
the area of the horizontal cross-section of the vessel in F^. 
14. Let V be the velocity of flow through a and v be the 
vertical velocity ot inflow throu^ A. IjeX.'W \«.^i^a'Keigiit 



m 



Pig. 14 



Art. 15 influence op velocity op approach 27 

of water flowing from the orifice in one second; then an 
equal weight must enter at A in one second in order to 
maintain a constant head h. The kinetic energy of the 
outflowing water is W.V^/2gy and this is equal, if there 
be no loss of energy, to the potential energy W, h of the 
inflowing water plus its kinetic energy W . t^/2gf, or, 

2g 2g 

Now since the same quantity of water Q passes through 
the two areas in one second, Q = aV = Av, whence v = 
V.a/A, Inserting this value of v in the equation of 
energy, there is foimd 



^ I 2ih 



{a I Ay 

which is always greater than the value V2gfA. 

The influence of the velocity of approach on the ve- 
locity of flow at the orifice can now be ascertained by 
assigning values to the ratio a/ A. Thus, 

fora= }iA 7= 1.154 V2^ 

fora= V^ V=imiyl2gh 

fora= %A 7=1.02lV2gA 

for a = VioA V=l .005 ^J2gh 

It is here seen that the common formula (13) is in error 
2.1 percent when a=^^Ay if the head be maintained 
constant by a uniform vertical inflow at the water sur- 
face, and 0.5 percent when a=Vio-^. Practically, if the 
area of the orifice is less than one-tenth of the cross-sec- 
tion of the vessel, the error in using the formula V=- yl2gh 
is too small to be noticed, and fortunately most orifices 
are smaller in relative size than this. 

Prob. 15 A. Show, when a is small compared with unity, that 
1/(1+0) = l-o and also that l/\/r^ = l+Ha. 
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Frob. 15 B. Show that a closely approximate expression for the 
Iheorelic vplocily V, taking into account velocity of approach, is 

Abt. 16. The Path of a Jbt 

When a jet of water issues from a- small orifice in the 
vertical side of a vessel or reservoir, its direction at first 
is horizontal, but the force of 
gravity immediately causes 
the jet to move in a curve. 
Let X be the abscissa and y 
the ordinate of any point of 
the curve, measured from the 
orifice as an origin, as seen 
in Fig. 15. The eEfect of the 
impulse at the orifice is to 
cause the space a: to be de- 
scribed uniformly in a certain time (, or, if v be the ve- 
locity of flow, x — vl. The effect of the force of gravity 
is to cause the space j/ to be described in accordance with 
the laws of falling bodies (Art. 12), or y = Mff'*- Elimi- 
nating ( from these two equations, and replacing v^ by its 
theoretic value 2gk, gives 

y = gxV2f ' = a;^/4A 

which is the equation of a parabola whose axis is vertical. 
The horizontal range of the jet for any given ordinate y 
is found from the equation x'' = 4hy. When the height 
of the vessel is I, the horizontal rai^e on the plane of the 
base hence is x = 2-\lk{l-k). The value of a; is when 
h = and also when A = i; it is a maximum when ft = J-^i. 
Hence the greatest range is from an orifice at the mid- 
height of the vessel. 

A more general case is tliat shown in Fig, 16 when the 
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side AD of the vessel is inclined to the vertical at the 
angle 6, Here the jet issues normal to ADy rises to a 
highest point Cy and then 
curves downward. If x 
and y are horizontal ab- 
scissa and vertical ordi- 
nate measured from A, it 
may be shown that the 
equation of the curve is 

which is also the equation of a common parabola. 

Prob. 16 A. For Fig. 15 let A =6 feet and I = 18 feet. Compute 
the horizontal range of the jet on a horizontal plane one foot above 
the base. 

Prob. 16 B, For Fig. 16 let A = 10 feet and ^=6 feet. Com- 
pute the velocity with which the jet strikes the horizontal plane 
DE. 

Art. 17. Energy of a Jet 

Let a jet or stream of water have the velocity v, and 
let W be the weight of water per second passing any 
given cross-section. The kinetic energy of this moving 
water is the same as that stored up by a body of weight 
W falling freely imder the action of gravity through a 
height h and thereby acquiring the velocity v. Thus, if 
K represents kinetic energy per second, 

Now if a be the area of the cross-section and w the weight 
of a cubic unit of water, W is the weight of a prisni of 
water of length v and cross-section a, or W=waVy whcn(;e 

K^wav'/2g (17) 

and accordingly the energy which a jet can yield in one 
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second is directly proportional to its cross-section and to 
the cube of its velocity. The term "power" is often 
used to express energy jjer second, and when TC is in foot- 
pounds per second, the horse-power that a jet can yield is 
ascertained by dividing K by 550. Hence the horse- 
powers of jets of the same cross-section vary as the cubes 
of their velocities. For example, if the velocity of a jet 
be doubled, the cross-section remaining the same, the 
horse-power is made eight times as great. The term 
"energy of a jet" is often used in hydraulics for brevity, 
but it always means enei^ per second of the jet; that 
is, the power of the jet. 

The expressions just deduced give the maximum work 
which can be obtained from the jet in one second, but 
this, in practice, can never be fully utilized. It is the 
constant aim of inventors so to arrange the conditions 
that the work realized may be as near the theoretic energy 
as possible. The "efficiency" of an apparatus for utiliz- 
ing the power of water is the ratio of the work k actu- 
ally utilized to the theoretic energy, or the efficiency e is 

The greatest possible value of e is unity, but this can 
never be attained, owing to the imperfections of the 
apparatus and the frictional resistances. Values greater 
than 0.90 have, however, been obtained; that is, 90 per- 
cent or more of the theoretic power of the water has been 
utilized in some of the best forms of hydraulic motors. 

For example, let water issue from a pipe 2 inches in 
diameter with a velocity of 40 feet per second. The 
cross-section in square feet is 3.142/144, and the kinetic 
energy of the jet in foot-pounds per second is 

ii:=0.01555X02.5X0.0218X4tf=1357 
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which is 24.6 horse-powers. If this jet operates a motor 
yielding 17.7 horse-powers, the efficiency of the appara- 
tus is 17.7/24.6 = 0.72, or 72 percent of the theoretic 
energy is utilized. 

Prob. 17 A, When water issues from a pipe with a velocity of 
3 feet per second, its kinetic energy is sufficient to generate 1.3 
horse-powers. What is the horse-power when the velocity becomes 
6 feet per second? 

Prob. 17 B, What horse-power can be furnished by a jet issu- 
ing from a nozzle IJi inches in diameter with a velocity of 80 feet 
per second, when the efficiency of the motor is 80 percent? 

Art. 18. Impulse and Reaction of a Jet 

When a stream or jet is in motion, delivering W pounds 
of water per second with the uniform velocity t;, that mo- 
tion may be regarded as produced by a constant force 
Fy which has acted upon W for one second and then 
ceased. In this second the velocity of W has increased 
from o to V, and the space }^v has been described. Con- 
sequently the work FXl^^ has been imparted to the 
water by the force F. But the kinetic energy of the 
moving water is W.v^/2g, and hence by the law of con- 
servation of energy -FX3^v=TFXt^/2gf, from which the 
constant force is 

F=W.v/g 

This value of F is called the dynamic pressure or the 
impulse of the jet. As W is in pounds per second, v in 
feet per second, and g in feet per second per second, the 
valjue of /^ is in pounds. 

The reaction of a jet upon a vessel occurs when water 
flows from an orifice. This reaction must be equal in 
value and opposite in direction to the impulse. In the 
direction of the jet the impulse produces motion, in the 
opposite direction it produces an equal pressure which 
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tends to move the vessel backward. The force of reac- 
tion of a jet is hence equal to the impulse but is opposite 
in direction. For example (Fig. 17), let a vessel contain- 
ing water be suspended ati 
so that it can swing fredy, 
and let an orifice be opened 
in its side at B. The head 
of water at B causes a pro- 
sure which acts toward tk 
left and causes W pounds of 
water to move during evoy 
second with the velocity of v feet per second, and which abo 
acts toward the right and causes the vessel to swing ool 
of the vertical; the first of these forces is the impulse, 
and the second is the reaction of the jet. If a force li 
be applied on the right of a vessel so as to prevent the 
swinging, its value is 

and this is the formula for the reaction of the jet. 

The impulse or reaction of a jet issuing from an orifice 
is double the hydrostatic pressure on the area of the ori- 
fice. Let h be the head of water, a the area of the orifice, 
and w the weight of a cubic unit of water; then, by Art 
8, the normal pressure when the orifice is closed is vxk ' 
When the orifice is opened, the weight of water issuing 
per second is W=wav, and hence the impulse or reaction 
of the jet is 

B=F—wav.v/g—2wa.tjl^/2g=^2wah 

which is double the hydrostatic pressure. This theoretic 
conclusion has been verified by many experiments. 

When a jet impinges normally on a plane, it produces 
a dynamic pressure on that plane equal to the impulse 
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^, since the force required to stop W pounds of water in 
<me second is the same as that required to put it in mo- 
lion. Again, if a stream moving with the velocity Vi is 
xetarded so that its velocity becomes V2, the impulse in the 
first instant is W.vi/g, and in the second W,V2/g, The 
difference of these, or 

Fi-F2^W(vi-V2)/g 

is a measure of the dynamic pressure which has been 
developed. It is by virtue of the pressure due to change 
of velocity that turbine wheels and other hydraulic 
motors transform the kmetic energy of movmg water 
into useful work. 

Prob. 19 A. If a stream of water issues horizontally from a 
vessel with a velocity of 15 feet per second, what reaction does it 
exert on the vessel? 

Frob. 19 B. If a stream of water 3 inches in diameter issues from 
an orifice in a direction inclined downward 26° to the horizon with 
a velocity of 15 feet per second, find its horizontal reaction on the 
vessel. 

Art. 19. Theoretic Discharge 

The term "discharge" means the volume of water 
flowing in one second from a pipe or orifice, and the letter 
Q will designate the theoretic discharge; that is, the dis- 
charge as computed without considering the losses due to 
frictional resistances. When all the filaments of water 
.issue from the pipe or orifice with the same velocity, the 
quantity of water issuing in one second is equal to the 
volume of a prism having a base equal to the cross-sec- 
tion of the stream and a length equal to the velocity. If 
this area is a and the theoretic velocity is V, then Q = aV 
is the theoretic discharge. Taking a in square feet and 

V in feet per second, Q is in cubic feet per second. 
3 
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For a small orifice on which the head k has the same 

value for all parts of the opening, the theoretic discbarge is 

Q^aV = a^|2^ (19) 

and in English measures Q = 8.02aV/i- For example, let 
a circular orifice 3 inches in diameter be under a head of 
10.5 feot, and let it be required to compute Q. Here 3 
iiiehcs=0.25 feet, and the area of the circle is found tfl 
be 0.04909 square feet. From Art. 13 the theoretic ve- 
locity 7=8.02X Vltr5 = 25.99 feet per second. Accord- 
ingly the theoretic discharge is 0.04909X25.99 = 1.28 
cubic feet per second. 

The above formula for Q appUes strictly only to hori- 
zontal orifices upon which the head k is constant, but it 
will be seen later that its error for vertical orifices is less 
than one-half of one percent when h is greater than double 
the depth of the orifice. Horizontal orifices are but little 
used, as it is more convenient in practice to arrange an 
opening in the side of a vessel than in its base. In ap- 
plying the above formula to a vertical orifice, h is the 
vertical distance from its center to the free-water surface. 

Since the theoretic velocity is always greater than the 
actual velocity, the theoretic discharge is a limit which 
can never be reached under actual conditions. Theo- 
retically the discharge is uidependcnt of the shape of the 
orifice, so that a square orifice of area a gives the same 
theoretic discharge as a circular orifice of area a; it will 
be seen in Chap. 3 that this is not quite true for the 
actual discharge. It is suppa'sed in the above formula 
that the velocity of a jet is the same in all parts of the 
cross-section, as this would be the case if h has the same 
value throughout the section were it not for the retard- 
ing influence of friction. If g is the actual discharge from 
any orifice and s the mean velocity in the area u, then 
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q=av, or the equation k = 9/0 may Iw regarded as a defini- 
tion of the term "mean velocity." The theoretic mean 
velocity is ->l2gh, but the actual mean velocity is smaller, 
as will be seen in Chap. 3. 

Prob. 19 A. Compute the mean velocity in a pipe 13 inches u 
diameter when the discharge is 8.5 cubic feet per minute. 

Prob. 10 B. Compute the tbeorelie head required to deliver 300 
gaJlons of water per minute through an orifice 3 inches in diameter. 

1^ Abt. 20. Steady Flow in Smooth Pipes 

^" When water flows through a pipe of varying cross- 
section and all sections are filled with water, the same 
quantity of water passes each section in one second. 
This is called the case of steady flow. Let q be this 
quantity of water and let vi, vi, v% be the mean velocities 
in three sections whose areas are a\, as, Qa- Then 

g=oiWi=osUi=asf3 

This is called the condition for steady flow, and it shows 
that the velocities at different sections vary inversely as 
the areas of those sections. If v is the velocity at the 
end of the pipe where the area is a, then also q = av. 
When the discharge q and the areas of the sections have 
been measured, the mean velocities may be computed. 

When a pipe is filled with water at rest, the pressure 
at any point depends only upon the head of water above 
that point. But when the water is in motion, it is a fact 
of observation that the pressure becomes less than that 
due to the head. The unit-pressure ip any case may be 
measured by the height of a column of water. Thus if 
the water is at rest in the case shown in Fig. 18, and 
small tubes are inserted at the sections at di and Oj, the 
Eater will rise in each tube to the same level as that of 
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the water surface in the reservoir, and the pressures in the 
sections will be those due to the hydrostatic heads Hi 
and Hi. But if the valve at the right be opened, the 
water levels in the 
small tubes will sink 
and the mean pressures 
in the two sections will 
be those due to the 
pressure-heada hi and /ij. 

..Let JVbe the weight 
of water flowing in 
each second through 
each section of the pipe, and let vi and V2 be the mean 
velocity in the section Oi and dj. When this water was 
at rest, the potential energy of pressure in the section 
d was WHi; when it is in motion, the energy in the 
section is the pressure energy Whi plus the kinetic 
energy W.Vi^/2g. If no losses of enei^ due to frictioa 
or impact have occurred, the energy in the iwo cases must 
be equal. The same reasoning applies to the section Os, 
and hence 




Fig. IS 
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and 
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(20) 



These equations exhibit the law of steady flow first de- 
duced by Daniel Bemouilli in 173S, and hence often called 
Bernouilli's theorem; it may be stated in words as follows: 

At any section of a tube or pipe, under steady flow without ^| 
friction, the preseure-head plus the velocity-head is equal to^| 
the hydrostatic head tJiat obtains when there is no flow. ^M 

The pressure-head at any section hence decreases when 
the velocity of the water increases. To illustrate, let the 
depths of the centers of Oi and os be 6 and 8 feet below 
the water level, and let their areas be 1,2 and 2,4. ac^uare 
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feet. Let the discharge of the pipe be 14.4 cubic feet 
per second. Then from (20) the mean velocity in ai is 
t;i= 14.4/1.2 = 12 feet per second, which corresponds to 
a velocity head of 0.01555t;2 = 2.24 feet, and consequently 
from the pressure-head in ai is 6.0—2.24 = 3.76 feet. 
For the section Oj the velocity is 6 feet per second and the 
velocity head is 0.56 feet, so that the pressure-head there 
is 8.0-0.56 = 7.44 feet. 

A negative pressure may occur when the velocity- 
head becomes greater thar» the hydrostatic head, for (20) 
shows that hi is negative when Vi^/2g exceeds Hi, A case 
of this kmd is given m Rg. 
19, where the section at A 
is so small that the velocity 
is greater than that due to 
the head Hi, so that if a tube 
be inserted at -4, no water 
runs out; but if the tube ^ i^ 

be carried downward into a 

vessel of water, there will be lifted a column CD whose 
height is that of the negative pressure-head hi. For 
example, let the cross-section of A be 0.4 square feet, 
and its head Hi be 4.1 feet, while 8 cubic feet per second 
are discharged from the orifice below. Then the velocity 
at A is 20 feet per second, and the corresponding velocity- 
head is 6.22 feet. The pressure head at A then is, from 
the above theorem (20) 

Ai = 4.1 --6.22= -2.12 feet 

and accordmgly there exists at A an inward pressure 

pi= —2.12X0.434= —0.92 pounds per square inch 

This negative pressure will sustain a column of water 
CD whose height is 2.12 feet. When the small vessel is 
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placed so that its water level is less than 2.12 feet below 
A, water will be constantly drawn from the smaller to 
the larger vessel. 

The siphon is a tube or pipe which rises higher than 
the water level in a vessel and discharges water at a lower 
level; Fig. 20 shows such a pipe. The velocity v in the 
pipe is uniform, being the 
same as that at the outlet 
end. For the highest ' 
point of the pipe, at a 
height H above the water ' 
Fig. 20 level, the theoretic pres- 

sure-bead is hi = —H— 
v^/2g which is always negative. Hence air tends to 
enter the upper part of the pipe under this negative 
pressure-head. For a point of the pipe, at a distance Hi 
below the water level, the theoretic pressure-head is 
hi — Hi — v'/lg which may be either positive or negative. 
Frictional resistances modify these algebraic expressions, 
as seen in Art. 38. 

Prob. 20 A. Compute the velocity-head of a jet 0.1 feet in di- 
Bineter which dianharges 2,5 cubic feet per minute. 

Prob. 20 B. Compute the theoretic discharge from a vatical 
rectangular orificu 0.5 feet wide and 0.25 feet high, when the head 
on the top of the orifice is 0.375 feet. 

Prob. 20 C. How many pounds of water flow in each second 
from a nozzle, 1 inch in diameter, when the velocity of the issuing 
water m 18 feet per second? 



Prob, 20 E. The hydrostatic pressure in a pipe is 80 pounds per 
square inch. What velocity must the water have to reduce this to 
50 pounds per square inch? 
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Abt. 21. The Siasdjlkd Orifice 



Orifices for the measaranent of wiAer an& c&^oally 
placed in the vertical ade of a Teasel or resefroir. bat may 
also be placed in the base. In the fonner ca&e h ss 
understood that the upper ed^ of the opening is com- 
pletely covered with water; and geneiaDy the he^ of 
ivater on an orifice is at least three or foor tinies its vo-- 
tical height. The term "'stamlard orifice*' is h^e u^d 
to signify that the opening is so arranged that the water 
in flowing from it touches only a line, as would be the 
case in a plate of no thickness. In precise experiments 
the orifice may be in a metallic plate who^ thickness is 
really small, as at A in Fig. 
21, but more conunonly it 
is cut in a board or plank, 
care being taken that the 
inner edge is a definite comer. 
It is usual to bevel the outer 
edges of the orifice, as at C, 
so that the escaping jet may 
by no possibility touch the 
edges except at the inner 

comer. This arrangement may be regarded as a stand- 
ard apparatus for the measurement of water; for, as 
will be seen later, the discharge is modified when the 
inner comer is rounded, and different degrees of round- 
ing give different discharges. 

The contraction of the jet which is always observed 
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when water issues from a standard orifice, as described 
above, is a most interesting and important phenomenon. 
The appearance of such a jet under steady flow, issuing 
from a circular orifice, is that of a clear crystal bar whose 
beauty claims the admiration of every observer. The 
contraction of the jet is greatest at a distance from the 
plane of the orifice of about one-half its diameter. Be- 
yond this section the jet enlarges in size if it is directed 
upward, but decreases in size if it is directed downward ^^_ 
or horizontally. ^^^ 

The contraction of the jet is also observed in the caM^^^f 
of rectangular and triangular orifices, its cross-section ^^ 

„ being similar to that of 

I I ( ") C: p ^ r^ ^^^ orifice until the place 

^^ U of greatest contraction is 

passed. Fig. 22 shows in 

A_-. (v^ "^s^ *^^ ^°'^ ^''^ cross-sections 
\-/ LJ If of ^ i^t from a square ori- 

fice, in the middle row 
those from a triangular 
r\ (^ /^ ( - — -y one, and in the third row 
those from an elliptical 
orifice. The left - hand 
diagram in each case is the cross-section of the jet near 
the place of greatest contraction, while the following ones 
are cross-sections at greater distances from the orifice, 
and the jets are supposed to be moving horizontally or 
nearly so. 

Owing to this contraction, the discharge from a stand- 
ard orifice is always less than the theoretic dischai^, 
which, from Arts. 1.3 and 19, is expressed by Q = a-sl2gk 
where a is the area of the orifice and h the head above 
its center. It is customary, then, to multiply the theo- - 
retJc discharge by a number c, called the coefficient oES 
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discharge, Then the quantity ef water flowing por 
ond from the orifice, is cQ, or 

q = ca->/2gh 
ia the formula for the actual discharge from an orifice. 
A mean value of the coefficient c ia 0.01, that is the actual 
discharge ia 61 percent of the theoretic discharge. 

Prob. 21 B. The discharge from a, certain orifice under a head of 
3.5 feet is 1.367 cubic feet per second. What ia the discharge 
when the head ia 7.0 feet? 

Art. 22. Coefficient of Contraction 

The coefficient of contraction is the number by which 
the area of the orifice ia to be multiplied in order to give 
the area of the section of the jet at the place of ita greatest 
contraction. Thus, if c' be the coefficient of contraction, 
a the area of the orifice, and a' the area of the contracted 
section of the jet, then 

a' = c'a (22) 

The coefficient of contraction for a standard orifice is 
evidently always less than unity. 

The only direct method of finding the value of c' is to 
measure by calipers the dimensions of the least cross- 
section of the jet. The size of the orifice can usually be 
determined with precision, as also the diameter of a cir- 
cular jet. Let d and d' be the diameters of the areas a 
and o*; then 

c'=a'/a=(d'/d)* 

Therefore the coefficient of contraction is the square of 
the ratio of the diameter of the jet to that of the orifice. 
The first measurements were made in 1085 by Newton, 
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who found the ratio of d' to d to be 21/25, which gives-^ 

tor c the value (J. 71. Other experimenters have found . 

values ranging from 0.57 to 0.66, but the best work in 

dicatcs a range from 0.60 _to 0.63. 

The following mean value will be used in this boot 
for orifices, and it should be kept in mind by the student: 
Coefficient of contraction c'=0.62 

or, in other words, the mininjum cross-section of the jet 
is 62 percent of that of the orifice. This value, however, 
undoubtedly varies for different forma of orifices and for 
the same orifice under different heads, but little is known 
regarding the extent of these variations or the laws that 
govern them. Probably c' is slightly smaller for circles 
than for squares, and smaller for squares thau for rec- 
tangles, particularly if the height of the rectftngle is long 
compared with its width. Probably also c' is larger for 
low heads than for high heads. 

Prob. 22 A. The diameter of a, circular orifice is 1.995 inches. 
Three meaauremcnta of the diameter of the contracted section of 
the jet gave 1.5S, 1.56, and 1.69 inches. Find the mean coefficient 



Prob, 22 B. A circular orifice is 3 inches in diameter. What ia 
the diameter of the jet at the contracted section? 

Art. 23. Coefficient of Velocitt 
The coefficient of velocity is the number by which the 
theoretic velocity of flow from the orifice is to be multi- 
plied in order to give the actual velocity at the least 
cross-section of the jet. Thus, if ci be the coefficient of 
velocity, F the theoretic velocity due to the head on the 
center of the orifice, and v the actual velocity at the 
contracted section, then 

v^CiV = Ci^2^i (23) 
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The coefficient of velocity must be less than unity, since 
the force of gravity cannot generate a greater velocity 
than that due to the head. 

The velocity of flow at the contracted section of the 
jet cannot be directly measured. To obtain the value 
of the coefficient of velocity, indirect observations have 
been taken on the path of the jet. Referring to Art. 16, 
it will be seen that when a jet flows from an orifice in 
the vertical side of a vessel, it takes a path whose equa- 
tion is y=gx^/2v^y in which x and y are the coordinates 
of any point of the path measured from vertical and hori- 
zontal axes, and v is the velocity at the origin. Now 
placing for v its value c^ V2gfA, and solving for Ci, gives 

cx = x/2 ^hy 

Therefore C\ becomes known by the measurement of the 
head h and the coordinates x and y. In making this 
experiment it would be well to have a ring, a little larger 
than the jet, supported by a stiff frame which can be 
moved imtil the jet passes through the ring. The flow 
of water can then be stopped, and the coordinates of the 
center of the ring determined. By placing the ring at 
different points of the path different sets of coordinates 
can be obtained. The value of x should be measured 
from the contracted section rather than from the ori- 
fice, since v is the velocity at the former point. 

By this method various values of Ci ranging from 0.97 
to 0.99 have been foimd. As a mean value for standard 
orifices the following may be kept in the memory: 

Coefficient of velocity ci = 0.98 

or, the actual v^ocity of flow at the contracted section 
is 98 percent of the theoretic velocity. The value of Ci 
is greater for high than for low heads. 
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Prob. 23. A jet issuing from the vertical side of a vessel has a 
range of 12.5 feet on a horizontal plane 2.82 feet below the orifice. 
The head being 14.38 feet, compute the coefficient of velocity. 

Art. 24. Coefficient of Discharge 

The coefficient of discharge is the number by which 
the theoretic discharge is to be multiplied in order to 
obtain the actual discharge. Thus, if c is the coefficient 
of discharge, Q the theoretical and q the actual discharge 
per second, then 

q=cQ (24) 

Here also the coefficient c is a number less than unity. 

The coefficient of discharge can be accurately found by 
allowing the flow from an orifice to fall into a vessel of 
constant cross-section and measuring the heights of water 
by the hook gage (Art. 53). Thus q is known, and Q 
having been computed, then 

For example, a circular orifice of 0.1 foot diameter was 
kept under a constant head of 4.677 feet; during 5 min- 
utes and 32% seconds the jet flowed into a measuring 
vessel which was found to contain 27.28 cubic feet. Here 
the actual discharge was 

5=27.28/332.2 = 0.08212 cubic feet per second 

The theoretic discharge then is 



Q = 7rX0.052X8.02V4.677 = 0.1361 cubic feet per second 

Then the coefficient of discharge is found to be 

c = 0.08212/0.1361 = 0.604 

In this manner thousands of experiments have been made 
upon different forms of orifices under different heads, for 
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accurate knowledge regarding this coefficient is of great 
importance in practical hydraulic work. 

In general c is greiiter for low heads than for high 
heads, greater tor rectangles than for sf|uares, and greater 
for squares than for circles. Its values range from 0.59 
to 0.63 or higher, and as a mean to be kept in mind, 

Coefficient of discharge c = 0.61 
or, the actual discharge from a standard orifice is, on the 
average, about 61 percent of the theoretic discharge. 

The coefficient c may be expressed in terms of the co- 
efficients c' and Ci. Let a and a' be the areas of the ori- 
fice and the cross-section of the contracted jet, and Q 
and q the theoretic and actual discharge per second. 
Then, since a'/a = c', 

Q a<-2gh a | 

and therefore the coefficient of discharge is the product 
of the coefficients of contraction and velocity. 

These three coefficients are of much importance, not 
only for orifices but for tubes and weirs, although the 
numerical values may be different from those above 
stated. The coefficient of dischai^e is of greater value 
than the coefficients of contraction and velocity, since 
it ia the quantity generally used in making meaaurementa 
of water. 

Prob. 24 A. What is the discharge in gallone per miaute from 
a circular orifice one inch in diamet«r under a head of one foot, the 
coefficient of diecbarge being 0.0097 

Prob. 24 B. The diameter of a contracted circular jet was found 
to be 0.79 inches, the diameter of the orifice being 1 inch. Under 
a head of 16 feet the actual discharge per minute was found to be 
6.42 cubic feet. Find the coefficient of velocity. 
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Let a circular orifice of (iiamcter d and area a be in the 
side of a vessel and let k be the head of water on its center. 
Then, from Art. 13, the theoretic mean velocity is ^|2gh, 
and from Art. J9 the theoretic discharge is 

Q = a^l2gk = H^<P^l2gh 

This formula, however, is not strictly exact, because the 
velocity in the lower part of the orifice is greater than 
that at the top, owing to the greater head. By the 
methods of higher mathematics the following more exact 
formula ia derived 

Q = [l-0.007812(d/A)»]J4T(PV2^ 

which should be used when ft is less than 2d. For h=d 
the quantity in the parenthesis ia 0.992 and for h=2d 
it ia 0,90S. Hence the error in using the first formula is 
less than three-tenths of one percent when the head on 
the center of the orifice is greater than twice its diameter. 

For most cases, then, the actual discharge from a cir- 
cular vertical orifice of area a may be computed from 

q = cXa^l2gk = cXS.Q2 a^lh 

in which c is the coefficient of discharge. When h is 
smaller than two or three times the diameter of the q^- 
fice, and when precision is required, then J^| 

g = c[l-0.007812(rfA)^]8.02 aVA ^| 

Here k is the bead in feet, and a is the area of the circular 
orifice in square feet; then q will be in cubic feet per 

second. 

The following values of c for standard circular orifices 



RECTANGULAR VERTICAL ORIFICES 47* 

are taken from a more extended table in Merrunan's 
Treatise on Hydraulics (New York, 1912): 

Head in feet, A = 0.6 0.8 1.0 2.0 6.0 20.0 

For d=0.02 feet, c=0.655 0,618 0.644 0.632 0.618 0.801 

Ford =0.04 feet, e= .630 ,626 .623 .614 .607 .599 

For d =0.07 feet, c= .618 .615 .612 .607 .602 .597 

For d = 0.1 feet, c= .613 .610 .808 ,604 .600 .596 

For <J = 0.2 feet, c= .601 .601 .600 .599 .598 .596 

For d=0.6 feet, c= .593 .594 ,595 .597 .597 .596 

For d = 1.0 foot c= .590 .591 .593 .595 .596 .594 

As an example of the computation of discharge, let it 
be required to find q for a standard orifice 2 inches in 
diameter under a head of 4 feet. Here 2 inches =0.167 
feet, so that c lies between the third and fourth lines 
from the foot of the table and also between the fourth 
and fifth columns. Interpolating first between the col- 
umns c lies between 0.602 and 0.5985; then interpolatmg 
between these two values it is found that the value of c 
required ia O.GOO. Then a = O.021Sl square feet and the 
formula gives 5 = 0,210 cubic feet per second, a value 
which is uneert^n in the third decimal place, since the 
values of c have probably a like uncertainty. 

Prob. 25 A. Fiiid from the table the coefficient of discharge troin 
a Btandard circular orifice under a head of 1,75 feet. 

Prob. 25 B, Compute the coefficient of discharge for a caae 
where 1.61 cubic feet of water flowed in 10 Beconda from an orifice 
2 inches in diameter under a head of 2,35 feet. 
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Rectangular Vertical Orifices 



When the size of an orifice in the side of a vessel is 
small compared with the head, the theoretic velocity of 
the outflowing water may be taken as VapA, where h is 
the head on the center of the orifice. For a rectangular 
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orifice under this condition the theoretic discharge is 

where b is the width and d the depth of the orifice. When 

^^^_^_^__^_^__ f> is equal to d, the rectai^e 

I j^ becomes a square, 

For a more exact formula, 

let ki be the head on the 

upper edge of the orifice, hi 

PI 23 that on the lowei' edge (Fig. 

23). By the methods of 

higher mathematics it may be then found that 

which is the theoretic discharge through the rectangle. 
Placing in this h3=h+}^d and fti = A— J-^d and develop- 
ing by the binomial formula, it becomes 
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and this shows that the discharge computed by using the 
first formula is always too great. For h = d, the quan- 
tity in the parenthesis is 0.9S9, and for h = 2d, it ia 
0.997. Accordingly, the error of the approximate 
formula is only three-tenths of one percent when the 
head on the center of the rectangle is twice the depth 
of the orifice. 

For most cases, then, the actual discharge from a 
square vertical orifice may be approximately found from 

g=cX(PV2^=cXS.02(P\'A" 

where d is the side of the square and c is the coefficient 
f discharge. When A is smaller than two or three tim$^ 
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the side of the orifice, and when precision is required, then 



(d/ky jdikr 



■']<P^2gh 



In both cases the linear quantities are to be taken in 
feet, and then q will be in cubic feet per second. 

Values of c for square vertical orifices as determined 
by numerous experiments are given in the foUowii^ table : 

Head in feet, A=0.6 0.8 1.0 2.0 6.0 20.0 

For d=0.02 feet, c=0.66O 0,662 0.648 0.637 0.623 0.608 

Ford =0.04 feet, c= .636 .631 .628 .619 ,612 .604 

For d =0.07 feet, c= .623 .620 .618 .612 .607 .603 

For d-0.1 feet, c= .617 .615 .613 .608 .605 .602 

Ford =0.2 feet, e= .605 .605 .605 .605 .604 .603 

For d = 0.6 feet, c- .598 .600 .601 .604 .603 .601 

Ford =1.0 foot, c= .596 .597 .599 .602 .603 .600 

Comparing this table with that in the last article it is 
Been that c for a square is always shghtly larger than 
that for a circle having a diameter equal to the side of a 
equare. 

For a rectangle having its lowest side horizontal, the 
coefficient for approximate work may be taken the same 
as for a square orifice with side equal to the depth of the 
rectangular one; then the discharge is found by the above 
formulas for Q, these being muJtiphed by the proper 
coefficient c. The dischai^e thus computed is slightly 
too small. 

Velocity of approach must be taken into account in 
computing the discharge in cases where great precision 
is required. See Art. 15. 

Prob. 26 A. Compute the discharge for a standard orifice 2 
inches square under a bead of 4 feet. 

Prob. 25 B. Compute the approximate discharge for a rectangu- 
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WBter mder ft bead & as ritown in Fig. 3L Tlie tbeorrik 
<li9chai^ is the same far tlie 
same bead h. whatever be 
tbe depth of the orifice bdow 
the krwcr water lereL llie 
tixareHc vdoaty mail parts 
of the orifice is the same, 
as may be proved from Fig. 
^^'^ 24, where the trian^es ACi) 

and BCE represent the distiibutioD of pressure on AC 
and BC when the orifice is closed (Art. S). Making 
CF equal to CE and drawing BF, the unit-pressure on 
BC a eeen to have the constant value DF. Now when the 
orifice i« opened, the velocity at any point depends on 
the unitr-pressure there acting, and accordingly the the- 
oretic velocity is uniform over the section. The coeffident 
of discharge c, when the inner edge is arranged like a 
standard orifice, ranges from 0.60 to 0.62. Submerged 
orifices are used for canal-locks, tide-gates, filter-beds, 
for the discharge of waste water through dams, and for 
the admission of water from 
a canal to a power-plant. 
The inner edges of such ori- 
fifiCB are usually rounded, and 
the coefficient of discharge 
may then be higher than 0.9. 

Fig. 25 

When a vertical orifice has 
its lower edge at the bottom of the reservoir, as shown 
at A in Fig. 25, the particles of water flowing through 
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its luwer portion move in lines nearly perpendicular to 
the plane of the orifice, or the contraction of the jet 
does not fonn on the lower side. This is called a case 
of suppressed or incomplete contraction. The same thing 
occurs, but in a lesser degree, when the lower edge of 
the orifice is near the bottom, as shown at B. In like 
manner, when an orifice is placed so that one of it« ver- 
tical edges is at or near a side of the reiservoir, as at C, 
the contraction of the jet is suppressed upon one side, and 
when it is placed at the lower comer of the reservoir sup- 
pression occurs both upon one side and the lower part 
of the jet. Experiments show that for square orifices 
with contraction suppressed on one side the coefficient 
of discharge is increased about 3.5 percent, and with 
contraction suppressed on two sides about 7.5 percent. 
For a rectangular orifice with the contraction suppressed 
on the bottom edge the percentages are larger, being 
about 6 or 7 percent when the length of the rectangle 
is four times its height. 

When the inner edge of the orifice is rounded, aa shown 
in Fig, 26, the contraction of the jet is modified, and the 
discharge is increased. With 
a slight degree of roundmg, 
a3a.tA,a partial contraction 
occurs; but with a more com- 
plete rounding, as at C, the 
particles of water issue per- 
pendicular to the phme of 
the orifice and there is no 
contraction of the jet. For 
a standard orifice with sharp 

inner edges (Art. 22) the mean value of c' is 0.G2, but for 
an orifice with rounde<l edges c' may have any value be- 
tween 0.02 and 1.0, dep<rn(ling upon the degree of round- 
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ing, A rounded interior edge in an orifice is therefore 
always a source of error when the object of the orifice is 
the measurement of the discharge. 

Prob. 27 A. When an orifice with rounded edges has a coefficient 
of velocity of O.SS and a. coefBcient of diBcharge of 0.75, find the 
coefficient of contractiou of the jet. 

Prob. 27 B. Compute the probable diachaJBC from a vertical 
orifice one foot square when the head on its upjwr edge is 4 feet, 
the contraction being Buppreascd on the lower edge. Compute the 
dJHcharge for the same data when contraction is suppressed on all 

Art. 28. The Standard Short Tube 

The standard short tube is a cylinder whose length is 
about three times its diameter through which water flows 
from a vessel. The inner edge of the tube has a sharp 
definite comer like that of the standard orifice. When 
a tube is about one or 
two diameters in length the 
stream passes through with- 
out touching the tube and 
the discharge is the same 
as that from the standard 
orifice. When it is length- 
ened sufficiently the stream 
fills the tube as in Fig. 27 
and the discharge is much in- 
creased. By observations on 
glass tubes it is seen that 
the stream usually contracts 
This contraction may be 
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at first and then expands. 

apparently destroyed by agitating the water and the 
entire tube is then filled, yet if a hole is bored in the 
tube near the inner end, water does not flow out but 
air enters, showing that a negative pressure exists there. 



AhT. 28 THE STANDARD SHORT TUBE 53 ■ 

Experiments show that the discharge of the standard 
short tube is usually from 30 to 36 percent greater than 
that of the standard orifice. Referring to the outer end 
of the tube where the section is completely filled, the 
mean coefficients are 

Coefficient of contraction=1.00 
Coefficient of velocity = 0.82 
Coefficient of discharge =0.82 

The cause of the increased discharge of the tube over the 
orifice is a partial vacuum, which causes a portion of the 
atmospheric head of 34 feet to be added to the head k, 
BO that the flow at the contracted section occurs as if 
xmder the head h+h (Fig. 27). The occurrence of this 
partial vacuum is attributed to the friction of the water 
on the air. When the flow begins, the stream is sur- 
rounded by air of the normal atmospheric pressure which 
is imprisoned as the stream fills the tube. The friction 
of the moving water carries some of this air out with it, 
thus rarefying the remaining air. This rarefaction, or 
negative pressure, is followed by an increased velocity of 
flow, and the process continues until the air around the 
contracted section is so rarefied that no more is removed, 
and the flow then remains permanent. The partial vacu- 
um causes neither a gain nor loss of head, for although 
it increases the velocity-head at the contracted section, 
this must be later decreased in order to overcome the 
atmospheric pres-sure at the outer end of tlie tube. The 
experiments of Buff have proved that in an ahnost com- 
plete vacuum the discharge of the tube is but little greater 
than that of the orifice. 

It will be shown that the negative pressure-head hi is 
about ^h, as was first discovered experimentally by 
Venturi. The coefficient of contraction for the con- 
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tracted section being 0.62 (Art. 22) and that at the outer 
end of the tube being 0.82, the velocity in the coatracted 

section is 



I 



and hence the velocity-head in that section L 
BV2ff=1.75A 

Accordingly from the theorem that pressure-head plus 

velocity-head equals total head (Art. 2U) the pressure- 
head in the contracted section is h—l.T5h= —0.75 which 
is the value 'of hi in Fig. 27. This conclusion does not 
hold for very high heads, since in no event can atmos- 
pheric pressure raise a column of water higher than 
about 34 feet (Art. 4). 

Prob, 28 A. Show that the mean velocity-head of a etre&m from 
a standard orifice is 96 percent of the head. 

Prob, 28 B. Show that the mean velocity-head of a etream from 
a standard short tube is 67 percent of the head. 

Abt. 29. Various Fobub of Tubes 

Conical converging tubes are used when it is desired 
to obtain a high efficiency in the energy of the stream of 
water. At A, Fig. 28, 
is shown a simple con- 
verging tube, consist- 
ing of a frustrum of 
a cone, and at S is a 
similar frustnun pro- 
vided with a cylin- 
drical tip. The proportions of these converging tubes, 
or mouthpieces, vary somewhat in practice, but the 
cylindrical tip, when employed, is of a length equal to 
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about 2H times ita inner diameter, while ttie conical part 
b eight or ten times tfiS" length of-^that diameter. The 
stream from a conical converging tube like A suffers a 
contraction at some distance beyond the end. The co- 
efficient of discharge is higher than that of the stand- 
ard tube, being generally between 0.85 and 0.95. 

Inward projecting tubes, as a rule, give a less discharge 
than those whose ends are flush with the aide of the 

*W '^w Hik 'i.r ^.,:.l 

Fig. 29 

reservoir, due to the greater convergence of the lines of 
direction of the filaments of water. At A and B, Fig. 
29, are shown inward projecting tubes so short that the 
water merely touches their inner edges, and hence they 
may more properly be called orifices. Experiment shows 
that the case at A, where the sides of the tube are normal 
to the side of the reservoir, 
=^ ^^ gives the minimum co- 

~~i^^ -~^~^^^^^^P efficient of discharge c = 
rf z^S E^^^^^^B 0.5, while for S the value 
3^3 ~~~~i ^'^^ between 0.5 and that 

for the standard orifice at 
C. The mward project- 
ing cylindrical tube at D 
haa been found to give a 
discharge of about 72 per- 
cent of the theoretic dis- 
charge, while the standard 

Fig. 30 . i_ ■ ni. 

tube gives 82 percent. 
In Fig. 30 is shown a diverging conical tube, BC, and _, 
two compound tubes. The compound tube ABC consist 
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of two cones, the converging one AB being much shorter 
than the diverging one BC, so that the shape roughly 
approximates to the form of the contracted jet which 
issues from an orifice in a thin plate. In the tube AE 
the curved converging part AB closely imitates the con- 
tracted jet, and BB is a short cylinder in which all the 
filaments of the stream are supposed to move in lines 
parallel to the axis of the tube, the remaining part being 
a frustrum of a cone. The converging part of a com- 
pound tube ia often called a mouthpiece and the diverg- 
ing part an adjutage, Exjrerimenta were made by J. B. 
Francis on a tube BE of 4.1 feet long, the diameters 
at B and £ being 0.102 and 0.321 feet, showed the 
coefficient of discharge for the section B to be 2.43 and 
that for the section E to be 0.24, the head being 1.36 
feet. Here the velocity-head for the section B was 5.9A 
so that a negative pressure-head of 4.9A existed there. 
The explanation of this ia similar to that given for the 
standard short tube in Art. 28. 

Frob. 29 A. Find the coefficient of discharge for a tube whose 
diameter ie one inch when the Sow under a head of 9 feet is 22.1 
cubic feet in 3 minutes and 30 seconds. 

Prob. 29 B. When the coefiicieat of discbarge of a tube ia 0,98 
and the coefficient of velocity of the jet ia 0.995, compute the co- 
efficient of contraction of the jet. 

Art. 30. Los3Es of Head 

A jet of water flowing from an orifice with the velocity 
V has the velocity-head v^/2g which is always less than 
the pressure-head k. The difference of these is the head 
lost in friction and impact, or 

wblcb applies not only to an onEice \i\i^ \o mj.-j V-^W or 
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pipe. For the orifice or tube v=Ci>l2gh whe 
coefficient of velocity and hence 

A'=(l-ciOA 
which gives the lost head in terms of the total head, or 



Vci' J2g 



} 



which gives the lost head in tenns of the velocity-head of 
the jet. 

In hydraulics the terms "energy" and "head" are 
often used as synonj-mous, although really energj- is pro- 
portional to head. Thus the pressure-head that causes 
the flow is h and the velocity-head of the issuing jet is 
t^/2g, and these are proportional to the theoretic and 
effective energies. For the standard orifice the mean 
value of ci is 0.98, and hence a mean value of ci' is 0.96. 
The actual energy of a jet from such an orifice is hence 
about 9G percent of the theoretic enei^y, and the loss of 
energy or head is about 4 percent. This loss is due to 
the frictional resistance of the edges of the orifice, where- 
by the energy of pressure or velocity is changed uito heat. 

For the standard short tube the mean value of Ci is 
0.82 and hence a mean value of cj' is 0.G7. The actual 
energy of a jet from such a tube is hence about 0.67 per- 
cent of the theoretic energy, and the loss of energy or 
head is about 33 percent. This loss is due both to fric- 
tion and to the impact of the expanding stream. 

The above discussion shows that if jets are directed 
vertically upward from a standard orifice and tube, as 
in Fig, 31, the jet from the former rises to the height 
0.96A, while that from the latter rises to the height 0.()7A, 
where k is the head measured downward from the s 
face of water in the reservoir to t\ie \io\iA ol e-c^. \t»a«v^ 
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orifice. Hence, if the issuing streams are of the same 
diameter, the power derivable from the former is much 
greater than from the 
latter. 

Energy within a pipe 
or tube filled with mov- 
ing water usually exists 
in two forms, in po- 
tential energy of pres- 
sure and in kinetic 
energy of motion, the 
former corresponding 
to pressure-head and 
the latter to velocity- 
head. Thus for the case of gradual contraction shown 
in Fig. 32, let two small vertical tubes, called piezometere, 
be inserted; the water rises in these to the heights hi 
and hs, which are the pressure-heads at the two sections. 
The mean velocities at these sections being fi and I's the 
velocity-heads are VL^/2g and v^l2g. The weight of 
water flowing per second being W, the total energy in the 
first section is W{hi-\-v\^/2g) and that in the second 
section is W (^+yiV2ff)- 
The difference of these is 
the enei^ Wh' which ia 
lost in friction and im- 
pact in passing from the _ 
first to the second section. 
Hence 7 



t 



-^+1 



, (30) 



^•2g 2g ' 
which shows that for a 

horizontal tube or pipe the tost head h' between two 
sections ia equal to the diRcrtnce qI ^W ■^■v^asKwe-teada 
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plus the difference of tbe Tc-k>city-beads. Wbeo the tiro 
sections are of tbe same size the vek>citie& ri and rj are 
equal, since the same quantity of wat«- passes carh sec- 
tion in one second, and then A'=A, — A. or the lost bead 
is equal to the difference of the pressure-beads. 

For the case of gradual expansion of eectkai^unra iQ Fig. 
33 the same reasoning ap- 
plies and the same formula 
results. Here, however, Ai 
is smaller than ^, so that 
the difference hi — fi- is nega- 
tive, its numerical value be- 
ing less than the difference -- 
between the velocity-heads. ^" - .' " -== 

The above formula apphes "-^~,.^ 7^ 

to all cases of loss of head pig. 33 

between two sections of a 

horizontal tube or pipe. For the case when the pipe 
is inclined see Art. 37. 

Prob. 30 A. For an inward projecting tube (D in Fig. 31) the 
coefficient of discharge is 0.72. Show that the loet head ia 0.S2 h. 

Prob. 3() B. In Fig. 32 let the areaa of the two sectioDB be 1.0 
and 0.5 square feet, Ai=3.250 feet, h,=SM7 feet, and t^=3.fi feet 
per second. Compute the lost head A'. 

Art. 31. Sudden Changes in Section 

Wlien there is a sudden enlargement of section in a 
tube or pipe, as in Fig. 34, energy is lost in impact. In 
the section AB the pressure-head is A, and the velocity- 
head is Vi^/2g, while in the section CD the pri>Bsur('-lieiwl 
has the larger value hi and the velocity-head baa the 
smaller value vi'/2g. Formula (3(1) of tbe laflt arti- 
cle correctly gives the lost heotl W lot \,\\V6 iiW«i,\NL\. 
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when hi and hj are unknown it is convenient to expreas 
it in terms of Vi and i-'i alone. The investigation given 
on page ISO of Treatise on Hydraulics (Ninth edition, 
1912) shows that 

is the loss of bead due to sudden expansion of section, or 
rather due to the sudden diminution of velocity whicb I 
occurs in passing from the I 
smaller to the larger section, j 

Sudden enlargement of 
section should always be 
avoided in tubes and pipes 
owing to the loss of head that 
it caases, which may often 
be very great. For example, 
let there be no pressure-head 
in the section Oj and let Cj 

be due to a head k so that 

i'i= V23A; let the area oj be four times that of aj so that 
V3 is one-fourth of Vi. The loss of head due to sudden ex- 
pansion then is 

. , ^ (fi - ViY 
2ff 

80 that more than one-half of the energy of the water 
in Ci is lost in impact, having been changed into heat. 
In the section Aj the effective head is "Aak, of which Via* 
is velocity-head and %eh is pressure-head, 

When a sudden contraction of section in the direction 
of the flow occurs, as in Fig. 35, the water suffers a con- 
traction similar to that in the standard orifice, and hence 
in its expansion to fill the second section a loss of head 
results. Let vi be the velocity m ttie W^et ^aatlon and 
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u that in the smaller, while v' is the velocity in the con- 
tracted section of the Bowii^ stream; anrl let Oi, a and 
a' be the corresponding areas of the cross-sections. From 
the above formula the loss of head due to the expan^on 
of section from a' to a is 



2g 



\a' V 2g \c' V 2ff 



in which c' is the coefficient of contraction of the stream 
or the ratio of o' to a (Art. 24). The value of c' depends 
upon the ratio between the 
areas a and oi. When a is 
small compared with oi, the 
value of c' may be taken at 
0.62 as for orifices (Art. 22). 
When a is equal to aj, there 
is no contraction or expan- 
sion of the stream and c' 
is unity. Let d and di be 
the diameters corresponding 
to the areas a and Qi, and let 

r be the ratio of d to di. Then experiments seem to indi- 
cate that c' is given by 




= 0.582 + 



0.0418 
1.1 -r 



From this approximate values of c' can be computed, 
for r = 0.0 0.4 0.6 0.7 0.8 0.9 0.95 1.0 
c' = 0.62 0.64 0.67 0.69 0.72 0.79 0.86 1.00 

Prob. 31 ^. In a horizontal tube like Fig. 36 the diameters are 
6 inches and 12 inches an<I the discharge ia 1.57 cubic feet per boo- 
ond. Compute the loss of head due to the sudden enlargement. 

Prob. 31 B. Compute the loss of head when a pipe which dis- 
cbargea 1.57 cubie feet per second suddenly diminisheB 
from 12 to 6 inches diameter. 
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Abt. 32. Nozzles and Jets 

For 6re service two forms of nozzles are in use. The 
smooth nozzle is essentially a conical tube like A in Fig. 
28, the larger end being attached to a hose, but it is often 
provided with .1 cylindrical tip and sometimes the larger 
end is curved, as shown in Fig, 36. Tlic ring nuzzle is i 
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similar tube, but its end is contracted ao that the water 
issues through an orifice smaller than the end of the 
tube (Fig. 37). The experiments of Freeman show that 
the mean coefBeient of discharge ia about 0.97 for the 
smooth nozzle and about 0.74 for the ring nozzle. The 
smooth nozzle ia used much more than the ring nozzle. 

Let p be the pressure in pounds per square 'nch as 
found by a gage placed at the nozzle entrance, D the 
diameter in inches of the tip of the nozzle, d the diameter 
in inches of the pipe or hose at the nozzle entrance, ami 
c the coefficient of discharge, then 



= 29.83 D^x 



J(l/cr-(D/d)' 
gives the discharge in gallons per minute. For example, 
let D= 1 inch d — 2.5 inches c = 0.972 for a smooth noz- 
zle, p = 100 pounds per square inch; then the formula 
gives 5 = 290 gallons per minute. 

For smooth nozzles the value of the coefficient of ve- 
locity ci is the same as that of the coefficient of dischai^ 
c, since the jet issues without contraction. The experi- 
ments of Freeman furnish the following mean values of 



the coefficient of discharge for smooth cone nozzles of 
different diameters under pressure-heads ranging from 
45 to 180 feet 

1 m \H \H 

0.972 0.976 0.971 0.959 
These values were determined by measuring the pres- 
sure p and the discharge q, from which c can be com- 
puted by the above formula. For example, a nozzle hav- 
ing a diameter of 1.001 inches at the end and 2.50 inches 
at the base discharged 208.5 gallons per minute under a 
pressure of 50 pounds per square inch at the entrance. 
Here rf,= 1.001, d=2.5, p = 50, and g = 20S.5, and in- 
serting these in the formula and solving for c, there is 
found c=0.9S5. 

In ring nozzles the ring which contracts the entrance is 
usually only Via or % inch in width. The effect of this 
is to diminish the discharge, but the stream is sometimes 
thrown to a slightly greater height. On the whole, ring 
nozzles seem to liave no advantage over smooth ones 
for fire purposes. 

With pressures of 50 and 100 pounds per square inch 
at the entrance to smooth nozzles of one inch diameter, 
vertical jets rise to heights of about 101 and 152 feet in 
still air, but the limits of heights as good effective fire 
streams are about 73 and 96 feet respectively. The 
maximum horizontal distances to which the extreme drops 
from the jets can be thrown are about 160 and 230 feet, 
but the practical horizontal distances for effective fire 
streams are only about one-half these figures. 

The ball nozzle, often used for .sprinkling, has a cup 
at the end of the nozzle and within the cup a ball, so 
that the jet issuing from the tip of the nozzle is deflected 
sidewise in all directions. This apparatus exhibits a 
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striking illustration of the principle of negative pressure, 
for •the ball is not driven away from the tip, but is held 
close to it by the atmospheric pressure, the negative 
pressure-head being caused by the high velocity of the 
sheet of water around the ball. The cup is usually so 
arranged that the ball cannot be driven out of it, for this 
might occur under the first impact of the jet, but when 
the flow has become steady, there is no tendency of this 
kind, and the ball is seen slowly revolving upon the 
cushion of water without touching any part of the cup. 

Prob. 32 A. When the coefficient of contraction of a jet is 1.00 
and the coefficient of velocity of the nozzle is 0.97, what is the co- 
efficient of discharge of the nozzle? 

Prob. 32 B, Under a head of 6 feet the discharge from an orifice 
is 3.74 gallons per second. What head is necessaiy in order that 
the discharge may be one cubic foot per second? 

Prob. 32 C Compute the probable discharge through a vertical 
circular orifice of ^ inches diameter imder a head of 1.75 feet. 

Prob. 32 D. An orifice one inch square in a gate like that of 
Fig. 8 is 3 feet below the higher water level and 2 feet below the 
lower water level. Compute the discharge in cubic feet per minute. 

Prob. 32 E, When the coefficient of velocity is 0.98, compute 
the velocity from a nozzle of 1 inch diameter when attached to a 
hose oi 2}4 inches diameter, the pressure at the entrance, as meas- 
ured by a gage, being 43.4 pounds per square inch. 
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FLOW THROUGH PIPES ^^M 

Art. 33. Fundamental Ideas 

Pipes made of clay were used in very early times for 
conveying water. The Romans used lead pipes for con- 
veying water from their aqueciucts to small reservoirs 
and from the latter to their liouses. Frontinus gives a 
list of twenty-five standard sizes of pipes, varying in 
diameter from 0.9 to 9 inches, which were made by curv- 
ing a sheet of lead about ten feet long and soldering the 
longitudinal joint. In modem times lead pipes have 
also been used for house service, but these are now largely 
superseded by either iron pipes or iron pipes lined with 
lead or tin. For the mains of city water supplies cast- 
iron pipes are most common, and since 1890 steel-riveted 
pipes have come into use for large sizes. Lap-wclded 
WTOught-iron or steel pipes are used in some cases where 
the pressure is very high, and large wooden stave pipes 
are in use in the western part of the United States. A 
very large pipe which brings water to a city is sometimes 
called an aqueduct, but the word is more properly applied 
to a brick or concrete conduit which is laid on a tolerably 
xmiform grade and does not run full. For pipes, on the 
other hapd, the section is fully filled and the water ia 
often under pressure from high heads. 

The phenomena of flow through a pipe are apparently 
simple. The water from the reservoir, as it enters the 
pipe, meets with more or less resistance, depending upon 
the manner of connecting, as in tubes (Art. 29). Re- 
sistances of friction and cohesion must then be overcome 
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along the interior surface, so that the discharge at tbo 
end is much smaller than in the tube. When the flow 
becomes steady, the pipe is entirely filled throughout its 
length; and hence the mean velocity at any section ia 
the same as that at the end when the size is uniform. 
This velocity is found 
to decrease as the length 
of the pipe increases, 
other things being 
equal, and becomes 
fjg jg very small for great 

lengths, which shows 
that nearly all the head has been lost in overcoraii^ 
the resistances. The length of the pipe is measured 
along its axis, following all the curves, if there be any. 
The velocity considered is the mean velocity, which is 
equal to the discharge divided by the area of the cross-sec- 
tion of the pipe. 

The head which causes the flow is the difference in 
level from the surface of the water in the reservoir to 
the center of the end, when the dischai^e occurs freely 
into the air as in Fig. 38. If A be this head, and W the 
weight of water discharged 
per second, the theoretic 
potential energy per sec- 
ond is Wk; and if v be the 
aetual mean velocity of 
discharge, the kinetic 
energy of the discharge is 

W. i^/2g. The difference between these is the energy 
which has been transformed into heat in overcoming 
the resistances. Thus the total head is h, the velocity- 
head of the outflowing stream is v'/2g, and the lost head 
^A~i^/^. If the lower endoltVep\"pe'vaaxiOTCiei%«4, ^ 
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in Fig. 39, the head k is the difference in eJev^tion be- 
■tween the two water leveU. 

The total loss of head in a str&ight pipe oi uniform size 
consists of two parts. First, there is a loss of head h' 
due to entrance, which b the same as in a short cyUn- 
drical tube, and secondly there is a loss of head A" due to 
the frictionai resistance of the interior surface. The loss 
of head at entrance is always less than the velocity-head 
and in this chapter it will be expressed by the formula 

' -"2j 

From Art. 30 it is seen that the value of m is (1/ci)*— 1 
where Ci is the coefficient of velocity. Hence for a pipe 
projecting into the reservoir (D in Fig. 29) m is 0.93, tor 
d pipe with end flush with inner side of the reservoir m 
is 0,49, and for a perfect mouthpiece with rounded 
edges m is 0. When the condition of the end is not 
specified the value used for m in the following pages 
will be 0.5. 

The loss of head in friction is very large for long pipes 
while the loss of head at entrance is very small. For 
example it is proved by actual gagiiiKs that a clean caat- 
iron pipe 10 000 feet long and 1 fix)t in diameter dis- 
charges about 4}^ cubic feet per second under a head of 
100 feet. The mean velocity then is, if q be the discharge 

Kthe area of the cross-section, 
" = o ° 6^ = ^'^^ ^^ ^' ""*^' 
e probable Ioh8 of bead at entraniie bettce is 
ft' = 0.5X0.01555X5.-ll'-0.23 feet, 



1 
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or on^ one-fourth of one peromt of thn totiU biad. 
this cate the ^«ctivc rducHy-ticad <A Vtie 'wmu&%« 
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is only 0,45 feet, which shows that the total loss of head 
is 99.55 feet, of which 99.32 feet are loss in friction. 

Prob. 33 A. Under a head of 20 feet a pipe 1 inch in diameter 
and 100 feet long discharges 15 gallons per minute. Compute the 
loBH of head at entrance. 

Prob. 33 B. Consult Herschel'e Water Supply of the City d 
Rome (Ik«tx>n, 1S90J and find eeveral facta regarding the old aque- 
ducts and pipes. 

Akt. 34. Loss or Head in Friction 

The loss of licad due to the resisting friction of the in- 
terior surface of a pipe is usually large, and in long pipts 
it becomes very great, so that the discharge is only a 
small percentage of that due to the head. Many obse^ 
vations have been made upon pipes of different siaes and 
lengths under different velocities of flow, and the discus- 
sion of these has enabled the approximate laws to be de- 
duced which govern the loss of head in friction. These 
laws are: 



^ 



1. The loss of head in friction is directly proportional U 
length of the pipe. 

2. It is inveraely proportional to the diameter of the pip" 

3. It increases nearly as the square of the velocity. 

4. It ia independent of tho pressure of the water. 

5. It increases with the roughness of the interior surface. 



These five laws may be expressed by the formula 

in which I is the length of the pipe, d its diameter, / is an 
abstract number which depends upon the degree of rough- 
ness of the surface, and v-/2g is the velocity-head due to 
the mean velocity. 

The quantity / may be called the friction factor, and 
Jts value ranges from 0.05 \a 0-0\. ioi -q-cti dcaa iron 
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pipes. A mean value, often used in rough computations, is 

Friction factor /= 0.02 

The following table enables closer values of / to be se^ 
lected for new clean cast-iron pipes when the diameter 
of the pipe and the mean velocity are known: 

Vel. in feet per sec. = 1 2 3 4. 6 10 15 

0.05 feet, /=0.047 0.041 0.037 0.034 0.031 0.029 0.028 

0.1 feet, /= .038 .032 .030 .028 .026 .024 .023 

0.25 feet, /= .032 .028 .026 .025 .024 .022 .021 

0.5 feet, /= .028 .026 .025 .023 .022 .020 .019 

0.75 feet, /= .026 .025 .024 .022 .021 .019 .018 

1 foot, /= .025 .024 .023 .02^ .020 .018 .017 

2 feet, /= .021 .020 .019 .017 .016 .014 .013 

3 feet, /= .019 .018 .016 .015 .014 .013 .012 
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To determine, therefore, the probable loss of head in 
friction, the velocity v must be known, and / is taken 
from the above table for the given diameter of pipes. The 
formula (34) then gives the probable loss of head in fric- 
tion. For example, let Z=10 000 feet, d=l foot, t;=5.41 
feet per second. Then from the table the friction factor 
/ is 0.021, and 

A" = 0.021 X ^^j^ X 0.455 = 95.5 feet 

which is to be regarded as an approximate value, liable 
to an imcertainty of 5 percent. 

Old pipes have interior surfaces much rougher than 
new ones, especially when tubercules are formed. The 
effect of these if often to render the friction factor / two 
or three times as large as the values given above. 

Prob. 34 A. Compute the loss of head in friction for a new 
cast-iron pipe 600 feet long and 3 inches in diameter, when its 
discharge is 2.5 cubic feet per minute. 
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The mean velocity in a straight pipe of uniform sec- 
tion can now be deduced. Let h be the total head and 
V the mean velocity in the pipe. The head h is equal to 
the head k' lost in entrance plus the head h" lost in fric- 
tion plus the velocity-head v^f2g, or h — h'-\-h"-\-v^/2q. 
Insprting for h' its mean value from Art. 33 and for /i" 
the value given in Art. 34, and solving for v there is found 
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which is a* formula for the mean velocity. This formula 
applies only under such conditions that the entire pipe 
is filled with water; it cannot be used for a short vertical 
pipe discharging from a tank. 

In this formula the friction factor / is a function of n 
to be taken from the table in Art. 34, and hence v cannot 
be directly computed, but must be obtained by successive 
approximations. For example, let it be required to com- 
pute the velocity of discharge from a pipe 1000 feet long 
and inches in diameter under a head of 9 feet. Here 
/= 1000 feet,rf=0.5 feet, //rf=2000, A = 9 feet, and taking 
for/ the rough mean value 0.02, the formula gives 



The approximate velocity is hence 3.7 feet per second, 
and entering the table with this, the value of / is found 
to be 0.023. Then the formula gives 

„ = 1 2x32.10x9 ^ 3 . J ^ ^ ^H 

\ 1,5 + 0.023 X 2000 ^ ^H 

Again, entering the table with 1^ = 3.5 and d=0.5, th^» 
is found /= 0.02i, and repeating ftve coTae\&.a^wKi. ^ilare 
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is found u = 3.4 feet per second. The conclusion there- 
fore is that the velocity is about 3.4 feet per second if 
the pipe be new and clean. 

The discharge per second from a pipe of given diame- 
ter is found by multiplying the velocity of discharge by 
the area of the cross-section of the pipe, or 

in which v is to be found by the method described" 
above. 

For example, to find the discharge in gallons per min- 
ute from a clean pipe 3 inches in diameter and 1500 feet 
long under a head of 64 feet. Here d — 0.25, I = 1500, and 
A = 64 feet. Then for /=0.02 the velocity is found to be 
5.82 feet per second; then from the last article /= 0.024 
and the velocity becomes 5.30 feet per second. The dis- 
charge then is 5 = 0.7854 X 0.25= X 5.30 = 0.260 cubic 
feet per second. 

Prob. 36ji. Compute the velocity in a new pipe 3 inches in 
diaineter aod 400 feet long under a head of 16 feet. 

Prob. 3fi B. Compute the discliar^o in cubic feet per Hecond 
from a new pipe 0.25 feet in diameter and 400 feot long under a head 
of 16 feet. 

Abt. 36. Long Pipes 

A pipe is said to be long when f{l/d) in the above 
formula for v is so large that the dropping of the number 
1.5 in the denominator produces an error of less than one 
percent. This occurs, for the mean value of 0.02 for /, 
when l/d is greater than about 4000. For this case the 
formulas for velocity and discharge are 
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which, for the English system of measures, become 

-8.02 ^M 5=6.30^f 

From these expressions for q the general and special for- 
mulas for computii^ the diameter of the pipe for a giv«n 
discharge, length, and head are found to be 

^^g h \ h } 

lu using these equations the friction factor / is taken 
from the table in Art. 34 for new clean pipes, and for old 
pipes from the best data obtainable (see Treatise on 
Hydraulics, Ninth Edition, Art. 106). In determining 
the proper size for a pipe wliich is to carry water liable 
to cause corrosion or tuberculation it is well to take/ aa 
about double of the values given in Art. 34. 

For example, let it be required to determine the diame- 
ter of a new cast-iron pipe which is to deliver 500 gallons 
per second, its length being 4500 feet and the head 24 
feet. Here the discharge is 

g=500/7.4Sl = 66.84 cubic feet per second. 
The approximate value of d then is 



, „ ,„„ /0.02X 4 500 X 66.84' \^ , ,c * * 
d=0.479l 24 J =3-35 feet. 

From this the mean velocity of flow is 

66.84 - e F , , 

" = 0:7854^;3l5^=^-^^^^P^^«^^'"^'^' 
and from the table in Art. 37 the value of/for this diame- 
ter and velocity is found to be 0.013. Then the second 
computation gives rf = 3.0S feet. The required diameter 
ia therefore 3.1 feet, or about 'AT mtVea-, \i\A, aa the 
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regular market dzes of pipes furnish only 36 incbee and 
40 inches, one of these must be useri, and it will be on the 
side of safety to select the larger. 

If it is thought likely that thL^ pipe may become so foul 
as to make / as high as 2X0.013, then the computation 
gives d=3.oi feet or about 42 inches. It is thus seen 
that the determination of the proper diameter for a new 
pipe involves elements which require the exercise of 
judgment trained by experienee. 

For circular orifices and for short tubes of equal length 
under the same head, the discharge varies as the square 
of the diameter. For pipes of equal length under a given 
head the discharges vary more rapidly owing to the in- 
fluence of friction, since the above formula shows that if 
/ be constant, g varies as rf%. The relative discharging 
capacities of pipes hence vary approximately as the 2j^ 
powers of their diameters. Thus, if two pipes of diame- 
ters di and di have same length and head, and if qi and qt 
be their discharges, then 

gi/?a=di%dsv, or 91= (rfi/di)%gi 

For example, if there be two pipes of and 12 inches 
diameter, (fe/di equals 2 and hence qi = b.lqi, or the sec- 
ond pipe discharges nearly six times as much as the first. 
In a similar manner it can be shown that 32 pipes of fi 
inches diameter have the same dischar^ng capacity as 1 
pipe 24 inches in diameter. 

Prob. 36 A. Compute the dwcharge through ft new pipe 9000 I 
fe«t long and 36 inches diameter under a head of 48 feet. 

Prob. 36 B. CMoputc the diameter required to deliver 15 0( 
cubic feet per hour through a new pipe 26 t>(Xi feet long u 
head o( 324.7 feet. If ihis quantity in carried in two pipes of a 
diameter, what should be their size? 
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A piezometer is a vertical tube inserted into a, water 
pipe. When the pipe is filled and there is no flow the wat*r 
in the piezometer tube standi at the same level as that 
in the reservoir. When the flow occurs the water in the 
piezometer tul>e falls, and its height above the axis of the 
pipe shows the pressure-head which there exists. 

Fig. 40 shows an inclined pipe, the two section areas 
ci and 0! being unequal, so that the velocities therein 




[■i and 1^1, while the pressure-heads at these sections are 
Ai and hn. Let MN be any horizontal plane lower than 
the lowest section, as for instance the sea level, and let 
fii and 62 be the elevations of Hi and Oa above it. With 
respect to this plane the weight W at aj has the potential 
energy Wet, the pressure-energy Whi, and the kinetic 
energy W.Vi^/2g, or the total energy is ^^J 

Similarly with respect to this plane the energy of TT in a* 13 

Wiei+h+v,y2g) 
If no losses of energy occur between the two .'9ections, 
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these expressions are equal, and hence 

which is the general theorem of Bernouilli, namely: 

In any pipe, under steady flow without impact or friction, the 
gravity-head plus the pressure-head plus the velocity-head is a 
constant quantity for every section. 

Now let Hi and H2 be the heights of the water levels in 
the piezometer tubes above the datum plane; then ei+hi 
= Hi and 62+^2=^2, and accordingly 

or, the piezometer elevation for ai plus the velocity-head 
is equal to the sum of the corresponding quantities for 
any other section. 

The above theorem belongs to theoretical hydraulics, 
in which frictional resistances are not considered. Under 
actual conditions there is always a loss of energy or head, 
so that when water flows from ai to 02, the first member 
of the above equation is larger than the second. Let Wh' 
be the loss in energy, then this is equal to the difference 
of the energies in ai and 0% with respect to the datum 
plane, or, ^^2 ^^2 

2g 2g 

that is, the lost head is equal to the difference in level 
of the water surfaces in the piezometer tubes plus the dif- 
ferences of the velocity-heads. 

The most conmion case is when the pipe is of uniform 
size throughout, or ai = 02, then Vi and V2 are equal because 
the flow is steady. The head lost in friction between any 
two sections is then simply. 
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80 that it is only necessary to ascertain the difference 
(if elevation of tlie water in the piezometers by runniDg a 
Hne of levels in order to determine the liead lost in fric- 
tion in tlie pipe between them. 

Prob. 37 A. Tlie wuter level in the piratometer at a, is 67^ 
feet above a certain bench mark and that in the pieEometer at Oi 
Ii3.791 feet above the same liench mark. The pipe being of m- 
form size, what is the loss of head in rriction between the two 
BectioBB? 

Prob. 37 B. What is the loss of head for the above data wbefl 
the BectioD (ii is 12 inches in diameter and that at oi is 9 incbet it 
diameter, the discharge being 2.7 cubic R-et per second? 
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The Hydhaulic Gradient 




p The hydraulic gradient is a line which connecta the 
water levels in piezometers placed at intervals along the 
pipe; or rather, it is the line to which the water leveja 
would rise if pie- 
zometer tubes were 
inserted. In Fig. 41 
the line BC is the 
hydraulic gradienti 
and it is now to l* 
shown that tor s 
'^' " pipe of uniform sn^ 

this is approximately a straight line. For a pipe dis- 
charging freely into the air this hne joins the outlet end 
with a point B near the top of the reservoir. For a pipe 
with submerged discharge, as m Fig. 41, it joins tbe 
lower water level with the point B. 

Let Di be any point on the pipe distant (, from the 
reservoir, measured along the pipe line. The piezometer 
there placed rises to Ci, which is a point in the hydraulic 
gradient. The equation of this line with reference to 
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the origin A lE given by 

in which H\ is the ordinate A\C\, and l\ is the abaciesa 
AAx, provided that the length of the pipe Ja sensibly 
equivalent to its horizontal projection. In this equation 
the first tenn of the second member is constant for a given 
velocity, and is represented in the figure by AB or A\Bi; 
the second term varies with l\, and is represented by Bid. 
The gradient is therefore a straight line. 

When there are easy horizontal curves in a pipe line, 
the above conclusions are unaffected, except that the 
gradient BC is always vertically above the pipe, and there- 
fore can be called straight only by courtesy, although 
before the ordinate B\C\ is proportional to l\. When 
there are sharp curves, the inclination of the hydraulic 
gradient becomes greater and it is depressed at each 
curve by an amount equal to the loss of head which there 
occurs. When an obstruction occurs in a pipe, or a valve 
is partially closed, there is a sudden depression of the 
gradient at the obstruction or at the valve. 

If a pipe is so laid that a portion of it rises above the 
hydraulic gradient 
as at D, in Fig. 42, 
an entire chaise of 
condition generally 
results. If the pipe 
is closed at C, all the 
piezometers stand in 
the line AA, at the 
same level as the surface of the reservoir. When the valve 
at C is opened, the flow at first occurs under normal c 
ditions, h being the head and BG the hydraulic gradient. 
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The pr(Bsurc-Iicad at D| is then negative, as in a siphon 
(Art. 20), and is represented by DiCi. As a consequence 
air tends to enter the pipe, and when it does so, owing lo 
'defective joint;*, the continuity of the flow is broken, and 
then the pipe from />i to C is only partly filled with water, 
The hydraulic gradient is then shifted to BDi, the tiis- 
eharge occurs at Z>i under the head A,Di, while the re- 
mainder of the pipe acta merely as a channel to deliver 
the flow. It usually happens that this change results in 
a great diminution of the discharge, so tliat it has bees 
necessary to dig up and relay portions of a pipe line whict 
have been inadvertently run above the hydraulic gra- 
dient. This trouble can always be avoided by preptu'ing 
a profile of the proposed route, drawing the hydraulic 
gradient upon it, and excavating the pipe trench well 
below the gradient. In cases where the cost of this ex- 
cavation is so great that it is resolved to lay the pipe 
above the gradient, all the joints of the pipe above the 
gradient should be made absolutely tight so that no air 
can enter the pipe and interrupt the flow. 

Prob. 38 A. A pipe 3 inches in diameter dischargee 538 cubic 
feet per hour under a head of 12 feet. What ia the veloeity in feet 
per second? 

Prob. 38 B. At a distance of 300 feet from the reservoir the pj» 
in the last problem is 4.5 feet below the water eurfaco of the reset- 
voir. Compute the probable pressure-head at this point. 

Akt. 39. A Compound Pipe i 

A compound pipe is one having different sizes in dif- 
ferent portions of its length. The chaise from one 
length to another should be made by a "reducer," which 
is a conical frustrum several feet long, so that losseB of 
bead due to sudden enlargpm^ent or contraction M* ' 
avoided. Let du d", dg, etc., \)e ft* dKasaeXfisw.-, WV 'I 
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etc., the corresponding Irngtks, the total length being 
li+k+ etc. Let Vi, I'l, etc., be the velocities in the differ- 
ent sections. N^ecting the loss of head at entrance 
and also that lost in curvature, the total head b may be 
placed equal to the loss of head in friction, or 

Now if the steady discharge per second be g, I 

Vi = q/^rdi^ Vi^q/^rdz'' etc. 

Substituting these velocities and solvii^ for q, gives 






+etc. 



in which the friction factors f,, fi, etc., corresponding to 
the given diameters and computed velocities are found 
from the table in Art. 34, 

For example, consider the case of a pipe having only 
two sizes; let d, = 2 and /i = 2800 feet, (/a= 1.5 and U = 
2145 feet, and A =127.5 feet. Using for /, and ft the 
mean value, 0.02, and making the substitutions in the 
formula, there is foimd 9 = 26.2 cubic feet per second, 
from which t(i = 8.3 and [!j=14.8 feet per second. Now 
it is found that/i = 0.015 and /j=0.01-5; and repeating 
the computation, § = 30.2 cubic feet per second, whence 
i'i = 9.6 and i^=17.1 feet per second. These results are 
probably as definite as the table of friction factors will 
allow, but are to be regarded as liable to an uncertainty 
of five percent or more. 

A compound pipe may be used to prevent the hydraulic 
gradient from falling below the v»i\>« ^\i\«- 'V\vw*, A. '■»■ 
seen in Fig. 43 that thi» hyilrnuVK', psw\\p.i\\. tvw* a-V ^^\ 
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and falls at Dj, and that its slope over the larger pipe is 
less than over the smailor one. These slopes and the 
amoimt of rise at Di can be computed for a given ease. 
TJaing the above numerical data, the loss of head in fric- 
J J. J tion is by Art. 34 for 

100 feet of the lar?e 
pipe A"=1.07 feet, 
while the same for 
the small pipe is 4.55 
feet. Hence the slope 
of the gradients ACi 
i rapid as that of the 
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and CiC is more than four times i 

gradient EiE^. In the large pipe at Z)i the velocity-head 
is 0.01555X9.6^ = 1.43 feet, and, supposing that no loss 
occurs in the reducer, the velocity-head for the small 
pipe is 4.55 feet. The vertical rise CiEi of the hydraulic 
Eradient at Di is hence the rise in pressure-head 
4.55 — 1.43=3.12 feet, and a fall of equal amount occurs 
at Dj. 

Prob. 39. Near Rochester, N. Y,, there ie a pipe 102 277 feet 
long, of which 50 828 feet is 36 inches in diameter and 51 449 feet 
is 24 inches in diameter. Under a head of 143.8 feet this pipe is 
said to have discharged in 1876 about 14 cubic feet per second and 
in 1890 about 10^ cubic feet per second. Compute the discharge 
by the above formuk, using the friction faotore tor riveted pipe 
which ace given in Art. 45. 

Art. 40. HonsE-BBRvicB Pipes 

A service pipe which runs from a street main B (Fig. 
44) to a house is connected to the former at right angles, 
and usually by a corporation cock or by a "ferrule." The 
loss of head at entrance in such cases is hence larger than 
in those before discussed, and m should probably be taken 
as at least equal to umty. The pi^, if of lead, is fre- 
quently carried around ebarp coTiieTa\i7j fat^e* s& ^ 




r^ 
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radius; if of iron, tbefle4l 
ing a quadrant of a drde into iriudt tlw stni^t parts are 
screwed, each curve caugmg a kMB of bead oeariy equal 
to double the velocity-head. 

A water main should be so deigned that a certain 
mJTiiiTiiim pressure-head hi exists in it at times of heaviest 
draft. This pressure- 
head may be repre- 
sented by the height j 
of the piezometer col- 
umn AB, which would 
lise in a tube supposed 
to be inserted in the 
m^n, as in Fig. 44. 
The head A which 
causes the fiow in the 
pipe ia then the difference in level between the top of 
this column and the end of the pipe, or AC. Insert- 
ing for h this value, the formulas of Art. 3S may be ap- 
plied to the investigation of service pipes in the manner 
there iUustrated. Since the sizes of common house-ser- 
vice pipes are regulated by the practice of the plumbers 
and by the market sizes obtainable, it is not often neces- 
sary to make computations regarding the flow of water 
through them. 

The detection and prevention of the waste of water by 
consumers is a matter of importance in cities where the 
supply is limited and where meters are not in use. Of 
the many methods devised to detect this waste, one by 
the use of piezometers may be noticed, by which an in- 
spector without entering a house may ascertain whether 
water is beii^ drawn within, and the approximate amount 
per second. Let M in Fig. 45 be the street main from 
which a service pipe MOH niOH U> t Vvoviwa U. tsX '<X\t, 
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Fig. 46 



edge of the sidewalk a tube OP is connected to the service 
pipe, which has a three-way cock at 0, which can be 
g turned from above. The inspector, passing on his rounds 
in the night-time, attaclies 
a pressure gage at P and 
turns the cock so as to 
shut off the water from the 
house and allow the full 
pressure of the main pi to 
be registered. Then lie 
turns the cock so that the water may flow into the 
house, while it also rises in OP and registers the pres- 
sure p:. Then if pa is less than pi, it ia certain that 
waste is occurring in the house, and notice thereof is 
given to the consumer. 

When the pressure in the street main is very high, a 
pressure regulator may be placed between the main and 
the house in order to reduce the pressure and thus allow 
lighter pipes to be used m the house. Fig. 46 shows the 
principle of its action, where A represents the pipe from 
the main and B the pipe leading to the house. A weight 
W is placed upon a piston which covers the opening into 
the chamber C. This weight and that of the piston are 
sufficient to overcome a cer- 
tain unit-pressure in C, and 
therefore the unit-pressure 
in B is less than that in A 
by that amount. For ex- 
ample, suppose the pressure 
in A to be 100 pounds per 
square inch, and let it be re- 
quired that the pressure in B shall not rise above 60 
pounds per square inch; then the piston must be so 
weighted that it may exert on t\ie ■«a.\fet mC e 



^ 


r" 












liston are 



Art. 41 steel and wood pipes S3 

of 40 pounds per square inch. When water is drawn 
out anywhere along the pipe B, the pressure in the cham- 
ber above the piston falls below 60 pounds per square 
inch, and hence the piston rises and water flows from A 
into B until the pressure is restored. Instead of a weight, 
a spring is generally used, or sometimes a weighted lever. 

Prob. 40 A. When the pressure Id the main is 80 pounds per 
square inch, what is the pressure-head in feet? 

Prob. 40 B. When the preflsure in the main is 80 pounds per 
square inch, what is the pressure in the bath room when there is no 
flow, the bath room being 36 feet higher thiui the main? 

Abt. 41. Steel and Wood Pipes 

All the preceding principles and formulas apply to 
pipes of any kind, but the friction factors in Art. 34 are 
for new clean cast-iron pipes. The diameters of such 
pipes are rarely greater than 4 feet, and the largest ever 
used are 5 feet. 

Pipes 36 inches and larger in diameter have been made 
of wrought-iron or steel plates riveted together. Wrought^ 
iron, however, is now but little used, on account of its 
higher cost, except in the form of thin sheets for tempo- 
rary pipes. E^h section usually consists of a single 
plate which is bent into the circular form and the edges 
united by a longitudinal riveted lap joint. The differ- 
ent sections are then riveted together in transverse joints 
80 as to form a continuous pipe. At AB (Fig. 47) is 
shown the so-called taper joint, where the end of each 
section goes into the end of the following one, as in a 
stovepipe, the flow occurring in the direction from A to 
B. At CD is seen the method of cylinder joints where 
the sections are alternately larger and amaller. For the 
large sizes double rows of rivets are \i?jei. \K^^k '\^ *&& 
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longitudinal and transverse joints, the style of riveted 
joint depending on the pressure of water to be carried by 
the pipe. Riveted pipes have also been built witli butt 
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joints on both longitudinal and transverse seams, lap 
plates being on the outside. 

Owing to the friction caused by the rivets and joints 
the discharge from riveted pipes is less than that from 
cast-iron pipes in which the obstruction caused by the 
joints is very slight. The following values of the friction 
factor/, which have been derived from the data given by 
Herschel, are applicable to new clean riveted pipes coated 
with aspbaltuna In the usual manner. 



„ ... i 3ift.diam. 

Taper joints ^ ^^ diam. 



/=0.035 0.029 0.024 0.021 O.OIB 

/= .025 .022 .020 .020 ,021 

/= .025 .024 .023 .022 .022 

/= .027 .026 .025 .024 .023 



These friction factors are appro:fucb.tely double those 
given for new cast-iron pipes in Art^W, this increase being 
largely due to the friction of the rivet heads and lapped 
joints, though some of it is probably chargeable to the 
roughness of the asphaltum coating. It must be noted 
that these factors increase with age. 



Wood pipes were used in several American cities dur- 
ing the years 1750-1850, these being made of logs laid 
end to end, a 3 or 4 inch hole havir^ been first bored 
through each log. Pipes formed of redwood staves were 
first used in California about 1SS(), these staves being 
heJd in place by bands ot ■wrougYvV^ucm KnM\?^ed ao that 
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they could be tightened by a nut and screw. Several 
long Unes of these large pipes have been built in the 
Rocky Mountains and Pacific States. They have also 
been used there for city mains to a limited extent. 

Gagings of a wood pipe 6 feet in diameter made 
by Marx, Wing, and Hoskins furnish values of the 
friction factor / for velocities ranging from 1 to 5 feet 
I)er second, 

Velocity in feet per second, v = 1 2 3 4 5 

1897, /=0.026 0.019 0.017 0.016 

1899, /= .019 .018 .017 .017 .017 

These values show that this wood pipe became smoother 
after two years' use, while a steel pipe becomes rougher. 

Prob. 41. Compute the discharge in gallons per day from a taper 
jointed riveted steel pipe 2 miles long and "42 inches in diameter 
when the slope of the hydraulic gradient is 17.5 feet per mile. 

Art. 42. A Pipe with a Nozzle 

Water is often deUvered through a nozzle in order to 
perform work upon a motor or for the purposes of hydrau- 
lic mining, the nozzle being attached to the end of a pipe 
which brings the flow from a reservoir. In such a case 
it is desirable that the pressure at the entrance to the 
nozzle should be as 
great as possible, and ^'' — 
this will be effected 

I 

when the loss of head 
in the pipe is as small 
as possible. The pres- 
sure column in a pie- 
zometer supposed to be 

inserted at the end of the pipe, as shown at CiDi in Fig. 
48, measures the pressure-head there acting, and the 
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height AlCi measures the lost head plus the velocity- 
head, the latter being very small. 

Let h be the total head on the end of the nozzle, D its 
diameter, and V the velofity of the issuing stream. Let 
d and v be the corresponding quantit es for the pipe, and 
( its length. Then the effective velocity-head of the 
issuing stream is V^/2g, and the lost head is h—V'/i^- 
This lost head consists of that lost at the entrance, that 
lost in friction in the pipe, and lastly, that lost in the 
nozzle. Then the principle of energy gives the equation 
. V v' ,Jv\ ,F= 
2g 2g ■'d2g ' 2g 

Here in is determined by Art. 33, / by Art. 34, while m' 
for the nozzle is found in the same manner as m is found 
for the pipe, or w('= (l/ct)'~ 1, where Ci is the coefficient 
of velocity for the nozzle (Art. 30). This value of m' 
takes account of all losses of head in the nozzle, so that 
it is unnecessaTy to consider its length; for a perfect 
nozzle c\ is unity and m' is zero. 

The velocities v and V are inversely as the areas of the 
corresponding cross-sections (Art. 20), since the flow is 
steady, whence V = v(d/Dy. Inserting this in the above 
equation and solving for v gives h 



2(ih 



\7tt+/((/rf) + (l/c,)'(d/D)* ^M 

for the velocity in the pipe. The velocity and discharge 
from the nozzle are then found by 

V=(d/Dyv q = KrD^y 

and the velocity-head of the jet is V^/2g. These equa- 
tions show that the greatest value of V obtains when D 
s small as possible compavcd lo d, m\A W\a.^ ttw fjreat- 
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est discharge occurs when D is equal to d. When the 
object of a nozzle is to utilize the velocity-head of a jet, 
a large pipe and a small nozzle should be employed. 

As a numerical example, the effect of attaching a 
Qozzle to the pipe whose discharge was computed in Art, 
35 will be considered. There /=1500, cf=0.25, and k = 
64 feet; wj = 0.5, w = o,3feet per second, and 5 = 0.2fi cubic 
feet per second. Now let the nozzle be one inch in 
diameter at the small end, or />= 0,0833 feet, and let its 
coefficient ci be 0.9S. Here d/0=3, and for /=0,026 
the velocity in the pipe is 



1 



'^4k^ 



2X32.16X64 



0.025X1500X4 + 1,041X81 



or (j=4.2 feet per second. The effect of the nozzle, ther^ I 
fore, ia to reduce the velocity in the pipe. The velocity 1 
of the jet at the end of the nozzle is, however, 

F = B(d/D)==37.8 feet per second, 
and the discharge per second from the nozzle is 

9 = J4tZ)27 = 0.206 cubic feet 
which is about 20 percent less than that of the pipe before j 
the nozzle was attached. The nozzle, however, pro- 
duces a marvelous effect in increasing the energy of the 
discharge; for the velocity-head corresponding to 5.3 
feet per second is only 0.44 feet, while that corresponding 
to 37.8 feet per second is 22.2 feet, or about 50 times as 
great. As the total head is 84 feet, the efficiency of the 1 
pipe and nozzle is about 35 percent. 

Fire hose is generally 2j^ inches in diameter. The 
experiments of Freeman show that the friction factor / 
ranges from 0.038 to 0,034 for unlined linen hose, from 
0.030 to 0.029 for rough rubber-lined cotton Koea, ^■wi. 
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from 0.024 to 0.018 for smooth rubber-lined cotton hose. 
By nsmg these values the above formulas are directly 
applicable to fire hose. 

Prob. 42 A, What head is required to diachaige 3 gallons per 
minute through a new pipe 1 inch in diameter and 1000 feet long? 

Prob. 42 B. Compute the diameter of a new pipe to deUver 50 
gallons per minute under a head of 4 feet when ihe length is 5000 feet. 

Prob. 42 C, How many 12-inch pipes are required to deliver the 
same quantity of water as a pipe 60 inches in diameter? 

Prob. 42 D. Which pipe wiU cany the greater quantity of water, 
a cast-iron pipe 42 inches in diameter or a steel riveted pipe of 40 
inches diameter? 

Prob. 42 ^. A 2}^ inch unlined cotton hose is 480 feet long and 
has a 1-inch smooth nozzle at its end. Compute the discharge in 
gallons per minute when the pressure at ihe hydnut or steams is 
100 pounds per square inch. 
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FLOW IN CONDUITS AND RIVERS 
Art. 43. Definitions 

From the earliest times water has been conveyed from 
place to place in artificial channels, such as troughs, aque" <■ 
ducts, ditches, and canals, there being no head to cause 
the flow except that due to the slope. The Roman 
aqueducts were usually rectangular channels about 2}^ 
feet wide and 5 feet deep, lined with cement, sometimes 
Pi nning underground and sometimes supported on 
arches. The word "conduit" will be used as a general 
term for a channel of any shape lined with timber, mor- 
tar, or masonry, and will also include troughs, sewers, 
and large pipes. Conduits may be either open, as in the 
case of troughs, or closed, as in sewers and most aque- 
ducts. Ditches and canals are conduits in earth without 
artificial lining. Most of the principles relating to con- 
duits and canals apply also to streams, and the word 
"channel" will be used as applicable to all caaes. 

The wetted perimeter of the cross-section of a channel 
is that part of its boundary which is in contact with the 
water. Thus, if a circular sewer of diameter d be half 
full of water, the wetted perimeter is J^ird. In this chap- 
ter the letter p will designate the wetted perimeter. 

The hydraulic radius of a water cross-section is its area 
divided by its wetted perimeter, and the letter r will be 
used to designate it. If a is the area of the cross-section, 
the hydraulic radius of that section is found by T = a/p. 
The letter r is of frequent occurrence in formulas for the 
flow in channels; it is a linear quantity which is always 
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expressed In tlic same unit aa p, and hence its numerical 
value is different in different systems of measures. It 
is frequently called the hydraulic depth or hydraulic 
mean depth, because for a shallow section its value is 
but little less than the 
mean depth of the 

^^ water. Thus, in Fig. 

f """ *" 49, if b be the breadth 

on the water surface, the mean depth is a/b, and the 
hydraulic radius is a/p; and these are nearly equal, since 
the length of p is but slightly larger than that of b. The 
hydraulic radius of a circular cross-section filled with 
water is one-fourth of the diameter; thus 

The same value is also applicable to a circular section 
half filled with water, since then both area and wetted 
perimeter are one-haif their former values. 

The slope of the water surface "n the longitudinal sec- 
tion, designated by the letter s, is the ratio of the fall h 
to the length / in which that fall occurs, or s=h/l. The 
slope is hence expressed as an abstract number, which is 
independent of the system of measures employed. To 
determine its value with precision h must be obtained hy 
referring the water level at each end of the line to a 
bench-mark by the help of a hook gage or other accurate 
means, the benches being connected by level lines ran 
with care. The distance I is not measured horizontally 
but along the inclined channel, and it should be of con- 
siderable length in order that the relative error in h may 
not be large. If s = there is no slope and no flow; but 
when there is even the smallest slope the force of gravity 
furnishes a component acting down the inclined surface, 
and motion ensues. 
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The flow in a cliaimel is said to be steady when the | 
same quantity of water per second parries through each I 
cross-section. Let ai, a,, 03, etc., be the areas at several I 
cross-sections and ^i, Vi, etc., be the mean velocities, then J 

and when the discharge is known the mean velocities are \ 
vi = q/ai, Vi=qfai, etc. The definition of mean velocity ' 
hence is that it is a velocity which multiplied by the area 
of the cross-section gives the discharge, or v = q/a. 

Prob. 43^. Compute the hydraulic radius of a rectangular . 
trough whose width is 5.6 feet and depth 2.8 feet. 

Prob. 43 B. The elevations of the wat«r eurface at two points 
2.786 miles apart on a river are 627.318 and 642.407 feet. Compute' 
the slope » if the aame is uniform. 

Art. 44. Formula for Mean Velocity 

When all the wetted eross-sectiona of a channel are | 
equal, and the water is neither rising nor falling, having j 
attained the condition of steady flow, the flow is said to 
be uniform. This is the case in a conduit or canal of | 
constant size and slope whose supply does not vary. 
The same quantity of water per second then passes each 
cross-section, and consequently the mean velocity in each 1 
section is the same. This uniformity of flow is due to ] 
the resistances along the interior surface of the channel, 1 
for were it perfectly smooth the force of gravity would I 
cause the velocity to be accelerated. The entire energy | 
of the water due to the fall h is hence expended in over- 
coming resistances caused by surface roughness. 

Let W be the weight of water passing any cross-section ( 
in one second, F the force of friction per square unit 
a]{>ng the surface, p the wetted TpeTime^.e? , a."eAVCa.feV^ 
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in the length I. The potential energy of the fall is Wk^ i 
The total resisting friction Ls Fpl, and the energy con- 
sumed per second h FpU, if i; be the velocity. Accord- ' 
ingly Fplv equals Wh But the value of IT is wan, if * 
is the weight of a cubic foot of water and a the area of 
the cross-section in square feet. Hence Fpl=wah, and 
since a/p is the hydraulic radius r, and k/l is the slope s, 
this reduces to F = uts, which is an approximate espres- 
sion for the resisting force of friction on one square unit 
of the surface of the channel. In order to establish a 
formula for the mean velocity the value of F must be 
expressed in terms of v, and this can only be done from 
the results of experiments wliich indicate that F is ep- 
proximately proportional to the square of the mean 
velocity. Therefore, if c is a constant, the mean velocity 

(■ = cV^ {44) 

is which is the formula of Chezy. This is really an em- 
pirical expression, since the relation between F and v is 
derived from experiments. 

Another method of estabUshii^ Chezy's formula for 
channels is to consider that when a pipe on a uniform 
slope is not under pressure, the hydraulic gradient coin- 
cides with the water surface. Then formula (44) may 
be used by replac ng h" by A and d by its value 4r. 
Accordingly 

in which the quantity -^Sg/f is the Chezy coefficient ^^1 

This coefficient c is different in different systems of 
measures smce it depends upon g. For the Enghsh sys- 
tem it is found that c usually lies between 30 and 160, 
aad that its value varies mtt ttie \iyiio.\Jia ^&£ma and 
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the slope, as well as with the roughness of the surface. 
To determine the value of c for a particular case the 
quantities v, r, and s are measured, and then c is com- 
puted. To determine v the flow must be gaged either 
in a measuring vessel or by an orifice or weir, or, if the 
channel be large, by floats or other indirect methods 
described in the next chapter, and then the mean velocity 
V is computed from v = q/a. It being a matter of great 
importance to establ'sh a satisfactory formula for mean 
velocity, thousands of such gagings have been made, 
from which values of the coefficients have been deduced. 

Prob. 44. Compute the value of c for a circular masonry con- 
duit 6 feet in diameter which delivers 65 cubic feet per second when ^ 
running half full, its slope or grade being 1.5 feet in 1000 feet. 

Art. 45. Circular Conduits 

Circular conduits are large wood, steel, clay, and cement 
pipes, and sewers and aqueducts of small size which are 
laid in place in the trench. When such a conduit of 
diameter d runs either full or half-full of water, the hy- 
draulic radius r is J^d, and the Chezy formula for mean 
velocity and the discharge are 

v = C'>Jrs q=av 

in which r always has the value J^d and a is either the 
area of the circular section or one-half that area, as the 
case may be. 

The following values of c are for new conduits having 
quite smooth interior surfaces and no sharp bends: 

Velocity in feet per second = 1 
For diameter 3 feet, 
For diameter 4 feet, 
For diameter 5 feet. 
For diameter 6 feet. 
For diameter 8 feet, 



= 1 


2 


3 


4 


6 


10 


= 117 


124 


128 


133 


136 


143 


c = 123 


130 


134 


137 


142 


150 


c = 128 


134 


139 


142 


147 


155 


= 132 


138 


142 


145 


150 




= 137 


143 


148 


151 
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To use this table a tentative method must generally be 
employed, since c depends upon the velocity of flow. 
For this purpose there may be taken roughly 

mean Chezy coefficient c = 125 

and then v may be computed for the given diameter 
slope; a new value of c is then taken from the table 
a new v computed; and thus, after two or three trials, 
the probable mean velocity of flow is obtained. 

For example, let it be required to find the velocity and 
discharge of a semicircular conduit of 6 feet diameter 
when laid on a grade of 0.1 foot in 100 feet. Here r= 
6/4 feet and 

t; = 125 Xj^Vex 0.001 = 4.8 feet per second. 

For this velocity the table gives 147 for c; hence 

t; = 147X3^V0.006 = 5.7 feet per second. 

Again, from the table c = 150, and 

t; = 150 X 3^ VO.006 = 5.8 feet per second. 

This shows that 150 is a little too large; for c = 149.5, v 
is found to be 5.79 feet per second, which is the final 
result. The discharge per second now is 

g = 0.7854X3^X36X5.79 = 81. 9 cubic feet, 

which is the probable flow under the given conditions. 

To find the diameter of a circular conduit to discharge 
a given quantity under a given slope, the area a is to be 
expressed in terms of d in the above equation, which is 
then to be solved for d; thus 
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the first being for a conduit running full and tlie second 

for one running balf full. Here c may be at first taken 

an 125; then d is computed, 

the approximate velocity 

found from v = q/}4-r<P, and 

with this value of a a value 

of c is seleetetl from the 

table, and the computation 

for d is repeated. 

When a circular conduit of diameter d i 
the depth d' (Fig. 30), the wetted perimeter is 




Pig. 50 



filled to 



p = i^vd-\-d arc sin 



2d'~d 



and the sectional area of the water surface is 

a = Udp+(.d'-^d)yld'(d-d') 

From these p and a can be computed, and then r is found 
by dividing a by p. For any slope s the velocity v is the 
greatest when r has its largest value and the discharge q 
is the greatest when a-^r has its largest value. It can 
be shown that the velocity is the greatest when d' = O.Sld 
and that the discharge is the greatest when d' = 0.i)5d; 
also that the discharge is 5 percent greater when d' = 
0.95rf than when the conduit is entirely filled. 

Prob. 45. Compute ilic diameter of & circular couduil for a dis- 
charge of 81.9 cubic feet per second, the conduit running full and 
the slope being 1 fool, in 1000 feet. 

Art. 4(i. Rectangular Conduits 

In designing an open rectangular trough or conduit to 
carry water there is a certain ratio of breadth to depth 
which is most advantageous, liecauso thereby either t 
discharge is the greatest or thf \prsV lawwwV vA ■««*«{ 
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is required for its coQstruction. Let b be the breadth 
and rf the depth of the water section, then the area a is 
bd and tlic wetted perimeter p is b+2d. If the area a is 
given, it may be required to find the relation between 
b and d so that the discharge may be a maximum. If the 
wetted perimeter p is given, the relation between it and 
(/ to produce the same result may be demanded. In both 
cases it can be shown that the breadth is double the depth, 
or b = 2d. This is called the most advantageous propor- 
tion for an open rectangular conduit. 

The velocity and discharge through a rectangular con- 
duit are expressed by the general equations 

v = c-^rs g=av = ca'^rs 

and are computed without difficulty for any given case 
when the coefficient c is known. To determine this, how- 
ever, is not easy, for it is only from recorded experiments 
that its value can be ascertained. When the depth of 
the water in the conduit is one-half of its width,' thus 
giving the most advantageous section, the values of 
for smooth interior surfaces may be estimated by the use 
of the table for circular conduits, although c is probably 
smaller for rectangles than for circles of equal area. 

Prob. 46 A. Compare the discharge of b, trough 1 X3 feet with 

that of two troughs each 1X2 feet. 

Prob. 46 B. Find the size of a trough, whose width is double 
its depth, which will deliver 125 cubic feet per minute when its 
elope is 0.003, taking the coefficient c as 100. 

Art. 47. Kuiter's Formula, 

An elaborate discussion of all recorded gagings of chan- 
nels was made by Ganguillot and Kutter in 1869, from 
which an important emp\riL'a\ ^oyvwwX^j. NNaa AftAwaed for 
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the coefficient c in the Chezy formula t;=cVr«. The 
value of c is expressed in terms of the hydraulic radius r, 
the slope «, and the degree of roughness of the surface, 
and may be computed when these three quantities are 
given. When r is in feet and v in feet per second, Kut- 
ter's formula for the Chezy coefficient c is 

1-811 , .. ^r , 0.00281 

— — +41.65 H — 

n 8 

c=- 



n ( 0.00281 \ 

1+^(41.65+-^) 

in which n is an abstract nimiber whose value depends 
only upon the roughness of the surface. By inserting this 
value of c in the Chezy formula for v, the mean velocity 
is made to depend upon r, s, and the roughness of the 
surface. The following values of n were assigned by 
Kutter to diifferent siufaces: 

n =0.009 for well-planed timber, 

n= 0.010 for neat cement, 

n= 0.011 for cement with one-third sand, 

n= 0.012 for unplaned timber, 

n =0.013 for ashlar and brick work, 

n =0.015 for unclean surfaces in sewers and conduits, 

n= 0.017 for rubble masonry, 

n= 0.020 for canals in very firm gravel, 

n= 0.025 for canals and rivers free from stones and weeds, 

n = 0.030 for canals and rivers with some stones and weeds, 

n =0.035 for canals and rivers in bad order. 

The formula of Kutter has received a wide acceptance 
on account of its application to all kinds of surfaces. 
Notwithstanding that it is purely empirical, it is to be 
regarded as a formula of great value, so that no design 
for a conduit or channel should be completed without 
employing it in the investigation, even if the final con- 
struction be not based upon it. In sewer work it is ex- 
7 
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tensively employed, n being taken as about 0.015. The 
formula shows that the coefficient c always increase) 
with r, that it decreases with s when r is greater than 
3.28 feet, and that it increases with s when r is less than 
3.28 feet. When r equals 3.28 feet, the value of c ia I 
simply I.8U/11. 

Extended tables showing the values of c for different 
values of r and s may be found in the larger treatises on 
hydraulics and also in the American Civil Engineer's 
Pocket Book. But for a single case there is no difficulty 
m directly computing it from the above formula. For 
example, take a rectangular conduit lined with neat ce- 
ment, b = 6.94 feet, <f=0.91 feet, s = 0.0049. Here n= 1 
0.010, and r = 0.697 feet. Inserting all values in the foi- | 
mula, there ia found c= 148. 

Prob. 47. CoDipute the value of C tor a rectaDgular trough ol 
unplaned plank, 3,93 fe«t wide, in which the water is 1.29 feet deep, 
the slope being 0.49 feet in IW feet. ^^_ 

I Art. 48. Ditches and Canals ^^M 

Ditches for irrigating purposes are of a trapezoidal 
section, and the slope is determined by the fait between 
the point from which the water is taken and the place of 
delivery. If the fall is large, it may not be possible to 
construct the ditch in a straight line between the two 
points, even if the topography of the country should per- 
mit, on account of the high velocity which would result, 
A velocity exceeding 2 feet per second may often injure 
the bed of the channel by scouring, unless it be protected 
by riprap or other lining. 

The principles of the preceding articles are sufficient to 
solve all usual problems of uniform flow in such channels 
wieo the vaJues of the Chezy coefficient c are known. 
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These are best dotermined by Kutter's (ormuta. 
example, let it be required to find the discharge for the 
case of Fig. 51, the longitudinal slope s being 0.001, the 
bottom width being 4.5 feet, the depth d being 5.5 feet, 
the aide slope 8 being 45°, 
and the channel being in 
tolerably good order so that n 
in Kutter'a formula is 0.025. 
Here the top width is 15.5 Fig.si 

feet, the section area is 55.0 
square feet, the wetted perimeter is 20.0 feet, and the 
hydraulic radius is 2.75 feet. The value of c as com- 
puted from Kutter'a formula is 71. Then the velocity 
i8ii = cVrs = 3.7 feet per second and the discharge through 
the ditch is g = aw = 203 cubic feet per second. This ve- 
locity is so high that a very finn bed is required to resist 
it, since a velocity of 2 feet per second on the bed moves 
gravel and one of 3 feet per second moves pebbles one 
i«Bh in size. Hence if this problem is one of design the 
bottom width should be increased and the depth of water 
be decreased in order to diminish the velocity and keep 
the discharge at about 200 cubic feet per second. 

A canal is a large ditch to which the above principles 
and methods directly apply. For a navigation canal the 
velocity should be quite small so that boats may not be 
retarded when running against the current. 

Prob. 48. A canal of trapezoidal section is 60 feet wide on Uic 
top, the depth of water is 6 feet, aiid the Bides tnoke angles of 30° 
with the horizontal. Compute the wetted perimeUr, the seetioa 
area, and the hydraulic nuliue. 

Art. 40. Streams and Rivers 

Steady flow in a river channel occurs when the same 
quantity of water passes each section in each unit of time; 
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here the mean velocities in different sections vary in- 
versely as the areas of those sections. Uniform flow is 
that particular case of steady flow where the sections 
considered are equal in area- Non-steady flow occuis 
when the stage of a river is rising or falling. 

No branch of hydraulics has received more detailed 
investigation than that of the flow in river channels, and 
yet the subject is but imperfectly understood. The great 
object of all these investigations has been to devise n 
simple method of determining the mean velocity and dis- 
charge without the necessity of expensive field operationa. 
In general it may be said that this end has not yet been 
attained, even for the case of uniform flow. Of the 
various formulas proposed to represent the relation of 
mean velocity to the hydraulic radius and the slope, 
none has proved to be of general practical value except 
the empirical one of Chezy given in the last chapter, and 
this is often inapplicable on account of the difficulty of 
measuring the slope s and determining the coefficient C. 
The fundamental equations for discussing the laws of 
variation in the mean velocity v and the discharge g are 

v = c->Jrs q=a.c^rs 

where a is the area of the cross-section and r its hydraulic 
radius, and all the general principles of the last chapter 
are to be taken as directly applicable to uniform flow in 
natural channels. Kutter's formula for c (Art. 44) is 
probably the best in the present state of science, although 
it is now generally recognized that it gives too large values 
for small slopes. In using it the roughness factors for 
rivers in good condition may be taken from Art. 44, but 
for bad regimen n is to be taken at 0.03, and for violent 
streams at 0.04 or greater. 

When these formulas arc used to A«s\«Tm.va& the dis- 
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charge of a river, a long straight portion or reach f^ould 
be selected where the eross-aections are as nearly as pos- 
sible iiniform in shape and size. The mdth of the stream 
b then divided into a number of parts and soundings 
taken at each point of division. The data are thus ob- 
tained for computing the area a and the wetted perimeter 
p, from which the hydraulic depth r is derived. To de- 
termine the slope s a length / is to be measured, at each 
end of which bench-marks are established whose differ- 
ence of elevation is found by precise levels. The eleva- 
tions of the water surfaces below these benches are then 
to be simultaneously taken, whence the fall h in the dis- 
tance I becomes known. As this fall is often small, it is 
very important that every precaution be taken to avoid 
error in the measurements, and that a number of them 
be taken in order to secure a precise mean. 

Prob. 49. Which has the greftter discharge, a Btream 2 feet deep 
and 80 feet wide on a. slope of 1 foot per mile, or a stream 3 feet deep 
and 40 feet wide oa a slope of 2 feet per mile? 

Abt. 50. Transpobting Capacitt 
It Is well known that the water of rapid streams trans- 
ports large quantities of earthy matter, either in sus- 
pension or by rolling it along the bed of the channel. It 
is now to be shown that the diameters of bodies which 
can be moved by the pressure of a current vary as the 
square of its velocity, and that their wdghts vary as the 
sixth power of the velocity. 

When water causes sand or pebbles to roll along the 
bed of a channel, it must exert a force approximately 
proportional to the square of the velocity and to the area 
eiqxjsed (Art. IS), or if (/ is the diameter of the body and 
C a constant, the force which is required to move it hori- 
zontally is F=CdV. But if motioa visl w.i:«s^, Vksa^ 
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force is also pruportiunal to the weight of the body, 
because the frictional resistance of one body upon an- 
other varies as the normal pressure or weight. And as 
the weight of a sphere varies as the cube of the diameter, 

it follows that (P=C(Ptf, or d=^Cv^. Now since d voiles 
us i**, the weight of the body, which is proportional to (?, 
must vary as r,; which proves the propoBition enun- 
ciati^d above. Hence an increase in velocity causes far 
greater increase in transporting capacity. 

Since the weight of sand and stones when immersed in 
water is only about one-half their weight in air, the fric- 
tional resistances to their motion are slight, and this helps 
to explain the circumstance that they are so easily trans- 
ported by currents of moderate velocity. It is found by 
observation that a pebble about one inch in diameter is 
rolled along the bed of a channel when the velocity is 
about 3}^ feet per second; hence, according to the above 
theoretical deduction, a velocity five times as great, or 
17J^ feet per second, will carry along stones of 25 inches 
diameter. The following gives velocities in feet per 
second which are required to move the materials stated. 

Bottom Mann 

vdodty VBlocity 

Cloy fit for pottery, 0.3 0.4 

^Sand, Eize of anise seed, 0.4 0.5 ^M 

Gravel, size of pass, 0.6 0.8 ^| 

Gravel, Hize of beans, 1.2 1.6 ^M 

Shingle, about I inch in diameter, 2.5 3.5 ^^1 

Angular stones, about IM inches, 3.5 4.5 

The general conclusion to be derived from these figures 
is that ordinary small, loose earthy materials will be 
transported or rolled along the bed of a channel by ve- 
locities of 2 or 3 feet per second. It is not necessarily to 
be inferred that this movement of the materials is of an 
injurious cature in streams with a fo.(i4 te^\m.en, but in 
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artificial canals the subject b one that demands close 
attention. The velocity of the mo\~ing objects after 
startii^ has been found to be usually less than half that 
of the current. 

Prob. 50. In the early hisloty (tf the earth the motm ms half iU 
present distance from the earth'^ center, laid the tides hoc about 
eight tim^ as high as al prei^Dt. It ie supposod that these tides 
rolled over the low lauds and moved threat rocka froni place to place. 
The highest velocity of aueh a wave is v ' gd, where d is the depth of 
the water. What is the probable weight and aiie of the la^eet rock 
that euch a current would move? 



Art. 51. Steady Non-Uniform Flow 

When the cross-sections of a stream vary in size, as is 
generally the case, and the same quantity of water passes 
through each section in the same time, the condition called 
non-uniform flow arises. The surface slope of the water 
is here not parallel to the bed when the bed has a uniform 
slope, but is usually either concave or convex to the bed. 
These two cases are shown in Figs. 52 and 53, where BB 




Is the bed of the stream which has the uniform Miopo i 
and CC is the slope of the water surface when th<! Hteiuly 
How is uniform. 

The backwatf^r curve aliowii in Mr. TiS occiifH when a 
dam or other obstruction exiHt8 iluwnHtrcam whir)] hait thv 
effect of raising the water lcv<-l, then tin? wutr-r Hiirfacn 
rises io AA and thesurfavcuuivc bccuuicH tanvj^t^^ tM^'^! 
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wlipn d equals D, which may l>e a long distance upatream. 
The backwater curve 13 a fruitful source of litigation 
because it always extends upstream a much greater dis- 
tance than is at first supposed. The down-drop eurve 
shown in Fig. 53 occurs when water is drawn out ot a 
stream or canal for power or irrigation. Here the curve 
is concave to the bed and it becomes tangent to the orig- 
inal surface CC only at a long distance up stream. 



At any point the inclination of the surface c 
bed BB is given by 

_ g v^ — c^di 



e to the 



where d is the mean depth of the water, t the slope of the 
bed, V the mean velocity, c the Chezy coefficient, and_^ 
the acceleration of gravity. When v is equal to oVffi, 
then s=0, and the slope s ia parallel to the bed of the 
stream. When v is less than cVrfi the backwater curve 
of Fig. 52 results. When v is greater than c Vrfi the drop 
down curve of Fig. 53 results. 

A very curious phenomenon which sometimes occura 
in shallow channels is that of the so-called "jump," as 
shown in Fig. 54. This happens when the denommator 
in the above formula is 
zero; then s is infinite, 
and the water surface 
stands normal to the bed. 
Placing that denominator 
equal to zero, there is 
found D,=(fd. Above the jump where the depth is di 
the velocity is slightly greater than Vffrfi, and below 
it is less than Vffrfs. The slope i of the bed must 
be greater than g/c° in order that the jump may 
occur. Tie height di— di langea hom twice to four 
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times the depth di antl is rarely aa large as one or two 
feet. 

A more striking case of a vertical water front is seen 
■\fhen a targe body of water moves down a canon after a 
heavy rainfall, or when a reservoir bursts and allows a 
large discharge to suddenly escape down a narrow valley 
(Fig. 55). In the great flood of 1889 at Johnstown, Pa., 
such a vertical wall of water 
variously estimated at from 10 
to 30 feet in height, moved down 
the valley, carrying on its front 
brush and logs mingled with 
spray and foam. In 41 minutes it tra^ eJed a distance of 
13 miles down the descent of 380 feet; the velocity was 
hence about 28 feet per second. The theoretic velocity 
being f='^gd, the value of d found from this equation 
is 24 feet. 

The tidal bore, which occurs in many large rivers when 
the tide flows in at their mouths, obeys similar laws. The 
great bore at Hangchow, China, which occurs twice a 
year, is said to travel up the river at a rate of from lU to 
13 miles per hour, the height of the vertical front being 
from 10 to 20 feet. From v^-^gh, the velocity corre- 
sponding to a depth of 10 feet is 12.6 miles per hour, while 
that corresponding to a depth of 20 feet is 17 miles per 
hour, so that the statements have a fair agreement with 
the theoretical law. 

Prob. 51 A. Bidone, who was the first to make experiments on 
the jump, found for vi =.^.59 feet per second and rfi =0.208 feet, that 
the depth d, wns 0.613 feet. The jump fonnuia being da = 2 V'jii'iV2?, 
compute the theoretic depth rfi. 

Prob. 51 B. A stone weighing 0.5 pounds is moved by a current 
of 3 feet per second; what is, the weight of a stone which will be 
moved by u current of 9 feel per seoimd? 
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Direct Methods 




Some of the most important practical problems of 
Hydraulics are those of the measurement of the amount 
of water dischai^ed in one second by an orifice, pipe, con- 
duit, or river. When the dischai^ is quite small s. very 
precise way is to catch it in a barrel which is set on I 
platform of a weighing scale and thus ascertain the weight 
which is delivered in a given time, from which by Art. 3 
the total volume can be computed, and then the discharge 
per second Is equal to this volume di\'ided by the numbff 
of seconds elapsed during the experiment. A laifer 
quantity may be measured in a rectangular tank, the 
section area of which is accurately known ; here the hei^t 
of the water surface u 
not«d s.t the banning 
and end of the experi' 
ment, and the volufflC 
is then found by multi- 
plying the area by tlie 
difference of the tW 
heights. 

Large quantities ot 
water are sometimes 
measured in the reser- 
voir of a city supply. 
A precise contour map of the reservoir being made (Fig. 
.Ml), the volume between successive^ contour planes ia 
i-iifijpiitvd. 'J'lieii !ia t.l\e wiv\fT enVcYft.XXvc Wv^^t of the 
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*UHace is determined at regular intervals of time, and 
irom these data the discbarge into the reservoir can be 
^^omputed. 

The height of the water level may be read on a fixed 
Scale board, or a glass gage tul)e may l>e set upon which 
the height of the water surface aliove the orifice can Ik' 
lead at any time during the exiJoriment (Fig. 57). An- 
other method is to have a 
float on the water surface, 
the vertical motion of which 
is communicated to a cord 
passing over a pulley, so that 
readings can be taken on a 
Scale as the weight at the 
lower end of the cord moves "*' '" 

up or down. For very many cases, however, these metho<)R 
are not sufficiently precise, and the hook gage is then used. 
A hook gage consists of a rod at the lower end of which 
is a hook which can be raised or lowered mitil its Hhurp 
point is at the water level (see Fig. W)). Just liefore the 
point of the hook pierces the skin of the wat*r (Art. 2) a 
pimple or protuljerancp b seen to rise alwve it. The hook 
is supported by a graduated rod upon which readings can 
be taken, by help of a vernier, to thousandtha of a foot. 

Another method of gajpng is by making measurements 
on the velocity of the water, from which and the known 
section areas the discharge can be computfrd. The prin- 
cipal ways of meaeturing thfi v<-lociti<^s of Rowing wal^r 
will be briefly described in the following pagcH. While 
this method is only partially direct, it ii; one which mu.4t 
necessarily be used when largtr ((uantities are involved. 

Water measurement by means of weirs is an indirect 
method, since it depends upon cfieffirientfl which h&vft 
heen egtahlabetl thrrnigh dirf-ct Rftpn^f^. ^viX. ■»»?*». 
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efficients are so much more accurately known than those 
of orifices, conduits, and streams that the errors in them 
may be regarded as very small. Moreover, weirs may 
be used for both small and moderately large quantities of 
water and when once built the expense of taking the nec- 
essary readings is not great. Weirs are generally used 
in tests of hydraulic motors for measuring the water that 
flows through them. 

The miner's inch is a unit of water measurement used 
in mining operations in the western part of the United 
States. It may be roughly defined to be the quantity of 
water which will flow from a vertical standard orifice one 
inch square, when the head on the center of the orifice is 
OJ/^ inches. From Art. 26 the coefficient of discharge is 
seen to be about 0.623 and accordingly the actual dis- 
charge from the orifice in cubic feet per second is g = 
yi44 X 0.623 X 8.02 V6.5/12 = 0.0255 and the discharge in 
one minute is 60X0.255=1.53 cubic feet. The mean 
value of one miner's inch is therefore about 1.5 cubic feet 
1^ \(,>per mmt^e. The actual value, however, varies in different 
states. In California 40 miner's inches make one cubic 
foot per minute, in Colorado 38.4 is the equivalent, while 
in other states it is 50. The miner's inch as a unit for 
water measurement is awkward and confusing, and it is 
greatly to be desired the cubic foot per second should 
always be used. 

Prob. 52 A, Water flows from an orifice uniformly for 89.3 sec- 
onds and falls into a barrel on a platform weighing scale. The 
weight of the empty barrel is 27 pounds and that of the barrel and 
water is 276 pounds. What is the discharge of the orifice in gallons 
per minute, when the temperature of the water is 62° Fahrenheit? 

Prob. 52 B. Let the areas within the contour curves AB and 
CD in Fig. 56 be 84 320 and 79 624 square feet, their vertical dis- 
tance apart being 5 feet. Also let the area of the contour half-wav 
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AB and CD be S2 130 sqiui^ r«-l. 
feet included bctnrtn AB and CD. 
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Art. 53, Standard Wsirs 

?ir is a notch in the top of the vertical aide of a 

: I or reser\'oir 

1 which water 
The notch is 

ly rectai^ular, 

e word "weir" 

: used to desig- 

a rectangular 

jnless otherwise 

d, the lower 

f the rectangle 

ruly horizontal, 

I sides vertical. 

?er edge of tbe 

le is called the "crest" oftthe weir. In Fig. fi8 is 

the outline of the most usual form, where the ver- 
tical edgea of the notch 
are sufficiently removeil 
from the sides of the retu 
ervoir or feeding canal, 
eo that the Bidea of the 
stream may be fully con- 
tracted; thin is called a 
weir with end contrac- 
tions. In the form of 
Fig. j>9 the cdg<» of t\w 
notch arc cuinridcnt 
with the Hides of the 

canal, so that the filaments of water along tbe 

m over without being deflected ttwa \Va N-ee^*. 
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planes in which they move; this is called a weir without 
end contractions, or with end contractions suppressed. 

It is necessary in order to make accurate measurements 
of discharge by a weir that the same precaution should be 
taken as for orifices (Art. 21) ; namely, that the inner edge 
of the notch shall be a definite angular comer so that the 
water in flowing out may touch the crest only in a line, 
thus insuring complete contraction, as in Fig. 60. In 
precise observations a thin metal plate will be used for a 
crest, while in conunon work it may be sufiScient to have 
the crest formed by a plank of smooth hard wood with 
its inner comer cut to a sharp right angle. 

Weirs are extensively used for measuring the discharge 
of small streams, and for determining the quantity of 
water supplied to hydraulic motors; the practical im- 
portance of the subject is so great that numerous experi- 
ments have been made to ascertain the laws of flow, and 
the coefficients of discharge. Since the head on the crest 

P of a weir is small, it must be 

^ ^ ^ ^^g^^^ determined with precision in 

^^^^^^^Q order to avoid error in the 

5^^^^^^^ computed discharge. The 

^z^'Z~:=E}r^=\ hook gage, seen in Fig. 60, 

Pig 60 is generally used for accurate 

work. For rough gagings of 
streams the heads may be determined by setting a post 
a few feet upstream from the weir and on the same level 
as the crest, and measuring the depth of the water over 
the top of the post by a scale graduated to tenths and 
hundredths of a foot. 

The head H on the crest of the weir is in all cases to be 
measured several feet upstream from the crest, as indi- 
cated in Fig. 60. This is necessary because of the curve 
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•'^■fcen by the surfare of Ibe water in approarhing the weir, 
''^^^ distance to which this rorve extends baek froax the 
p'^st of the weir depends upon many cirrumstances, but 
''' is generally con^dered that perfectly levH water will 
^ Jound at 2 or 3 feet baek of the crest for ao&U weirs, 
^'i*^ at 6 or 8 feet for ver>- targe wrirs. It is de^rable 
5*^t the hook should be placed at least one foot from the 
^^«8 of the feeding canal, if possible. 

^t^b. 53 A. If a feeding canal 3.5 ftet wide discharges 12 cubic 
^^"t per Becood when the water is 2.1 feet deep, what is the mean 
*^locity of flow? 

I'rob. 5S B, A hook gage reada 0.207 feet when its point is at 
'^^ level of the crest of a weir. WJiat ia the head H when the 
''^t*.t«r level ia read as 0.631 feet? 

Abt. 54. Discharge oveb a Weir 
For a weir with end contractions (Fig. 58) wliich has 
^lie length ii and on whose crest the head ia // (Fig. (10), 
^lie theoretic discharge is found from the second fonnula 
<^f Art. 2G by making hi^Oand ki = H. Then 

^nd introducing the coefficient of discharge e, 

q=c.%Al2g.bH^ (M) 

Is the formula for computing the actual di»charg4i. 

The following table gives valuttt of tlic coeflI<:lRlit e to 
"he used for contracted weir (Fig. 58) in tli« alx^ve fortflula, 

Length of crest in feet, b - Om I 2 :t A Ml 

For//=0-lfM<, e-UJi32 liJm ItJUO DfiWi «Jifa 0M6 

For W=0,I3 feel. e- JilV Jm JKU MIH jMt) Ml 

For/f=02(«i, €- «II ^IS JOM MO Mt ^Wi 

For «=0.25 feet, e- iXM MZ i»3l Mt M» JBM 

03 ha, e- mt jm Ai« m» xat 

ff-0.4tt>et, e- JM mi MH M* AtH 

ff-Atbmt, e- Sm im 



For 
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As an exnmpie of the iise of the formula and table, le?'^ 
it Ik rpquircti to find the discharge per second over —^ 
coiitraeted weir 4 feet Inug when [he head II is 0.457 fcct^^^^ 
From the tiible the eoofScicnt of discharge is 0.614 fo^^ 
/f = 0.4 and 0.60«5 for H = 0.6, which gives about 0.61!^^ 
when if = 0.457. Then the discharge per second is 

q=0.612X%X8.02X4X0.457^=4.O4 cubic feet. 

Weirs without end contractions (Fig. 59) have a dis- " 
charge from 1 to (1 percent greater than contracted weirs, 
the greatest differences being when the length b is short. 
For very long wsirs the discharges of the two kmd of 
weirs are practically equal. For precise measurements 
of discharge, weirs with end contractions are always pre- 
ferred, and velocity of approach is to be taken int« 
account in the computation in the manner described in 
Merrinaan's Treatise on Hydraulics. 

Prob. 54 A . Find from the table the coefficient of discharge for 
a contracted weir 2.5 feet long, when the head on the crest is 0.237 
feet. 

Prob. 54 B. Compute the discharge for a contracted weir 5 feet 
long when the bead on the crest is 0.268 feet. ^^h 

Art. 55. Othbr Weir Formulas ^^| 

J. B. Francis made in 1854 extensive experiments on 
weirs and deduced the following formulas for discharge. 
These formulas, although derived from large weirs, are 
extensively used, when approximate results are alone re- 
quired, for weirs of length greater than 4 feet and heads 
greater than 0.4 feet. The length b and the head H being 
expressed in feet, and the dischai^e in cubic feet per sec- 
onii, the formula for weirs with end contractions is 

« = 3.33(b-0.'iH'^tf^ 
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^*tl that for weirs without end contractions is 
5 = 3.336ff^ 

■^^te the number 3.33 is ?^ c V2y where c is the true co- 
^^■cient of discharge. The 88 experiments from which 
"*ia number was deduced show that the coefficient 3.33 
**it,ually ranged from 3.30 to 3.3(5, so that the use of the 
'CiJTnula may perhaps give an error of one percent in the 
"^^^inputed discharge. 

A waste weir is a rectangular notch in the top of a dam 
^''tiich allows the surplus water to escape. Waste weirs 
•Jsually have wide and rounded crests. The formula 

is employed for these, the value of m ranging from 2.,"j 
to 4.0. When the crest is narrow and the front vertical 
M is 3.33, as in Francis' formula. When the crest is about 
3 feet wide and level, with an inclined approach back of 
it, M is about 3.01, This formula is al-so used for finding 
the approximate discharge of a stream across which a 
dam has been built. For this purpose the proper coeffi- 
cient must be selected from records of experiments which 
are found in more extended treatises on hydraulics. 

Triangular weirs are sometimes used for the measure- 
ment of small quantities of water, the arrangement being 

shon-n in Fig. 61. Such i y , . 

a weir must have sharp ^ ^~^ ^^ ! 

inner comers, so that the \-ti^ \ 

stream may l>e fully con- \/ .{ 

tract«l, and the .sides ' 

should have equal f lopes. "' 

and the angle at the vertex should l>e a right angle. The 
depth of water above thiw lower vertex is to be meaimred 
hy & book gage in the usual maniveT aV, a, "p*>vev\. fUN^ii. 
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feet upstream from the notch. The formula for the dis- 
charge is g = 2.53//* in which H must be in feet and q is 
in cubic feet per second. 

Trapewjidal weirs (Fig. 62) are sometimes used instead i 
. ( of rectangular ones. Tbe ^ 

^^^^^^^^^^^^mmh/ slope of the sides should 

\ — — = ^ — =" f-^ ~ -^ =.-^ and the other arrai^ 
<=-■ ' . ' menta as in the weir with 

end contractions. The 
formula for the dis- 
charge is q=3.3Q7bH^ in which b b the length of the erest 
in feet, // being in feet and q in cubic feet per second- 

Prob. 55 A. For a weir with end contractiona 6=7 feet anJ 
H =0.457 feet. Compute the dischai^ by Franoie' fonniilaa. 

Prob. 55 B. Compute the discharges through a triaDgular neit 
when ff = 1 foot and H=2 feet. 

»Abt. 56. Wateb Meters 
MeterB used for measuring the quantity of water sup- 
plied to a house or factory are of the displacement type; 
that is, as the water passes through the meter it displaces 
or moves a piston, a wheel, or a valve, the motion of which 
is communicated through a train of clock wheels to dials 
where the quantity that has passed since a cert^n time 
IB registered. There is no theoretical way of determining 
whether or not the readings of the dial hands are correct, 
but each meter must be rated by measuring the discharge 
in a tank. Several meters may be placed on the same 
pipe line in this operation, the same discharge then pass- 
ing through each of them. When impure water passes 
through a meter for any length of time, deposits are liable 
to impair the accuracy of i^s reaiWu^'s, s.tvd hence it should 
Jbe rerated at intervals. 
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The piston meter is onp in which the motion of the 
water causes two pistons to move in opposite directions, 
the water leaving and entering the cylinders by ports 
which are opened and closed by alide valves somewhat 
similar to those used in the steam-engine. The rotary 
meter has a wheel enclosed in a case so that it is caused 
to revolve as the water pases through. The screw meter 
has an encased helical surface that revolves on its axis 
as the water enters at one end and passes out at the other. 
The disk meter has a wabbling disk so arranged that its 
motion is communicated to a pin which moves in a circle. 
In all these, and in many other forms, it ia intended that 
the motion given to the pointers on the dials shall be pro- 
portional to the volume of water passing through the 
meter. The dials may be arranged to read either cubic 
feet or gallons, as may be required by the consumers. 

The Venturi meter, named after the distinguished 
hydraulician who first experimented on the prmciple by 
which it operates, was invented by Herschel in 1S87. 
Ilg. 63 shows a horizontal pipe having an area ai at each 




end, and the central part contracted to the area Oj, with 
two small piezometer tubes into which the water rises. 
When there is no flow, the water stands at the same level 
in these two columns, but when it is in motion, the heights 
of these columns aboVLi tlie axis of the pipe are Ai and hi. 
Let Vi and Vt he the mean velocities in the two cross-sec-^ 
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tions. Then by Art. 24 the effective head in the upper 
section is hi+vi*/2g, and that in the small section is 
h2+Vi^/2g; if there be no losses caused by friction, these 
two expressions must be equal, and hence by the theorem 
of Art. 20, V2^-Vi^=2g(hi-h2). Now let Q be the dis- 
charge through the pipe, or Q = aiVi and also Q=(iiVi» 
Taking the values of vi and t^ from these, inserting them 
in the above equation, and solving for Q, gives 



^= V^7=^ V2(,(A.-/t.) 



which may be called the theoretic discharge. Owing to 
frictional losses which occur between the two cross-secr 
tions, the actual discharge q is always less than Q, or q= 
cQ, in which c is a coeflScient whose value generally lies 
between 0.95 and 0.99. 

The two water colunms shown in Fig. 63 may be led 
to a mercury gage where the difference hi—hz is shown 
by the difference in level of the mercury columns. But 
usually in practise an automatic recording apparatus is 
employed, a pointer carrying a pen being moved as the 
difference hi — h2 varies, so that the actual discharge q at 
every instant is recorded on a paper dial. The Venturi 
meter is used for measuring the discharge through pipes 
two inches or more in diameter, the largest meters of this 
type yet imdertaken being those for the new Catskill 
water system of the city of New York. Each of these 
meters has a capacity of 650 000 000 gallons per day, 
the diameter of each end of the meter tube being 210 
inches, while that at the contracted section is 93 inches. 

Prob. 56. A 12-inch pipe delivers 810 gallons per minute through 
a Venturi meter, a^ being one-ninth of ai. Compute the mean ve- 
locities in the sections ai and 02. If the pressure-head in oi is 21.4 
feet, compute the pressure-head in oi. 
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^^ ^About 1750 the French hydraulic engineer Pitot in- 

r "Vented a device for measuring the velocity in a stream by 

I means of the velocity-head which it will produce. In its 

simplest form it consists of a bent tube, the mouth of 

which is placed so as to directly face the current (Fig. 

G4). The water then rises in the vertical part of the tube 




to a height k above the surface of the flowing stream, and^ 
this height is equal to the velocity-head v^/2g, so that 
the actual velocity v is in practice approximately equal 
to ■^2gh. As constructed for use in streams, Pitot's appa- 
ratus consists of two tubes placed side by side with their 
submerged mouths at right angles, so that when one is 
opposed to tJie current, as seen in Fig. 65, the other 
stands normal to it, and the water surface in the latter 
tube hence is at the same level as that of the stream. Both 
tubes are provided with cocks which may be closed while 
the instrument is immersed, and it can be then lifted 
from the water and the head h be read at leisure. It is 
found that the actual velocity is always less than ■^2gk, 
and that a coefficient must be deduced for each instru- 
ment by moving it in still water at known velocities. 

In 1SS8 Freeman made experiments on the distribu- 
tion of velocities in jets from nozzles, in which an im- 
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proved form of Pitot tube was used. The poiut of the 
tube facing the current waa the tip of a stylographic pen, 
the diameter of the opening being about 0.006 inch. This 
point waa introduced into different parts of the jet and 
the pressure caused in the tube was naeasured by a Bour- 
don pressure gage reading to single pounds. The ve- 
locities of the jets were high, often over 50 feet per second. 
He concluded that any velocity as detennined by the 
tube was smaller than that computed from v= V2gft by 
less than one percent. This investigation established the 
fact that the Pitot tube is an instrument of great pre- 
cision for the measurement of high velocities. 

Prob. 57. Consult Engineering News, May 4, 1911, and ascer- 
tain how a Pilot tube may be ueed to determine the speed of a boat 

Art. 58. The Cureent Meter 
In 1790 the German hydraulic engineer Woltmann 
invented an apparatus for measuring the velocity of flow- 
ing water which was later improved and is now exten- 
sively used for gaging streams and other open channels. 
This meter is like a windmill, having three or more vanes 
mounted on a spindle and so arranged that the face of 
the wheel always stands normal to the direction of the 
current, the pressure of which causes it to revolve. The 
number of revolutions of the wheel is approximately 
proportional to the velocity of the current. In the best 
forms of this instrument the number of revolutions made 
in a given time is determined and recorded by an appa- 
ratus placed near the observer on a bridge, in a boat, or 
elsewhere. In these forms an electric connection is made 
and broken at every fifth revolution and a dial on the 
recording apparatus affected. By means of a telephone 
receiver the making and breaking of the circuit can be 
made audible to the observer, who in such case simply 
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kieeps count of the number of clicks and observes on a 
stop-watch the time elapsed during a given number of 
revolutions. 

A current meter cannot be used for determining the 
velocity in a small trough or channel, since the introduc- 
tion of it into the cross-section would contract the area 
and cause a change in the velocity of the flowing water. 
In large conduits, canals, and rivers it is, however, a con- 
venient and accurate instrument. By simply holding it 
at a fixed position below the surface, the velocity at that 
point is found; by causing it to descend at a uniform 
rate from surface to bottom, the mean velocity in that 
vertical is obtained; and by passing it at a uniform rate 
over all parts of the cross-section of a channel, the mean 
velocity v can be directly determined. For velocities 
greater than 5 feet per second, the use of the current 
meter is very diflBlcult. 

To derive the velocity of the water from the number of 
recorded revolutions per second the current meter must 
first be rated by placing it on a car which is pushed at 
a known velocity through still water. The best place 
for doing this is in a pond or navigation canal, where the 
water has no sensible velocity. It is found that the 
velocity of the car is not exactly proportional to the 
recorded number of revolutions, but is usually expressed 
by the equation V = a+bn where V is the velocity and 
n the nimiber of revolutions per second, and a and b are 
constants which differ for different conditions. 

Prob. 58. For velocities of 0.7 and 4.2 feet per second the num- 
ber of revolutions per second of the wheel of a current meter were 
found to be 0.5 and 2.0. Find the constants a and b in the equation 
y=o+6n. 
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Art. 59. Gaging of Streams • 

For any orifice, tube, conduit, or stream let a be the 
area of the cross-section and v the uniform velocity, then 
the discharge is g = at; ; hence, if a and v can be found by 
measurement, q is known. In fact, however, the velocity 
varies in different parts of a cross-section, so that the 
determination of v cannot be directly made. Yet there 
always is a certain value for v, which multiplied into o 
will give the actual discharge q, and this value is called 
the mean velocity. 

In the case of a stream or open channel the velocity is 
much less along the sides and bottom than near the 
middle. A rough determination of the mean velocity 
may be made, however, by observing the greatest surface 
velocity by a float, and taking eight-tenths of this for the 
approximate mean velocity. Thus, if the float requires 
50 seconds to run 120 feet, the mean velocity is about 
1.9 feet per second; then if the cross-section be 820 
square feet, the discharge is 1560 cubic feet per second. 

A common method of finding the discharge of a stream 

is to subdivide the cross-section into parts and determine 

their areas ai, 02, etc., 

the sum of which is 

the total area a (Fig. 

66). Then, if vi, V2, 

etc., are the mean 

velocities in these 

areas as determined by observations, the discharge of 

the stream is , . , x 

q = aiVi+a2V2+a3Vz+etc, 

Here the mean velocities may be roughly found by ob- 
serving the passage of a surface float at the middle of 
each subdivision and multiplying this surface velocity by 




Fig. 66 



Art. 59 
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0.86. By the use of a current meter, passing it down and 
Up through the middle of each subdivision, much closer 
"Values jnay be determined. When q has been computed, 
the mean velocity v may be derived from v = q/a. 

G^es for reading the stages of water are now set up 
on many rivers, and daily observations are taken. Such 
a gage is usually a vertical board graduated to feet and 
tenths and set if possible with its zero below the lowest 
known water level. Another form is the box-and-chain 
gi^e, which consists of a box fastened on a bridge with a 
graduated scale within it and a chain that can be let down 
to the water level; the length of the chain being known, 
the gage height can then be read from the scale. Such 
observations of the daily stage of a river are of great 
value in planning engineering constructions, and they are 
now made at many stations by the United States govern- 
ment. An approximate rule for the variation in velocity 
and discharge with small chaises in depth is the follow- 
ing: when the mean depth changes 1 percent the mean 
velocity changes 0.5 percent and the discharge changes 
1.5 percent. 

When several measurements of the discharge of a 
stream have been made for different stages of water, a 



curve may be drawn to show the law of variation of dis- 
charge, and from this curve the dischai^e corresponding 
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to any given stage of water may be approximately ascer- 
tained/ Fig. 67 shows the actual discharge curve for tie 
Lehigh River at Bethlehem, Pa., the ordinates being the 
heights of the water level as read on the gage, and 
the abscissas being the discharges of the river in cubic 
feet per second. Each station on a river has its 
own distinctive discharge curvej for the local topo- 
graphy influences the heights to which the water level 
will rise. 

Prob. 59 A. A stream ot 4 feet mean depth delivers 800 cutiio 
feet per second. What will be the discharge when the depth ii 
decreased to 3.87 feet; what will be the velocity when the depths 
4.12 feet? 

Prob. 59 B. A circular conduit pipe, 3 feet in diameter, is diridad 
into three parts by concentric circles whose diameters are 1 and 3 
feet. The mean velocitiei) in the three parta are found to be 6:^ 
4.8, and 3.0 feet per second. Compute the diBcharge and mesD 
velocity. 

Art. 60. Velocities in a Cross Section 

By means of the Pitot tube and the current meter 
velocities in diiTerent parts of many cross-sections have 
been measured. At the contracted section of a jet from 
an orifice all the velocities are found to be equal to the 
velocity due to the head. For a pipe the greatest velocity 
ia found to be at the center and the least along the cir- 
cumference of the cross-section, while the mean velocity 
is about 84 percent of that at the center. Hence a Pitot 
tube with its tip at the center of the pipe will determine a 
fair value of the mean velocity. 

For a conduit or aqueduct running partly full, the 
greatest velocity is near the middle of the section hut 
some distance below the surface, while the smallest 
velocities are at the sides and along the bottom. Dia- 
grams showing the distribution for large aqueducts may 
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^« Been in Merriman's Treatise on Hydraulics, Nintli Edir 
^ion, page 310. 

Id Fig. 68 there is shown at A a cross-section of a stream 
*Vith contour curves of equal velocity; here the greatest 
V-elocity is seen to be near the <ieepe3t part of the section 
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A short distance below the surface. At B is shown a plan 
of the stream with arrows roughly representing the sur- 
face velocities; the greatest of these is seen to be near 
the deepest part of the charmel, while the others dimin- 
ish toward the banks, the curve showing the law of varia- 
tion resembling a parabola. At C is shown by arrows^ 
the variation of velocities in a vertical line, the smallest 
being at the bottom and the largest a short distance below 
the surface; concerning this curve there has been much 
contention, but it ia commonly thought to be a parabola 
whose axis is horizontal. These are the general laws of 
the variation of velocity throughout the eroaa-section; 
the particular relations are of a complex character, and 
vary so greatly in channels of different kinds that it 
difficult to formulate them The ratio of the mean 
locity to the maximum surface velocity in a river is usually 
about 0.80. The ratio of the mean velocity in any ver- 
tical to the surface velocity in that vertical i. 
about 0.86. By measuring the velocity at the mid-depth 
in any vertical a very close approximation to the mean 



I 



I 



124 MEASUBEMENT OF WATER Ch. 6 

velocity in that vertical is obtained. A wind blowing 
upstream decreases the surface velocities and one blow- 
ing down stream increases them, without materially 
affecting the mean velocity. 

Prob. 60 A. A stream 60 feet wide is divided into three sections, 
having the areas 32, 65, and 38 square feet, and the surface veloci- 
ties near the middle of these sections are foimd to be 1.3, 2.6, and 
1.4 feet per second. Compute the approximate discharge and mean 
velocity. 

Prob. 60 B, When there is a bend in a stream, at what part of 
the cross-section is the water the deepest? 

Prob. 60 C. What should be the length of a waste weir in order 
to cany one inch of rainfall per hour in a watershed of 3 square 
milesy the head on the crest <^ the weir being 2.5 feet? 
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Chapter 7 

HYDRAULIC MOTORS 

Art. 61. Efficiency of a Motor 

A hydraulic motor is an apparatus for utilizing the 
energy of a waterfall. It generally consists of a wheel 
which is caused to revolve either by the weight of water 
falling from a higher to a lower level, or by the dynamic 
pressure due to the change in direction and velocity of a 
moving stream. When the water enters at only one 
part of the circumference, the apparatus is called a water 
wheel; when it enters around the entire circumference, 
it is called a turbine. The efficiency of a motor is the 
ratio of the work actually utilized to the theoretic energy. 
When the efficiency e is unity all of the theoretic energy 
is utilized, when e is zero none is utilized. Thaefficiency 
of hydrauUc motors may range from 0.25 to 0.95; that is, 
the work actually performed by them may range from 
25 to 95 percent of the theoretic energy of the waterfall. 

When a weight of water W falls in each second through 
the height A, or when it is delivered with the velocity r, 
its theoretic energy per second is 

K = Wh or K = Wv'/2q 

• 

The actual work per second equals the theoretic energy 
minus all the losses of energy. These losses may be di- 
vided into two classes: first, those caused by the trans- 
formation of energy into heat; and second, those (lu(! to 
the velocity vi with which the water leaves the wh(»el. 
The first class includes losses in friction, and 1()hhc»s in 
foam and eddies. I^et the loss of work due to this b(; 
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Wh', in whicli A' is the head lost by these causes. The 
sM^'coml I0S.S is due merely to the fact that the departing 
water carries away the energy W.v^/2g. The wor^ 
second imparted by the water to the wheel then is i 

and ilividing this Iiy the theoretic energy, the efficiency if 

e=\-k'/h-vi^/2gh 

This formula is the basis of all discussions on the theory 
of water wheels and motors. It shows that e can only 
iK'Come unity when A' = and V\=0, and accordingly the 
two following fundamental conditions must be fulfilled 

in order to secure high efficiency: 

1. The water muat enter and paaa through the wheel without 
losing energy in friction and foam. 

2. The water must reach the level of the tjiil race without 
absolute velocity. 

These two requirements are expressed in popular lan- 
guage by the well-known maxim "the water should enter 
the wheel without shock and leave without velocity," 
Here the word "shock" means that method of introduc- 
ing the water upon the wheel which produces foam and 
eddies. It is the constant aim of designers to ao arrange 
wheels as to avoid these losses and thus render the effi- 
ciency as high as possible. 

Ptob. 61. A wheel nainir 70 cubic feet ot water per minute under 
a head of 12.4 feet has an efficiency of 63 percent. What effective 
horse-power does it deliver? 

Art. G2. Overshot Wheels 

In the overshot wheel the water acts largely by ita 
weight. Fig. G9 shows an end view or vertical section, 
where h is the total full frurn the surface of the water in 
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the head race or flume to the surface in the tailrace 
This total fall may be divided into three parts: that in 
which the water is filling the buckets, that in which the 
water is descending in the filled buckets, and that which 
remains after the buckets are emptied. Let the first of 
these parts be called k,, and the last'/ii. In falling the 




distance ha the water acq uire s a velocity v^ which is 
proximately equal to V^ff/ip, and then, striking the 
buckets, this is reduced to u, the tangential velocity of 
the wheel, whereby a loss of energy in impact occurs. It 
then descends through the distance h—h^—hi, acting by 
its weight alone, and finally, dropping out of the buckets, 
reaches the level of the tail race with a velocity which 
causes a second loss of energy. Let k' be the head lost 
in entering the buckets, and let vi be the velocity V2gA' 
with which the water reaches the level of the tail race. 
Then the hydraulic efficiency of the wheel is given by the 
general formula in the last article. It may be shown, aa 
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in Treatise on Hydraulics, that when the whetl revolves 
at the most advantageous velocity k' equals J^,. Then 



e=l-l4K/h-hi/k 
a the maximum efficiency of the overshot wheel. 



iC^ 



This investigation shows that one-half of the entran< 
fall A, and the whole of the exit fall h, are lost, and it is 
hence plain that in order to make c as lai^e as possible 
Ijoth kg and hi should be as small as possible. The fall 
ft, is made small by making the radius of the wheel lai^, 
but it cannot be made zero, for then no water would enter 
the wheel; it is generally taken so as to make the angle 
flj about 10 to 15 degrees. The fall Ai is made small by 
giving to the bucketji a form which will retain the water 
as long as possible. The practical advantageous velocity 
of the overshot wheel is found to be about OAVg, and its 
efficiency is found to be high, ranging from 70 to 90 per- 
cent. In times of drought, when the water supply is low, 
and it is desirable to utilize all the power available, its 
efficiency is the highest, since then the buckets are but 
partly filled and hi becomes small. Herein lies the great 
advantage of the overshot wheel; its disadvantage is in 
its large size and the expense of construction and main- 
tenance. 

Prob. 62. Estimate the horae-power and efficiency of on over- 
shot wheel which uaea 1080 cubic feet of water per minute under a 
head of 26 feet, the dimneter of the wheel being 23 feet, and the 
wa1«r entering 15° from the top and leaving 12" from the bottom. 

Art. 63. Breast and Undershot Wheels 

The breast wheel is applicable to small falls, and the 
action of tbe water is partly by impulse and partly by 
weight. As represented in Fig. 70, water from a reser- 
voir is admitted through an orifice upon the wheel under 
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the head h^ with the velocity v^; the water being then 
confined between the vanes and the curved breast acts 
by its weight through a distance Aj, until it is released at 
the level of the tail race and departs with the velocity u, 




which is the same as that of the circumference of the 
wheel. The total energy of the water being Wk, the 
work of the wheel is eWh, if e be its efficiency. Owing to 
leakage and to the larger loss in impact, the efficiency of 
the breast wheel is materially less than that of the over- 
shot, and usually ranges from 50 to 80 percent. 

The common undershot wheel has plane radial vanea 
and is set in a flowing stream so that the water enters and 
leaves almost in a horizontal direction. When v is the 
velocity of the entering water and u that of the circum- 
ference of the wheel the dynamic pressure developed 
(Art. IS) is W{ii~u)/g and the work done per second is 
Wu{v—u)g. This expression has its greatest value when 
u = y%), so that the maximum work is }/^Wi?/'2g and the 
greatest efficiency is 3-^. Experiments show that the 
advantageous velocity is about QAv instead of O.Sk, and 
that the efficiency ranges from 0.25 to 0.40, 
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Prob. 63. Eetiinate the horse-power that con be obtaJDod from 
an underghot wheel with plimc radial vanea placed iu a stream having 
a mean velocity of 5 fe*t per second, the width of the wheel being 
15 feet, its diameter S feet, and the maximum immersion of the vanes 
being 1.33 feet. 

Art. 64. Vertical Impulse Wheels 

A vertical wheel having small vanes againat which 
the water is deliveretl from a nozzle, is often called an 
impulse wheel, or a "hurdy-giirdy" wheel. The I'elton 
wheel, the Cascade wheel, and other forms can be pur- 
chased in several sizes and are convenient on account of 
their portability. Fig. 71 shows an outline sketch of 
such a wheel with the vanes 
somewhat exaggerated in 
size. The simplest vanes are 
radial planes as at A, but 
these give a low efficiency. 
Curved vanes, as at B, are 
generally used, as these cause 
the water to turn backward, 
opposite to the direction of 
the motion, and thus to leave 
the wheel with a low abso- 
lute velocity. In the plan of the wheel it is seen that the 
vanes may be arranged so as also to turn the water side- 
wise while deflecting it backward. The experiments of 
Browne show that with plane radial vanes the highest 
efficiency was 40.2 percent, while with curved vanes or 
cups 82.5 percent was attained. Tlie velocity of the 
vanes which gave the highest efficiency was almost ex- 
actly one-half the velocity of the jet. 

The Pelton wheel is used under high heads, and hence 
it has a high velocity. These wheels are wholly of iron, 
and are provided with a casing to prevent the spattering 
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of the water. Fig. 72 shows a form with three nozzles, 
by which three streams are applied at different parts of 
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the circumference, in order to obtain a greater power 
than by a single nozzle. 

Prob. 64. The impinging jet on a hurdy-eunly wheel has a di- 
ameter of 0.182 teet and a. velocity of 58,5 feet ]>er seeond. The 
efficiency of the wheel being 44.5 percent, what effective horse- 
power does it furnish? 

Abt. 65. The Reaction Wheel 

The reaction wheel, invented by Barker about 1740, 
consists of a number of hollow arms connected with a 
hollow vertical shaft, as shown in Fig. 73. The water 
issues from the ends of the arms in a direction opposite 
to that of their motion, and by the dynamic pressure due 
to its reaction the energy of the water is transformed into 
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nsefu] worit. Let the head of wat«r CC in the shaft be h; 
then the pressure-head BB which causes the flow from the 

I aims is greater than h, on account of the centrifi:^ force 
I ~ 




wheel. Let Ui be the absolute 
velocity of the exit orifices, 
thenSfi b equal to A-j-uiV2(, 
and the velocity of dbchargs 
relative to the wheel is 

The absolute velocity Pi of 
the issuing water now is 

vi=Vi-ui= ■^2gh + vi^-u, 
and the theoretic effii 
of the wheel is 



c=l- 



2gh V,+ 
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This investigation shows 
that the efBciency of a reac- 
tion wheel increases with its speed and can only become 
unity when Ui= V"|. Nothing approaching this can, how- 
ever, be realized and, on account of losses due to friction, 
a very high speed in impracticable. Wlien V| = 3ui, the 
efficiency is only O.oO. The reaction wheel is not now 
used as a hydraulic motor, but it is of interest as being 
the starting point for the subject of turbines. 

Prob. 65, Show that ii,^ equQla(Ki — «,)', that 2ffA equals Fi' — Ui', 
that v,^/2g enuala{r,-«,)/(F, + »i),and that e equals 2ui/(Fi+u.). 

m Art. 6fi. Outward-Flow Turbines 

I A reaction turbine is driven by the dynamic pressure 
and reaction of flowing water CArt. IS) which at the same 
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time is under a certain d^ree of static pressure. If in 
the reaction wheel of Fig. 73 the arms be separated from 
the penstock at A, and be so arranged that BA revolves 
around the axis while AC is stationary, the resulting ap- 
paratus may be called a reaction turbine. The static 
pressure of the head CC can still be transmitted through 
the arms, so that, as in the reaction wheel, the discharge 
is influenced by the speed. Fig. 74 gives a vertical 




Pig. 74 

section of an outward flow wheel W, to which water is 
brought by guides G from a fixed penstock P. Between 
the guides and tLe wheel there is a space in which slides 
an annular vertical gate E; this gate serves to regulate 
the quantity of water and the wheel stops when it is 
entirely depressed. Fig. 75 gives again the lower part 
of Fig. 74, and above it is a horizontal section showing 
the arrangement of the guides G and the buckets of the 
wheel W. The guides are curved so as better to direct 
the water against the buckets, and the buckets are curved 
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80 that the water may leave the wheel with low absolute 
velocity I'l, Water enters all around the circumference 
so that the buckets 
are fully fillet!. The 
wheel is attached by 
arms to the vertical 
shaft the motion of 
which delivers power 
in a building above. 
The outward-flow 
turbine is often 
called the Fourney- 
ron turbine, it hav- 
ing been invented 
by him in 1827. The 
guides and buckets 
with the gates and 
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the surrounding casings, are made of iron. Numerous 
forms with different kinds of gates and different propor- 
tions of guides and vanes are in the market. They are 
made of all sizes from to 60 inches in diameter, and 
larger sizes are built for special cases. The great turbmcs 
installed at Niagara in 1S96 are of the outward-flow type, 
the irmer diameter of a wheel being 63 inches and each 
twin turbine furnishing about 5000 horse-powers. The 
efficiency of turbines is greatest at full gate, ranging 
generally from 70 to 90 percent. There is a certain ve- 
locity, called the advantageous speed, with which the 
turbine must revolve in order to give the maximum 
efficiency. 

Prob. 66. If the efficieDcy of a turbine ia 75 percent when de- 
livering 5000 horse-powers under a head of 136 feet, how many 
cubic feet of water per minute pass through it? 



INWARD-FLOW TURBINBI 



Art. 67. Inward-Flow Turbines 



The smaller sizes of turbines used in the United Statea 
are mostly of the inward-flow type, or of a combined in- 
ward- and downward-flow type. Fig. 70 shows an in- 
ward flow turbine set in a wooden penstock, from which 
the water enters the guides, then passes through the wheel, 
and is finally discharged downward through a draft tube. 
Fig. 77 shows horizontal vertical sections of this turbine, 
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G being the fixed guides and W the movable wheel, with ij 
an annular gate sliding vertically between them. The "I 
wheel is attached by arms to the vertical shaft which is 
supported in a step bearing below and carries the power 
into a building above. An inward-fiow turbine is often 
called the Francis turbine, it having been invented by 
James B. Francis about 1S50. 
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For both outward-flow and inward-flow turbines there 
is a certain advantageous speed ui at which the wheel 
must move iu order to 
obtain the masmiuin 
power, while the deipths 
d„, d, di and the angles 
n, <t>, (3 in Figs. 75 and 
77 must also be related 
by certain conditions. 
See Merriman's Treatise 
on Hydraulics for this 
theory. 

Prob, 67. A test of an 
electric generator at Niagara 
showed that 5498 kilowatte 
were generated by a diB- 
charge of 447.2 cubic feet of water per second through the turirina 
under a head of 135. 1 feet. The efficiency of the generator !»«- 
ing 97 percent, what waa the efficiency of ike turbine? 



Art, 6S. Measurement t 



' Power 



The usual method of measuring the eflfective work of 
a hydraulic motor is by means of the friction brake or 
power dynamometer invented by Prony about 17S0. In 
Fig. 78 is illustrated a simple method of applying the 
apparatus to a vertical shaft, the upper diagram beii^ 
a plan and the lower an elevation. Upon the vertical 
shaft is a fixed pulley, and against this are seen two rec- 
tangular pieces of wood hollowed so as to fit it, and con- 
nected by two bolts. By turning the nuts on these bolts 
while the pulley is revolving, the friction can be increased 
at plea.sure, even so as to stop the motion; around these 
bolts between the blocks are two spiral springs (not shown 
in the diagram) which press the blocks outward when the 
nuts are loosened. To one oi \j\ieaB ^iXodsa \a attached a 
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cord which runs horizontally to a small movable pull^l 
over which it passes, and supports a Kcale-pan in whichl 
weights are placed. This 
cord runs in a diroetion 4 
opposite to the motion of 
the shaft, so that when 
the brake is tightened, it 
is prevented from revolv- 
ing by the tension caused 4 
by the weights. The direc- 
tion of the cord in the 
horizontal plane must be 
1 that the perpendicu- 
f let fall upon it from 
I center of the shaft, 
' its lever-arm, is con- 
this can be effected 
keeping the small 

1 the brake at a fixed mark established for that 




measure the work done by the wheel, the shaft is 
lected from the machinery which it usually runs 
'allowed to revolve, transforming all its work into heat 
the friction between the revolving pulley and the 
Tjrake, which is kept stationary by tightening the nuts 
and at the same time placing sufficient weights in the 
scale-pan to hold the pointer at the fixed mark. Let 
N be the number of revolutions per minute as deter- 
mined by a counter attached to the shaft, P the tension 
in the cord, which is equal to the weight of the scale-pan 
and its loads, I the lever-arm of this tension with respect 
to the center of the shaft, r the radius of the pulley, and 
F the total force of friction between the pulley and the 
brake. Now in one i-evolution t.\\c (wte F \a «swtwas. 
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through the distance 27rr, and in N revolutions through 
the distance 2irrN. Hence the effective work done by 
the wheel in one minute is 

k = F.2TrN = 2TrN,Fr 

The force F acting with the lever-arm r is exactly bal- 
anced by the load P acting with the lever-arm I; accord- 
ingly the moments Fr and PI are equal, and hence the 
work done by the wheel in one minute is 

k = 2irNPl 

Lastly, if P is in pounds and I in feet, the formula for the 
effective horse-power of the wheel is 

A^ = 27riVPZ/33 000 

It is seen that this method is independent of the radius 
of the pulley, which may be of any convenient size; for 
a small motor the brake may be clamped directly upon 
the shaft, but for a large one a pulley of considerable 
size is needed and the brake is often made of iron and 
almost completely encircles the pulley. Both brake and 
pulley sometimes become hot, to prevent which a stream 
of cool water is allowed to flow upon them. The work 
or power measured is that delivered at circumference of 
the pulley, and does not include that power which is re- 
quired to overcome the friction of the shaft upon its bear- 
ings. The shaft or axis of every water-iyheel must have 
at least two bearings, the friction of which consumes 
probably about 3 percent of the power. The hydraulic 
power of the wheel, regarded as a user of water, is hence 
about 3 percent greater than that computed from above 
formula. The efficiency of the wheel is found by divid- 
ing the effective work by the theoretic work. Let W be 
the weight of water delivered per minute and h the head; 
then e = k/Whf which is usually about 3 percent too large. 
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piston. In the left-hand diagram the piston is ascenrl- 
ing, and the water is rising in the suction pipe BD 
under the upward atmospheric pressure; this ascent of 
the water occurs in exactly the same marmer as explained 
in Art. 69, and after several strokes its level rises above 
the suction valve B. The right-hand diagram shows 
the piston descending and forcing the water up the dis- 
cbarge pipe CE. At C, where this pipe joins the pump 
cylinder, is a check valve which closes on the upward 
stroke and thus prevents the water in CE from returning 
into the pump cylinder, while it opens on the downward 
stroke under the upward pressure of the water. 

The cy Under of the single-acting pump may also be 
placed horizontally, the vertical suction and discharge 
pipes being connected to one end of the cylinder. The 
action is intermittent and hence not advantageous for 
large pumps. The double-actii^ pump is one having a 
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single cylinder in which a solid piston or plunger exerts 
suction and pressure in both strokes and thus gives a 
nearly continuous flow through suction and dischju'ge 
pipes. Fig. SI shows the form known as the piston 
pump while Fig. 82 is that caUeA tVft -pXxm^CT v^sks?, ■»;*» 4| 
piston being replaced by a long, c^XvaAei: ■ 
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short stuffing box A A. In both figures D is the suction 
pipe and E the discharge pipe. When the piston moves 
from left to right, the valves Bi and d open, while fit 
and Ci close; when it moves in the opposite direction, 
Si and Ci open, while Bi and Oi close. The cylinder of 
the piston pump must be bored to an exact and uniform 
size, and its piston must be carefully packed, while in 
the plunger pump only the short length of the stuffing 
box is bored and packed, the plunger itself having no 
packing. The water lifted in one stroke is AJ, where A 
is the area of the piston and I the length of its stroke, 
provided there is no leakage. The expression for the 
work utilized is the same as that given in Art. 69, but 
the efficiency is usually much greater, it being 80 or 90 
percent in the best forms with low lifts and speeds. 

Prob. 70. Consult Ewbanks' Hydraulics and Mechanics (New 
York, 1847), and describe a. method of raising water through a low 
lift by means of a frictionless plunger pump. Ewbank nol«9 that 
a stout young man weighing 134 pounds raised 8)^ cubic feet p«r 
minute with this machine to a height of IIH feet, and worked Bl 
this rate nine hours per day. If the efficiency of this pump 
unity, what horse-power did the stout young man esert? 



Art. 71. Pumping Engines 
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The modern pumping engine consists of one or more 
steam cylinders connected to the same number of pump 
cylinders by piston rods, so that the steam pressure is 
directly transmitted through them to the , water. The 
water cylinders are usually of the plunger type, and these 
are connected to the same suction and discharge pipes, 
an air chamber being placed on the latter to relieve the 
pump chambers of shock and to insure steady flow. 

The term "duty" ia olten amv^ovwl as a measure of 
the performance, of a pumpmg e«^ae, \-osS«ta.4. tA ft-»j^<affif 



14^1 



AbT. 71 PUMPING ENGINES 

ing it by an efficiency percentage. This term was de- 
vised by Watt, who defined duty as the number of foot- 
pounds of useful work produced by the consumption of 
100 pounds of foal. A more precise defin'tion of duty 
was introduced in IHQi by the American Society of Me- 
clianical Engineers, namely, that duty should mean 
the number of foot-pounds of work produced by the 
expenditure of 1 000 000 British thermal heat units. 
One British thermal heat unit is that amount of energy 
which will raise one pound of pure water one Fahrenheit 
degree in temperature when the water is at or near the 
temperature of maximum density (Art. 3) ; this amount 
of energy is 77S foot-pounds, and this constant is called 
the mechanical equivalent of heat. The duty of a per- 
fect pumping engine, in which no losses of any kind occur, 
would be 778 000 000 foot-pounds. The highest duty 
obtained in a test is about ISO 000 000 foot-pounds, and 
the efficiency of such an engine is 180/778 = 0.23. Com- 
mon pumping engines have duties ranging from 120 000 000 
to 60 000 (HK), the corresponding efficiencies being from 
15 to 7.5 percent. The modem definition of duty agrees 
with that of Watt, if the coal is of such quality that one 
pound of it possesses a poteutial energy of 10 000 British 
heat units, which is somewhat less than that obtainable 
from average coal. The higher the duty of a pumping 
engine the greater is the amount of work that can be per- 
formed by burning a given quantity of coal. A high- 
duty engine is hence economical and a low-duty engine 
is wasteful in coal consumption, but the first cost of the 
former is much greater than that of the latter. 

Frob. 71. A certain piunpiag engine had ii water plunger of 172 
square inches section area, the length of stroke being 18.9 inches. 
During a lest of 12 hours the number of Bingla strokes was 76 000, 
and the leakage past the plunger was SftOO cvAnt^wA.. ■ft.«« w-^-wi 
g&IIona pee minute were diaehar((ed by ^^« Xiumtn 
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The CENTHiFuciAL Pump 



The centrifugal pump is the reverse of a turbine wheel, 
and any reaction turbinp, when run backwards by power 
applied to its axle, will raise water through its penstock. 
Fig. S3 shows the principle of the arrar^ement and ac^l 




of the centrifugal pump. The power is applied tlirough 
the axis to rotate the wheel BB in the direction indi- 
cated by the arrow. This wheel is formed of a number 
of curved vanes like those in a turbine wheel (Art. 60). 
The revolving vanea produce a partial vacuum, and this 
causes the water to rise in the suction pipe DD which 
enters through the center of the wheel case and delivers 
the water at the axis of the wheel. The water is then 
forced outward through the vanes and passes into the 
volute chamber CC, which is of varying cross-section in 
order to accommodate the increasing quantity of water 
ihat is delivered into it, and all of which passes up the 
discbar^ pipe E. The rotation o^ t\ie 'w^ie^ \«io.cft ^o- 
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duces a negative pressure at the upper eud of the suction 
pipe and a positive pressure in the volute chamber, and 
the water rises in the pipes in the same manner as in those 
of a suction and force pump. The height of the suction 
lift cannot usually exceed about 2S feet. 

The centrifugal pump possesses an advantage over the J 
force pump in having no valves and in being able to J 
handle muddy water, for even gravel may pass through ■ 
the vanes without injuring them. The above figurefl 
represent the principle rather than the actual details c 
construction. Usually the suction pipe is divided into 
two parts which enter the axis upon opposite sides of the.l 
wheel, and the volute chamber is often made wider than J 
the wheel case, thus forming what is called a whirlpool 
chamber, which prevents some of the losses of head due 
to impact. The efficiency of the pump usually ranges 
from 40 to 60 percent, it Iwing the highest for low lifts. 

Prob. 72. A centrifugal pump lifts 120 cubic feet of water per 
niinute through a height of 18 feet, the power required to do this 
being 8.2 horse-powers. Compute tbe efficiency of the pump oad 
the head last in friction, ■ 

Art. 73. Compressed- Air Pumps H 

Pumps which have no moving parts and which operate 
through the action of air suction and dynamic pressure 
constitute another class. Here belong the jet or ejector 
pump3 which act largely through suction, and the in- 
jector pump used on locomotives. The latter produces 
a vacuum through the flow of steam, and cannot be dis- 
cussed here, as it involves principles of thermodynamics. 
The fundamental principle, however, is indicated in Fig. 
84, which shows the jet apparatus invented by James 
Thomson in 1850. The water to be lifted is at C, and it 
vises hy suction to the chamber B, ^TOto. -wVw^'*. "s 
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Fig. 84 



through the discharge pipe to the tank D. The forces 
of suction and pressure are produced by a jet of water 
issuing from a nozzle at the mouth of the discharge pipe, 
the nozzle being at the end 
of a pipe ^1 B through which 
water is brought from a res- 
ervoir; or the water deliv- 
ered from the nozzle maj- 
come from a hydrant or 
force pump. 

The air lift pump is ex- 
tensively used for raismg 
water from deep wells, com- 
pressed air which is forced down a vertical pipe in the 
well tube issuing from its lower end. As it issues, bub- 
bles are formed in the entu-e column of water in the well 
tube, and being l^hter than a column of common water, 
it rises to a greater height under the atmospheric pres- 
sure. In this manner water having a natural level 5(J 
feet or more below the surface of the ground may be 
caused to rise above that surface. 

Among the many forma of pumps operating under the 
pressure of compressed air only the ejector pump used 
in the Shone system of sewerage can here be mentioned. 
The sewage from a number of houses flows to a closed 
basin, called an injector, in which it continues to accumu- 
late until a valve is opened by a float. The opening of 
this valve allows compressed air to enter, and this drives 
out the sewage through a discharge pipe to the place 
where it is desired to deliver it. 

Prob. 73. Conault engineering joumala of 1893 and aacerUin 
fa(!tfl about the Shone ejectors used at the World's Columbi 
position in Chicago. 
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The hydraulic rara is an apparatus which employs the 
dynamic pressure produced by stopping a column of 
moving water to raise a part of this water to a higher 
level than that of its source. The principle of the action 
of the hydrauhc ram is shown in Fig. 85, where A is the 




reservoir that furnishes the supply, BCTi the ram, AB then 
<irive pipe which carries the water to the ram, DA' tlit> 
discharge pipe through which a part of the water is raised 
to the tank E. Tlie ram itself consists merely of the 
waste valve B through which a part of the water from 
the drive pipe escapes, and the air vessel D which has a 
valve C that allows water to enter it through BC, but 
prevents its return. The waste valve 6 is either weighted 
or arranged with a spring so that it will open when acted 
upon by the static pressure due to the head H. As soon 
as it opens the water flows through it, but as the velocity 
increases the dynamic pressure or impulse (Art. 18) due 
to the motion of the column AB becomes sufficiently great 
to close the valve B. Then this dynamic pressure opens 
the valve C and compresses the air in the air chamber or 
forces water up the discharge pipe. A moment later when 
equilibrium has obtained in the air vessel, the valve C 
closes and the air pressure maintains the flow for a shorty 
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period in the discharge pipe, while the water in (lie drive 
pipe comes to rest. Then the waste valve B opens again, 
and the same operations are repeated. 

The least jMassible fall in the drive pipe of the hydraulic 
ram ia about Ij^ feet and the least length of drive pipe 
about 15 feet. It is customary to make the area of the 
discharge pipe from one-third to one-fourth that of the 
drive pipe, and with these proportions a fall of 10 feet 
will force water to a height of nearly 150 feet. A com- 
mon rule of manufacturers is that about one-seventh of 
the water flowing down the drive pipe may be raised to a 
height five times that of the fall in the drive pipe; this 
is a rough rule only, for the length of the discharge pipe 
is one of the controlling factors as well as its vertical rise. 

Prob. 74. Consult Ewbanka' MechanicH and Hydraulics (New 
York, 1847) and ascertain the circumstances which led to the in- 
ventisn of the hydrauUc ram. 



Art. 75. Pumping Through Pipes 
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A pump is often used to force water directly tbroi 
the mains of a water-supply system under a designated 
pressure. The work of the pump in this case consists 
of that required to maintain the pressure and that re- 
quired to overcome the frictional resistances. To reduce 
the injurious resistance to the smallest limits the mains 
should be large in order that the velocity of flow may be 
small. In Fig. 8C is shown a symbolic representation of 
the case of pumping into a main, P beii^ the pump, C 
the source of supply, and DM the pressure-head which is 
maintained upon the end of the pipe during the flow. 
At the pump the pressure-head is AP, so that AD repre- 
sents the hydrauhc gradient (Art. 38) for the pipe from 
P to M. The total work of the pump may then be re- 
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to the heads ^^M 
dng the force i^H 
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frfed as expended in liftiDg tlie water from C to A, and 
i consists of three parts corresponding to the heads 
'SM or z, MD or Ai, and AB; the first overcoming the force 
of gravity, the second 
maintaining the discharge 
imder the required pres- 
sure, while the last is 
transformed into heat in 
overcoming friction and 
other resistances. In this 
direct method of water 
supply a standpipe AP is " ^-- '. ^ 

often erected near the ^^' ^^ 

pump, in which the water rises to a height correspond- 
ing to the required pressure, and which furnishes a small 
supply when a temporary stoppage of the pumping en- 
^e occurs. 

For example, let it be required to find the horse-power 
of a pump to raise 1 200 000 gallons per day through a 
height of 230 feet in a pipe of G inches diameter and 1400 
feet length. These data give the discharge per second 
as 1. 86 cubic feet and the velocity in the pipe as 9.47 feet 
per second, which corresponds to a velocity-head of 1.39 
feet. The probable head lost in entering the pipe (Art. 
33) is 0.5X1.39 = 0.7 feet. For a new clean pipe the 
friction factor / (Art. 34) is about 0.020, whence the loss 
of head in friction is about 77.8 feet. The other losses 
of bead depend upon the details of the pump cylinder 
and valves and may be taken as 4 times the velocity-head 
or 5.6 feet. The total head to be overcome is 230+ 
0.7+77.8+5.6 = 314.1 feet. The work to be performed 
per second then is 62.5X1.86X314.1 = 36 510 foot pounds, 
and the horse-power to be expended is 36 510/550 = 66.4, 
Here the useful head is 230 feet while the total head id 
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314.1 feet, so that the efficiency of the pump and pipe ia 
only 314/230 = 73 percent. The losses can be much 
diminished by using a larger pipe. 

I'rob. 75 .'1 , l''ur I he above data let the S-incb pipe be repla'sed 
by one 14 inclipa in diwneter. Compute the velocity in the pipe, 

nnd the horse-power required. 

Prob. 75 B. A house m 60 feet lower than a spring A and 30 
feet higher than a, spring B. A pipe from A to the house runs near 
B. Explain a method by which the water from B can be drawn 
into the pipe and be delivered at the house. 

Prob. 75 C. What is the efficiency of a bucket pump which lifts 
2000 htera of water per minute through a height of 3.5 meters with 
an expenditure of 2,5 metric horse-powers? 

Prob. 75 D. The caloric is the metric thermal unit, this being 
the energy required to raise one kilogram of water one degree centi- 
grade when the temperature of the water is near that of maximum 
density. How many calories are equivalent to 1 000 000 British 
thermal units? 

Akt. 76. ANSWEBa to Problems 

Below will be found answers to some of the problems 
given in the preceding pages, the numbers of the prob- 
lems being placed in parentheses. In general it is not a 
good plan for a student to solve a problem in order to 
obtain a given answer. One object of solving problems 
is, of course, to obtain correct results, but the correctness 
of those results should be established by methods of veri- 
fication rather than by the authority of a given answer. 
However satisfactory it may be to know in advance the 
result of the solution of an exercise, Ifet the student bear 
in mind that after commencement day answers to prob- 
lems will not be given. 

(1 B) One horse-power. 
147.2 pounds. 
vf^A) 960 feet, (8) 2719 pounds. 
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(9 C) 10.26 feet. (37 A) 3.638 feet. 

(11 C) 3 horse-powers. (40 A) 18.4 feet. 

(11 F) 45.6 pounds. (42 A) 11.3 feet. 

(12 B) 56.9 feet per second. (43 A) 1.4 feet, v 

(13 B) 12.9 feet per second. (45) 6.0 feet. 

(16 B) 32.1 feet per second. (46 A) 233/283. 

(18 B) 19.3 pounds. (47) c = 123. 

(20 B) 0.71 cubic feet per second. (51 B) 364 pounds. 

(20 E) 66.7 feet per second. (59) 3.9 feet per second. 

(21 A) 0.0326 cubic feet per (62) From 48 to 50 horse- 
second, power. 

(24 A) 120 gallons per minute. (63) From 12 to 14 horse- 
(25 B) 0.602. power. 

(29 A) 0.802. (68 C) e=0.35. 

(31 A) .0.28 feet. (70) About one-«ixth of a horse- 
(32 B) 24 feet. power. 

(32 E) 70.6 feet per second. (72) e= about 50 percent. 

(33 A) 0.29 feet. (75 A) 48.9 horse-powers. 
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